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TABLE 11l — MATERIAL AND FINISH
RIVET MATERIAL FINISH
SLEEVE LOCK STEM SLEEVE LOCK STEM
o TYPE A286 NICKEL-COPPER A286 SOLID FILM LUBE PER SAME AS DRY FILM LUBE
: C | (UNSS66286) | (UNS NO4400) | (UNS S66286) | MH-L-46010 AS5272, TYPE | | SLEEVE PER
S AMS5737 QQ-N-281 AMS5737 NO CODE LETTER OR MH-1460610
% CADMIUM PLATE NONE AS5272,
& AMS-QQ-P-416, TYPE II, TYPE I OR
g CLASS 2 PASSIVATE PER
g SUFFIX LETTER “W” AMS2700,
g SILVER PLATE METHOD 1,
s AMS2410 CLASS 4
E 5 % SUFFIX LETTER “S”
§ 2 : TYPE ALUMINUM ALUMINUM ALUMINUM ANODIC COAT SAME AS ANODIC COAT
E Z Z D ALLOY ALLOY 2017-T4 ALLOY MIL-A-8625 TYPE II, CLASS 1 | SLEEVE MIL-A-8625
g g <) 2017-T4 (UNS A92017) 7075-T6 OR CHEMICAL SURFACE OR TYPE 11, CLASS 1
§ 3 % (UNS A92017) QQ-A-430 QQ-A-430 TREAT NONE OR CHEMICAL
¢Sz QQ-A-430 OR (UNS A97075) MIL-DTL-5541 CLASS 1A SURFACE TREAT
5056 13/ MIL-DTL-5541
(UNS A95056) CLASS 1A
0Q-A-430 /3/
TYPE [NICKEL-COPPER| NICKEL-COPPER [NICKEL-COPPER SOLID FILM LUBE PER SAME AS SOLID FILM
M (UNS N04400) | (UNS N04400) QQ-N-281 MH--46010 AS5272, TYPE 1 SLEEVE LUBE PER
QQ-N-281 QQ-N-281 | (UNS N04400) NO CODE LETTER OR MH-L-46010
OR A286 CADMIUM PLATE NONE AS5272,
AMS5737 AMS-QQ-P-416 TYPE II, TYPE 1 OR NONE
(UNS S66286) CLASS 2 OR PASSIVATE
SUFFIX LETTER “W” PER AMS2700,
SILVER PLATE METHOD 1,
AMS2410 SUFFIX LETTER “S” CLASS 4
CODE:

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

REVISION DATE.
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EXAMPLE OF PART NUMBER:

AFTER BASIC PART NUMBER:

“D” — 2017 ALUMINUM ALLOY SLEEVE AND 7075 ALUMINUM ALLOY STEM.
“M” — NICKEL-COPPER SLEEVE WITH DRY FILM LUBRICANT AND NICKEL-COPPER OR A286 STEM.
“C” — A286 CRES SLEEVE AND A286 STEM.

AFTER RIVET TYPE CODE LETTER “C” OR “M”:
“W” — CADMIUM PLATED SLEEVE.
“S” — SILVER PLATED SLEEVE.
AFTER RIVET TYPE CODE LETTER “D”:
“FC” — CHEMICAL FILM TREATMENT PER MIL-DTL-5541.
“P” — ANODIZE TREATMENT PER MIL-A-8625.

NAS1769D5-4 =

2017 ALUMINUM ALLOY RIVET, 7075 ALUMINUM ALLOY STEM, @.173, WITH
.188 TO .250 GRIP RANGE. FINISH OPTIONAL — CHEMICAL FILM OR ANODIZE.

GRIP DASH NUMBER

DIAMETER DASH NUMBER IN 32NDS
RIVET TYPE

BASIC PART NUMBER
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