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Ø.110
MAX

PROJECTION NIBS
FOR SPOTWELDING
(FOR CRES PARTS
WITHOUT EYELETS
ONLY)

C

J A

F

C

° *

B

2 x RADIUS

"C" MARKING
ON CRES PARTS

LOCATION
OPTIONAL

OUTLINE OF
MAX ENVELOPE

RAISED OR
DEPRESSED DOT

FOR 160 KSI
IDENTIFICATION

LOCATION OPTIONAL
MFR ID

LOCATION
OPTIONAL

E
V1 V

ØD

THREAD
T

FLOAT
/2/

.062 MIN CBORE
EXCEPT ON -06
AND SMALLER

BEARING
/4/

WITH
EYELET

WITHOUT
EYELET

(CODE "R")

2 x ØK +.005
 -.000

2K MIN DIA CLEARANCE
FOR ATTACHING RIVETS

.020 +.010
 -.005

 
 
 
 
 
 

TABLE I – DIMENSIONS AND STRENGTH VALUES 
DASH NUMBER T 

THREAD 
/3/ 

A
MAX

B C
±.005

ØD
MIN 

E
/1/ 

MAX

F
MIN 

J
±.002

ØK 
 

V 
MAX 

V1 
MAX 

WEIGHT
LBS/100 

AXIAL
TENSILE 

STRENGTH
LBF 

STEEL CRES 
CAD PLATE 
W/ MoS2 
450 °F 

CAD PLATE 
W/O MoS2 

450 °F 

SILVER 
PLATE 
800 °F 

MoS2 

MAX MIN (AGV) MAX

04 X04 C04 C04M .1120-40UNJC-3B .651 .315 .275 .203 – .153 .089 .406 .098 .140 .047 .25 1,120
06 X06 C06 C06M .1380-32UNJC-3B .682 .357 .290 .218 – .171 .089 .437 .098 .140 .047 .32 1,600
08 X08 C08 C08M .1640-32UNJC-3B .707 .367 .290 .234 .168 .250 .100 .468 .098 .140 .047 .36 2,500
3 X3 C3 C3M .1900-32UNJF-3B .739 .416 .290 .250 .194 .250 .100 .500 .098 .140 .047 .39 3,620
4 X4 C4 C4M .2500-28UNJF-3B .801 .500 .350 .281 .254 .281 .100 .562 .098 .140 .055 .69 6,470
5 X5 C5 C5M .3125-24UNJF-3B 1.010 .581 .412 .359 .317 .328 .117 .718 .130 .140 .065 1.10 10,200

 
 
MATERIAL:  
 
 STEEL - CARBON OR ALLOY HEAT TREATED SAE1030 OR BETTER; NEITHER THE SULFUR NOR PHOSPHORUS 

 CONTENT SHALL EXCEED .050 PERCENT BY WEIGHT. 
 

CRES - A286 PER AMS5525, AMS5732 OR AMS5737.  
 

 

3

Copyright Aerospace Industries Association of America Inc. 
Provided by IHS under license with AIA/NAS Licensee=BAE Washington, Glascoed/5932949024, User=sam, albett

Not for Resale, 04/09/2016 01:41:33 MDTNo reproduction or networking permitted without license from IHS

-
-
`
,
`
`
,
,
`
,
`
`
,
`
,
`
,
`
,
`
`
`
`
,
,
,
`
,
,
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: AIA NAS1779 2016

http://www.avadocuments.com/doc/aia-nas1779-2016
http://www.avadocuments.com/doc/aia-nas1779-2016


 

 

NATIONAL AEROSPACE STANDARD 
© COPYRIGHT 2016 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED 

FO
RM

 1
2-

01
 

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY.  AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY 
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS.  AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF 
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS. 

TH
IS

 D
RA

W
IN

G
 S

U
PE

RS
ED

ES
 A

LL
 A

N
TE

CE
D

EN
T 

ST
AN

D
AR

D
 D

RA
W

IN
G

S 
FO

R 
TH

E 
SA

M
E 

PR
O

D
U

CT
 A

N
D

 S
H

AL
L 

BE
CO

M
E 

EF
FE

CT
IV

E 
N

O
 L

AT
ER

 T
H

AN
 S

IX
 M

O
N

TH
S 

FR
O

M
 T

H
E 

LA
ST

 
RE

VI
SI

O
N

 D
AT

E.
 

NAS1779 
SHEET 2 

REVISION

3

AE
RO

SP
AC

E 
IN

D
U

ST
RI

ES
 A

SS
O

CI
AT

IO
N

 O
F 

AM
ER

IC
A,

 I
N

C 
10

00
  W

IL
SO

N
 B

LV
D

. 
AR

LI
N

G
TO

N
, V

A 
 2

22
09

 

 
FINISH:  
 
 STEEL - CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2. 
 

CRES -  SILVER PLATE FOR 800 °F USE PER AMS2410 TO A .0002 MINIMUM THICKNESS ON SURFACE WHICH CAN 
BE TOUCHED BY A Ø.750 BALL. THREADS SHALL SHOW COMPLETE COVERAGE, BUT THICKNESS 
REQUIREMENTS ON THREADS IS WAIVED. PASSIVATE ALL CRES PARTS PER AMS2700 BEFORE THE 
APPLICATION OF DRY FILM LUBRICANT. 

 
LUBRICANT:  
 

 MOLYDISULFIDE (MoS2) DRY FILM LUBRICANT PER NAS3356. THE INCLUSION OF A LUBRICANT ON THE BASKETS 
OF DRY FILM LUBRICATED NUTS IS OPTIONAL. 

 
CODE:  
 
 “-” STEEL, CADMIUM PLATED WITH DRY FILM LUBRICANT AND NUTS WITH OR WITHOUT EYELET. 
 

“C” IN PLACE OF DASH INDICATES CRES NUTS WITH SILVER PLATE, WITH OR WITHOUT EYELET. 
 
“X” IN PLACE OF DASH INDICATES CADMIUM PLATED NUTS WITHOUT DRY FILM LUBRICANT. 
 
“M” SUFFIXED TO THE DASH NUMBER INDICATES CRES NUTS, WITHOUT SILVER PLATE, WITH DRY FILM  
LUBRICANT. 
 
“R” IN PLACE OF DASH OR BEFORE “C” OR “X” INDICATES NUT TYPES WITHOUT EYELET. 
 
“W” SUFFIXED TO THE DASH NUMBER SPECIFIES PROJECTION WELD NIBS FOR CRES SILVER PLATED PARTS 
CODED “R” ONLY. 
 
NO SILVER PLATE ON WELD NIBS. 
 

EXAMPLES OF PART NUMBERS: 
 

NAS1779 R C 4 W 
WELD NIBS CODE (SEE CODE SECTION) 

 
DASH NUMBER (SEE TABLE I) INCLUDES: 

MATERIAL CODE (SEE CODE SECTION), 
AND EYELET CODE (SEE CODE SECTION)  

 
BASIC NUMBER 

 
STEEL 

NAS1779-4 = .2500-28UNJF-3B THREAD, CADMIUM PLATED WITH DRY FILM LUBRICANT,   
WITH OR WITHOUT EYELET. 

NAS1779R4 = .2500-28UNJF-3B THREAD, CADMIUM PLATED WITH DRY FILM LUBRICANT,   
WITHOUT EYELET. 

NAS1779X4 = .2500-28UNJF-3B THREAD, CADMIUM PLATED AND WITHOUT DRY FILM LUBRICANT,  
WITH OR WITHOUT EYELET. 
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