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RETAINING CLIP
/4/

Ø.110 MAX

2× ØK

ØG

SECTION P-P

2× R.75

P
A

(ØD)

N

100° ±2°

M

J

(L)

NUT ELEMENT
/4/ /5/

PROJECTION NIBS
FOR SPOTWELDING
WHEN SPECIFIED

P

DIMPLED RIVET HOLES
WHEN SPECIFIED

ØK +.015
–.000

(E)

V

.020 +.010
–.005

B

H

C

2× (R) RAD

MARK BASKET WITH MANUFACTURER'S
IDENTIFICATION AND WITH "C" FOR CRES
MATERIAL RAISED OR DEPRESSED .010 INCH
MAXIMUM. LOCATION OPTIONAL EXCEPT
MUST BE VISIBLE AFTER ASSEMBLY.
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TABLE I – DIMENSIONS AND DASH NUMBERS 
DASH 

NUMBER 
THREAD 

(REF) 
A 

MAX 
B 

MAX 
C 

±.005 
/5/ 

(ØD) (E) 
MAX 

ØG 
±.010 

H 
MAX 

J 
±.002 

ØK 
+.005 
−.000 

(L) 
CBORE 

MIN 
3-1 

.1900-32 
UNJC-3B .750 .445 .335 .194 

.250 

.200 .830 .486 .098 

.070 
3-2 .312 .125 
3-3 .375 .188 
3-4 .438 .250 
3-5 .500 .313 
3-6 .562 .375 
4-1 

.2500-28 
UNJF-3B .900 .547 .375 .254 

.295 

.200 1.050 .707 .098 

.070 
4-2 .357 .125 
4-3 .419 .188 
4-4 .481 .250 
4-5 .543 .313 
4-6 .605 .375 
5-1 

.3125-24 
UNJF-3B 1.050 .643 .480 .317 

.344 

.230 1.100 .707 .130 

.070 
5-2 .400 .125 
5-3 .461 .188 
5-4 .524 .250 
5-5 .586 .313 
5-6 .649 .375 

 
TABLE I – DIMENSIONS AND DASH NUMBERS (CONT) 

DASH 
NUMBER 

M 
MAX 

N 
±.010 

(R) V 
±.005 

AXIAL TENSILE 
STRENGTH 

MIN LBF (REF) 

PUSH-OUT 
MIN LBF 

TORQUE-OUT 
MIN IN-LBF 

MAX 
WEIGHT 
LBS/100 

3-1 

.484 .077 .120 .032 2,825 125 90 

.73 
3-2 .80 
3-3 .84 
3-4 .89 
3-5 .94 
3-6 .99 
4-1 

.584 .077 .120 .032 5,060 150 160 

1.34 
4-2 1.43 
4-3 1.52 
4-4 1.59 
4-5 1.69 
4-6 1.79 
5-1 

.720 .100 .140 .040 8,000 175 280 

2.17 
5-2 2.23 
5-3 2.33 
5-4 2.45 
5-5 2.55 
5-6 2.64 
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