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MATERIAL:
SLEEVE, THREADED: A286 CRES (UNS $66286) PER AMS5737.
DRIVER, HEX: A286 CRES (UNS $66286) PER AMS5737.
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PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 19-01

@ SPRING, BELLEVILLE: DRY FILM LUBRICANT GRAPHITE FREE (LUBECO 2029-3 OR EQUIVALENT).

EXAMPLE OF PART NUMBER:

NAS1872-( ), DASH NUMBER INDICATES LIMITING TORQUE IN POUNDS FORCE-INCH. LIMITING TORQUE
HAS + 10 LBF-IN TOLERANCE FROM MEAN VALUE AFTER 15 CYCLE TEST PER NASM25027.

NAS1872-40 = NUT, TORQUE LIMITING, 900 °F APPLICATION, 40 + 10 LBF-IN LIMITING TORQUE.

DIMENSIONS IN INCHES AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF LUBRICATION
UNLESS OTHERWISE SPECIFIED.

LOCKING TORQUE PER NASM25027.

THREAD APPLICATION: MATING BOLT THREAD SHALL BE A MINIMUM OF .400 INCHES LONG, AND A
MAXIMUM OF .750 INCHES LONG.

LIMITING TORQUE: VALUES IN LBF-IN AFTER 15 CYCLES PER NASM25027.
1ST CYCLE MAXIMUM LIMIT TORQUE MAY BE 10% ABOVE TABULATED VALUES.
THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE
APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.

UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON
DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
DEPLETION.

DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.

@ TABLE I — TORQUE DASH NUMBERS /4/

DASH NO. MAX MIN COLOR
MEAN TORQUE TORQUE TORQUE CODE
LBF-IN LBF-IN LBF-IN
/5/
40 50 30 WHITE
50 60 40 NONE
60 70 50 YELLOW

70 80 60 NONE

80 90 70 NONE

90 100 80 BLACK

100 110 90 NONE
110 120 100 NONE
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