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PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.
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DASH NUMBER DESIGNATES MAXIMUM GRIP IN .0625 INCREMENTS.
ADD "V” AFTER BASIC PART NUMBER FOR 6AI-4V TITANIUM ALLOY.
ADD “H"” AFTER BASIC NUMBER WHEN SEALANT ESCAPE GROOVE IS REQUIRED.

NAS2306V08 = 3.190 6AI-4V TITANIUM ALLOY PIN, 100° FLUSH HEAD STUMP TYPE, .500 GRIP.
NAS2306VHO8 = @.190 6AI-4V TITANIUM ALLOY PIN, 100° FLUSH HEAD, SEALANT ESCAPE GROOVE,
STUMP TYPE, .500 GRIP.

DIMENSIONS IN INCHES AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF LUBRICATION
UNLESS OTHERWISE SPECIFIED.

FOR RECOMMENDED HOLE SIZES, SEE NAS618.

FOR COLLAR SELECTION, MINIMUM TENSILE STRENGTH, AND INSPECTION GAGE, SEE NAS1080.
DIMENSIONS “(@A)", “(DA;)" & *(B)": INCLUDED FOR ENGINEERING REFERENCE PURPOSES ONLY, NOT
FOR INSPECTION PURPOSES. VALUES “(@A)”, “(@A;)"” & “(B)": CALCULATED LIMITS RESULTING FROM
TOLERANCES ON “C”, “@D”, “@E", “H” & HEAD ANGLE.

GAGE PROTRUSION “H": SEE NAS621 FOR THE RECOMMENDED PRACTICE FOR INSPECTING HEAD
CHARACTERISTICS.

HEAD MARKING: “NAS” MAY BE INCLUDED IN HEAD MARKING AT OPTION OF FASTENER
MANUFACTURER.

CHAMFER OR RADIUS PERMISSIBLE .06 MAX.
THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE
APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.

UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT
ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
DEPLETION.

DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.
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