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 ENLARGED VIEW OF HEAD

ØA ØB

J

(H)

K

ØC

R .030
.015

(U)

GRIP±.010 /5/

(ØW)

100°
±1°

.020

.010

(ØE)
~

CURVED EDGE OPTIONAL

OFFSET CRUCIFORM
RECESS PER NASM14191 /8/

DOVETAIL SLOT RECESS
PER NASM33750 /8/

END SHALL BE FLAT
AND CHAMFERED.
CHAMFER "(U)" PLUS
INCOMPLETE THREADS
NOT TO EXCEED TWO
PITCHES.

HEAD MARKING PER
NAS1347, TYPE IV

ØD

MAX 2 INCOMPLETE
THREADS

LENGTH ± .015

(T)

THREADS PER AS8879.
MAX MAJOR DIA SHALL BE
.001 BELOW MIN SHANK DIA.

/10/ M

DRILL ØP WHEN SPECIFIED.
CSK OPTIONAL. /10/

~

(L)

 
 

TABLE I – DIMENSIONS AND STRENGTH VALUES 
BASIC 
PART 

NUMBER 

THREAD 
/14/ 

ØA ØB 
MIN 

ØC 
GAGE 

CIRCLE
/6/ 

ØD 
/11/ 

(ØE)
/4/ 

(H) J  
DEPTH 

K 
GAGE 

PROTRU-
SION 
/6/ 

(L) 
/4/ 

M 
/10/

±.010

ØP 
/10/

+.010
–.000

(T) 

OFFSET 
CRUCIFORM

/3/ 

DOVETAIL
SLOT 
/4/ 

NAS2832 .1640-32 UNJC-3A .337 
.329 .280 .2832

.2830
.1635 
.1625 .265 .063 .078 

.068 
.053 
.050 

.0223 

.0197 .100 – – .323

NAS2833 .1900-32 UNJF-3A .385 
.377 .328 .3272

.3270
.1895 
.1885 .305 .080 .090 

.080 
.045 
.042 

.0239 

.0212 .110 .164 .070 .323

NAS2834 .2500-28 UNJF-3A .507 
.498 .449 .4320

.4318
.2495 
.2485 .422 .106 .118 

.108 
.054 
.051 

.0310 

.0282 .134 .170 .076 .370

NAS2835 .3125-24 UNJF-3A .635 
.625 .577 .5451

.5449
.3120 
.3110 .490 .133 .122 

.112 
.064 
.061 

.0371 

.0342 .160 .182 .076 .438

NAS2836 .3750-24 UNJF-3A .762 
.751 .704 .6582

.6580
.3745 
.3735 .639 .160 .145 

.135 
.088 
.084 

.0429 

.0398 .198 .183 .106 .454

NAS2837 .4375-20 UNJF-3A .890 
.879 .832 .7784

.7782
.4370 
.4360 .715 .188 .169 

.159 
.100 
.097 

.0461 

.0429 .224 .199 .106 .528

NAS2838 .5000-20 UNJF-3A 1.017 
1.005 .959 .8902

.8900
.4995 
.4985 .766 .215 .193 

.183 
.105 
.101 

.0523 

.0490 .256 .198 .106 .528

NAS2839 .5625-18 UNJF-3A 1.145 
1.132 1.087 1.0028

1.0026
.5615 
.5605 .877 .242 .217 

.207 
.118 
.114 

.0587 

.0552 .300 .207 .141 .594

NAS2840 .6250-18 UNJF-3A 1.272 
1.258 1.214 1.1124

1.1122
.6240 
.6230 1.020 .270 .241 

.231 
.141 
.137 

.0659 

.0623 .344 .207 .141 .626
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 4   COMPLETELY REVISED 

 
TABLE I – DIMENSIONS AND STRENGTH VALUES (CONTINUED) 

BASIC 
PART 

NUMBER 

(U) (ØW) 
/3/ 

RECESS NUMBER DOUBLE SHEAR
STRENGTH 
LBF MIN 

TENSILE 
STRENGTH
LBF MIN 

/12/ 

FIM VALUE RECESS 
TORQUE 

IN-LBF MIN
/8/ 

FATIGUE LOADING, LBF 
ALLOY STEEL 

AND CRES /18/ 
TITANIUM 

/19/ 
OFFSET 

CRUCIFORM 
DOVETAIL 

SLOT 
Y 

/1/ 
Z 

/2/ 
HIGH 

TENSION 
LOAD 

LOW 
TENSION 

LOAD 

HIGH 
TENSION

LOAD 

LOW 
TENSION

LOAD 

NAS2832 .016 .215 
.205 8 2 4,600 2,520 .005 .0040 42 950 95 840 84 

NAS2833 .016 .248 
.238 10 3 6,100 3,600 .005 .0040 58 1,350 135 1,200 120 

NAS2834 .018 .325 
.315 1/4 4 10,600 6,550 .006 .0030 125 2,460 246 2,180 218 

NAS2835 .021 .357 
.347 5/16 5 16,600 10,400 .007 .0030 250 3,900 390 3,460 346 

NAS2836 .021 .427 
.417 3/8 6 23,900 15,800 .009 .0025 430 5,930 593 5,260 526 

NAS2837 .025 .498 
.488 7/16 7 32,500 21,400 .009 .0025 925 8,030 803 7,130 713 

NAS2838 .025 .568 
.558 1/2 8 42,400 28,800 .010 .0020 1,210 10,800 1,080 9,590 959 

NAS2839 .028 .638 
.628 9/16 9 53,700 36,500 .010 .0020 1,760 13,700 1,370 12,200 1,220 

NAS2840 .028 .708 
.698 5/8 10 66,300 46,000 .010 .0020 2,460 17,300 1,730 15,300 1,530 

 
 
MATERIAL: 
 

ALLOY STEEL - 4140 (UNS G41400) PER MIL-S-5626 AMS6382, 4340 (UNS G43406) PER MIL-S-5000 
AMS6415 OR AMS6484, OR 8740 (UNS G87400) PER MIL-S-6049 AMS6322, AMS6325  
OR AMS6327. 

CRES - A286 (UNS S66286) CONFORMING TO THE CHEMISTRY OF AMS5731, AMS5732, 
AMS5737 OR AMS5853 EXCEPT HEAT TREAT TO 180 KSI MIN. 

TITANIUM ALLOY - 6AL-6V-2SN (UNS R56620) PER AMS4971. 
 

HEAT TREATMENT: 
 

DEVELOP BASIC MATERIAL PROPERTIES AS FOLLOWS, WITH CONTROLS PER AMS2759 FOR ALLOY STEEL 
AND CRES AND AMS-H-81200 OR AMS2801 FOR TITANIUM. 
 
ALLOY STEEL: 180-200 KSI Ftu. 39 - 43HRC. 
CRES: 180-210 KSI Ftu 
TITANIUM ALLOY: 180 KSI Ftu MIN 
 

FINISH: ALLOY STEEL - CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2. BOLTS ARE NOT TO BE 
PICKLED. IMMEDIATELY AFTER PLATING (WITHIN 1 HOUR), BAKE AT  
375 ± 25 °F FOR A MINIMUM OF 23 HOURS. 

CRES - CLEAN AND PASSIVATE PER AMS2700, METHOD 1, CLASS 4. OPTIONAL ALUMINUM COAT 
PER NAS4006 DESIGNATED BY CODE “P”. EXCEPT ON PARTS CODED “N”, INCLUDE A 
HALOGEN FREE CETYL ALCOHOL LUBRICANT ON ALL CRES BOLTS BOTH WITH AND 
WITHOUT THE NAS4006 COATING. APPLY THE LUBRICANT ON “P” CODE BOLTS ONLY 
AFTER THE NAS4006 COATING IS APPLIED. 

TITANIUM ALLOY - NONE. OPTIONAL ALUMINUM COAT PER NAS4006 DESIGNATED BY CODE “P”. EXCEPT ON 
PARTS CODED “N”, INCLUDE A HALOGEN FREE CETYL ALCOHOL LUBRICANT ON ALL 
TITANIUM ALLOY BOLTS BOTH WITH AND WITHOUT THE NAS4006 COATING. APPLY THE 
LUBRICANT ON “P” CODE BOLTS ONLY AFTER THE NAS4006 COATING IS APPLIED. 
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