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1.0 SCOPE:  This standard provides a method for the packaging of items having ferrous metal surfaces using volatile 
             corrosion inhibiter (VCI) materials, which transports its vapor to metal surfaces. 
 

2.0 REFERENCE 
 

2.1 NAS850, General Packaging Standard. 
 

3.0 REQUIREMENTS 
 

3.1 General 
 
3.1.1  Requirements of NAS850 are a part of this standard except as noted herein. 
 
3.1.2  Items shall be free of residual oil, dirt, fingerprints, etc., prior to application of the unit package. 
 
3.1.3  CAUTION: VCI MATERIAL SHALL BE COMPATIBLE WITH ALL MATERIALS THAT CONSTITUTE THE 
ITEM. 
 

3.2 Unit Packaging 
 
3.2.1 The quantity per unit shall be as follows, unless otherwise specified by the procurement document: 

 
One (1) each. 
 

3.2.2 Wrap each item in a sheet of VCI paper or transparent film with the coated surface in contact with 
the item.  Double fold and secure. 
 

3.2.2.1 An envelope fabricated of VCI material may be used in lieu of a wrap. 
 

3.2.3 VCI tablets in a transparent bag may be used in lieu of a wrap or bag. 
 

3.2.4 The closure of the wrap, bag or envelope should provide for the protection intended. 
 

 

 
 

UNIT PACKAGE 
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3.3 Intermediate Packaging 
 

3.3.1 Intermediate packaging shall be in accordance with applicable requirements of NAS850. 
 

3.4 Packing 
 
3.4.1 Exterior packing shall be in accordance with applicable requirements of NAS850. 

 
3.5 Marking 

 
3.5.1 Unit, intermediate, and exterior containers shall be marked in accordance with applicable 

requirements of NAS850. 
 

3.5.2 Unit container special markings shall include the following statement: 
 
CAUTION:  PROTECTED WITH VOLATILE CORROSION INHIBITOR. 

 
 

 
INTERMEDIATE PACKAGE 

 
4.0 QUALITY ASSURANCE 

 
4.1 Packages which do not conform to these requirements are subject to rejection and return 

to supplier at his expense. 
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