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NATIONAL AEROSPACE STANDARD

= AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC.,

1723 DE SALES STREET. N. W.. WASHINGTON. D. C. 20036

1.0 SCOPE:

2.0 REFERENCES

3.0 REQUIREMENTS
3.1 GENERAL

3.1.1

3.2 UNIT PACKAGING

INVESTIGATE THE APPLICABILITY OF

Unit Package

PATENTS TO THE SUBJECT MATTER OF NAS STANDARDS AND IN RESPECT THEREOF
DO NOY ASSUME ANY LIABILITY TO PATENT OWNERS OR TO PROSPECTIVE USERS

AIA AND ITS COMMITTEES WILL NOT

INTERMEDIATE PACKAGING

‘ 3.3

3.4 PACKING

3.3.1

the following:

4.0 QUALITY ASSURANCE

THIS DRAWING SUPERSEDES ALL ANTECEOENT STANDARD ORAWINGS

FOR THE SAME PRODUCT AND SHALL BECOME EFFECTIVE NO LATER
THAN SIX MONTHS FROM THME LAST DATE OF APPROVAL SHOWN HEREON

This standard provides a method for packaging in anti-static, plastic bags.

2.1 General Packaging Standard NAS 850.

Requirements of NAS 850 are a part of this standard except as noted herein.

* 3,2.2

* 3.2.3

* 3.2.4

Intermediate packaging shall be in accordance with applicable requirements of NAS 850.

Exterior packing shall be in accordance with applicable requirements of NAS 850.

Unit, intermediate and exterior container shall be marked in accordance with applicable
requirements of NAS 850.

Unit package shall be marked with an additional statement essentially similar to one of

a) ANTI-STATIC BAG, GROUND BEFORE AND DURING REMOVAL OF ITEM

b) CONTAINS STATIC-SENSITIVE ITEM, GROUND ANTI-STATIC BAG
BEFORE AND DURING REMOVAL OF ITEM

c) CONTENTS SUBJECT TO DAMAGE BY STATIC-ELECTRICITY. DO
NOT OPEN EXCEPT AT APPROVED STATIC-FREE WORK STATION.

The quantity per unit package shall be as follows unless otherwise
specified by the procurement document:

One (1) each

Package each item(s) in a plastic bag. The bag shall be fabricated
of non-corrosive, anti-static plastic film, including laminates,
etc., having sufficient conductivity on all surfaces to permit con-
trolled bleed-off without production of a spark. The bag material
shall have a maximum surface resistivity of 2 x 10° ohms, when tested
in accordance with ASTM D257-66 and a maximum bleed-off of 2 seconds
for 5,000 volts of static electricity, when tested in accordance with
Method 4046 of Federal Test Method Standard 101.

Cughioning or wrapping within the bag, if used, shall have the same
anti-static properties as indicated in Paragraph 3.2.2.

Accomplish unit closure by heat sealing, maintaining minimum air
volume, allowing sufficient material to accommodate at least one
additional reseal.

SPECIFICATION

NONE

4.1 Packages which do not conform to these requirements are subject to rejection and return to the
supplier at his expense.
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