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L ± .06

THRU 2 DRAIN HOLES

(1.125) (T) (1.125)

.22

.19

.75.22

.19

.75

/2/

DRILL Ø1/8 (Ø.125)

RIVETS, 4 REQD
DRILL Ø.128

ROD END A ROD END B

TUBE

 
 
 

TABLE I – DIMENSIONS 
FIRST 
DASH 
NO. 

TUBE ROD-ENDS RIVETS 
SIZE 
(REF) 

(T) DASH NO. THREAD 
(REF) 

A B 

60 .375 X .035 L-2.25 NAS357-60-(L-2.25) .2500-28 UNF-3A AN490HT6P AN490HT6P MS20470AD4-10 
80 .500 X .035 L-2.25 NAS357-80-(L-2.25) .2500-28 UNF-3A AN490HT8P AN490HT8P MS20470AD4-12 

 
 

EXAMPLE OF PART NUMBER: 
 

NAS355-60-880 
 
LENGTH IN INCHES AND HUNDREDTHS OF AN INCH IN INCREMENT OF TENTHS 

OF AN INCH (8.80) 

TUBE, ROD-ENDS AND RIVETS AS SPECIFIED IN TABLE I 

BASIC PART NUMBER 
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NOTES: 

 
(1) SUPERSEDES DRAWINGS NAS114 AND NAS119. 
 
/2/ DRAIN HOLES SHALL BE DRILLED THROUGH TUBE IN THE SAME PLANE AS ONE OF THE ATTACHING 

RIVETS. TOUCH UP BARED SURFACES OF HOLES WITH TT-P-1757 or MIL-P-85582 PRIMER. 
 
(3) ASSEMBLE WITH WET TT-P-1757 OR MIL-P-85582 PRIMER. 
 
(4) ALL PARTS MANUFACTURED AFTER 9 OCTOBER 1991 SHALL BE MARKED PER MIL-STD-130. UNMARKED 

PARTS MAY BE DELIVERED UNTIL 9 OCTOBER 1992. 
 
(5) DIMENSIONS IN INCHES.  
 
(6) TOLERANCES UNLESS OTHERWISE SPECIFIED: DECIMALS ±.01. 
 
(7) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(8) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
 
(9) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON 

DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL 
DEPLETION. 

 
(10) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
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