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TABLE I – DIMENSIONS 

DASH 
NO. 

OUTSIDE 
DIAMETER 

WALL 
THICKNESS 

REAM OR EXPANDED SECTION 

INSIDE  
DIAMETER 

+.000 
−.003 

A 
MIN 

60 .375 .035 .310 1.00 

80 .500 .035 .435 1.00 

 
 

MATERIAL: 
 

ALUMINUM ALLOY TUBING 2024-T3 (UNS A92024) PER WW-T-700/3 AMS-WW-T-700/3, TEMPER T3, TYPE I. 
 
 
FINISH: 

 
CHEMICAL TREAT INTERIOR AND EXTERIOR SURFACES OF TUBE PER MIL-DTL-5541 (TYPE AND CLASS SHALL 

BE AT THE DISCRETION OF THE SUPPLIER, UNLESS OTHERWISE STIPULATED BY THE PROCURING 
AUTHORITY) AND APPLY TWO COATS OF TT-P-1757 ALKYD BASE PRIMER (TYPE, CLASS, AND COLOR 
ARE AT THE DISCRETION OF THE SUPPLIER, UNLESS OTHERWISE SPECIFIED BY THE PROCURING 
AUTHORITY) TO ALL SURFACES OF TUBE. 

 
 
EXAMPLE OF PART NUMBER: 

 
NAS357-60-650 

LENGTH (T) IN INCHES AND HUNDREDTHS OF AN INCH (6.50) 

TUBE AS SPECIFIED IN TABLE 

BASIC PART NUMBER 
 

T ± .03
INSIDE

DIAMETER

OUTSIDE

DIAMETER

A REAM OR EXPANDED
DEPTH

A REAM OR EXPANDED
DEPTH

WALL THICKNESS

6 

6 

6 
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NOTES: 
 

(1) TOLERANCES UNLESS OTHERWISE SPECIFIED: DECIMALS ± .010. 
 
(2) DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED. 
 
(3) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(4) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
 
(5) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON 

DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL 
DEPLETION. 

 

(6) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
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