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MAX GRIP + (L)

IDENTIFY WITH "171" (CODE
"L" IN PART NUMBER) OR
"5171" (CODE "DL" IN PART
NUMBER), MANUFACTURER'S
IDENTIFICATION, AND
LUBRICANT CODE WHEN
APPLICABLE. /9/ /10/

ØV

ØD

R RAD
G /a/ C

VISUAL MECHANICAL
LOCK /7/ /8/

RECESS (OPTIONAL)
IN HEAD OF SCREW

CRIMP (OPTIONAL)

SCREW
SLEEVE

NUT

(P)

(T)

GRIP K

ØJ

HEAD
MAY BE
ROUND

ØB

100° ± 1°
INCLUDED

(ØA)

M

(H)

ØB(ØA)

(E) MAX

TYPICAL INSTALLATION

CODE "L" IN PART NUMBER CODE "DL" IN PART NUMBER

(N)

DRIVE NUT

 
 
 

TABLE I – DIMENSIONS 
FIRST 
DASH 
NO. 

(DIA) 

NOM 
DIA 

(REF) 

(ØA) 
MAX 
/12/ 

ØB 
MIN 

C 
MAX 

ØD (E) 
MAX 
/12/ 

(H) 
MAX 
/12/ 

ØJ 
MAX

K 
MAX

(L) (N) (P) R 
RAD

M 
GAGE 
PROT 

ØV 
GAGE 

DOUBLE 
SHEAR 

STRENGTH
LBF MIN 

TENSILE 
STRENGTH
LBF MIN 

/13/ “L” “DL”

08 .164 .334 .296 .315 
.180 

.016 .066 .244 .300 .385 .375 .191 .625
.030 .0276 .2671 

3,150 900 
.178 .010 .0238 .2667 

3 .200 .387 .342 .350 
.215 

.019 .073 .300 .333 .431 .375 .266 .610
.030 .0299 .3147 

4,600 1,400 
.213 .015 .0259 .3143 

4 .260 .510 .463 .385 
.276 

.019 .100 .384 .366 .477 .375 .248 .706
.030 .0353 .4245 

7,900 2,100 
.274 .015 .0307 .4241 

5 .312 .638 .577 .470 
.327 

.025 .132 .427 .477 .595 .500 .282 .938
.040 .0409 .5389 

11,350 3,600 
.325 .020 .0357 .5385 

6 .375 .766 .696 .555 
.390 

.029 .160 .516 .527 .704 .500 .256 1.013
.040 .0466 .6532 

16,450 5,600 
.388 .020 .0407 .6528 
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1   COMPLETELY REVISED 

 
MATERIAL: 

 
NUT AND SCREW: 6Al-4V TITANIUM (UNS R56400) PER AMS4928 OR AMS4967. 
SLEEVE: CRES, 304 (UNS S30400) OR A286 (UNS S66286). 
DRIVE NUT: MILD OR ALLOY STEEL. 

 
 
FINISH: 

 
DRIVE NUT: CORROSION RESISTANT COATING, COLOR GREY. 
NUT AND SCREW: AT FASTENER MANUFACTURER'S OPTION, DRY FILM LUBRICATED NUTS AND 

SCREWS MAY RECEIVE AN AMS2486 OR ANN-RO #1012 CONVERSION COATING PRIOR TO 
APPLICATION OF DRY FILM LUBRICATION. 

SLEEVE: PASSIVATE. SEE PROCUREMENT SPECIFICATION. 
 
 

CODE: 
 

FIRST DASH NUMBER DESIGNATES FASTENER DIAMETERS AS SHOWN IN TABLE I. 
SECOND DASH NUMBER DESIGNATES FASTENER GRIP RANGE AS SHOWN IN TABLE II. 
ADD “L” BETWEEN FIRST AND SECOND DASH NUMBERS TO DESIGNATE FASTENER WITHOUT DRIVE 

NUT. 
ADD “DL” BETWEEN FIRST AND SECOND DASH NUMBERS TO DESIGNATE FASTENER WITH DRIVE NUT. 
ADD “B” AFTER THE SECOND DASH NUMBER TO DESIGNATE THAT INORGANIC, GRAPHITE FREE, MoS2 

BASED DRY FILM LUBRICANT MAY BE APPLIED TO ANY OR ALL COMPONENTS AT FASTENER 
MANUFACTURER'S OPTION. OTHER LUBRICANTS PROHIBITED. SEE /9/ AND /11/. 

ADD “U” AFTER THE SECOND DASH NUMBER TO DESIGNATE DRY FILM LUBE TO THE REQUIREMENTS 
OF MIL-PRF-46010 TYPE I OR TYPE III OR AS5272, TYPE I MAY BE APPLIED TO ANY OR ALL 
COMPONENTS AT FASTENER MANUFACTURER'S OPTION. OTHER LUBRICANTS PROHIBITED. 
SEE /10/ AND /11/. 

NO CODE AFTER THE SECOND DASH NUMBER INDICATES LUBRICANTS PER NAS1675 AS REQUIRED TO 
MEET PERFORMANCE REQUIREMENTS. 

 
 

EXAMPLES OF PART NUMBER: 
 

NAS5171-3DL4  = 6Al-4V TITANIUM BLIND FASTENER (.016 OVERSIZE) WITH DRIVE NUT, FLUSH 
HEAD WITH A MAXIMUM SHANK DIAMETER OF .215 INCHES, GRIP RANGE OF .220 
TO .281, AND LUBRICANTS PER NAS1675 AS REQUIRED TO MEET PERFORMANCE 
REQUIREMENTS. 

NAS5171-3L5B  = 6Al-4V TITANIUM BLIND FASTENER (.016 OVERSIZE) WITHOUT DRIVE NUT, FLUSH 
HEAD WITH A MAXIMUM SHANK DIAMETER OF .215 INCHES, GRIP RANGE OF .282 
TO .344, AND (OPTIONAL) INORGANIC, GRAPHITE-FREE MoS2 BASED DRY FILM 
LUBRICANT. 

NAS5171-4DL5U  = 6Al-4V TITANIUM BLIND FASTENER (.016 OVERSIZE) WITH DRIVE NUT, FLUSH 
HEAD WITH A MAXIMUM SHANK DIAMETER OF .276 INCHES, GRIP RANGE OF .282 
TO .344, AND (OPTIONAL) MIL-PRF-46010 TYPE I OR TYPE III OR AS5272, TYPE I 
DRY FILM LUBRICANT. 

 
 

NOTES: 
 

(1) “G” IS THE MEAN DIMENSION TO THE CYLINDRICAL CONE INTERSECTION. THIS INTERSECTION 
LOCATION MAY VARY AROUND THE PERIPHERY DUE TO ECCENTRICITY. 

 
(2) REMOVE ALL BURRS AND SHARP EDGES. 
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