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J

100° ± 1°

(H)

LENGTH

(U)

ØD

R RAD

P  /14/

M  /13/

THREAD  /9/

(ØW)

SIX LOBE RECESS
PER NAS1800

IDENTIFY PER NAS1347, TYPE IV
WHEN SELF-LOCKING ELEMENT IS
SPECIFIED, HEAD MARKING OF A
MINIMUM OF SIX (6) DOTS, RAISED
OR DEPRESSED IS REQUIRED.

(E)

ØB
(ØA)

RADIUSED EDGE OPTIONAL

ENLARGED VIEW OF HEAD

/15/

"J" TYPE
(PATCH)

END SHALL BE FLAT AND
CHAMFERED. CHAMFER PLUS
INCOMPLETE THREAD NOT TO
EXCEED TWO THREAD PITCHES.

 
 

 
TABLE  I – DIMENSIONS 

DIA 
DASH 
NO. 

THREAD 
/9/ 

RECESS 
SIZE 

(ØA) 
/17/ 

ØB 
MIN 

ØD 
MAX 

(E) 
/17/ 

(H) 
 /17/ 

R 
RAD 

(U) (ØW) 

04 .1120-40 UNJC-3A T10 
.225 
.213 .177 .112 

.015 

.005 .045 
.015 
.005 .013 .111 

06 .1380-32 UNJC-3A T10 
.279 
.267 .231 .138 

.015 

.005 .057 
.020 
.010 .016 .111 

08 .1640-32 UNJC-3A T20 
.332 
.319 .270 .164 

.020 

.010 .068 
.020 
.010 .016 .155 

3 .1900-32 UNJF-3A T20 
.385 
.371 .322 .190 

.020 

.010 .080 
.020 
.010 .016 .155 

4 .2500-28 UNJF-3A T30 
.507 
.491 .442 .250 

.020 

.010 .106 
.020 
.010 .018 .221 

5 .3125-24 UNJF-3A T30 
.635 
.617 .568 .312 

.020 

.010 .133 
.020 
.010 .021 .221 

6 .3750-24 UNJF-3A T40 
.762 
.742 .694 .375 

.020 

.010 .160 
.020 
.010 .021 .266 
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1   COMPLETELY REVISED 

 
MATERIAL: 
 

CRES – A286 (UNS S66286) CONFORMING TO THE CHEMISTRY OF AMS5731, AMS5732, AMS5737 OR 
AMS5853. 

TITANIUM ALLOY – 6Al-4V (UNS R56400) PER AMS4928 OR AMS4967. 
LOCKING ELEMENT – POLYETHYLENE TEREPHTHALATE (POLYESTER) PER AMS3612 OR POLYAMIDE-

IMIDE PER AMS3670, COLOR OPTIONAL, 400 DEG MAX, LOCKING TORQUE APPLICABLE FOR 
5 TORQUE CYCLES. 

 
 
HEAT TREAT: 
 

DEVELOP BASIC MATERIAL PROPERTIES AS FOLLOWS, WITH CONTROLS PER AMS2759 FOR CRES 
AND AMS-H-81200 OR AMS2801 FOR TITANIUM. 

CRES – 160-190 KSI FTU. PRECIPITATION HARDENING PER AMS5853 OR AMS2759. /12/  
TITANIUM – 160 KSI FTU MIN PER AMS-H-81200 OR AMS2801. 

 
 
FINISH: 
 

CRES – PASSIVATE IN ACCORDANCE WITH AMS2700, METHOD 1, TYPE 2 OR TYPE 8, CLASS 1 OR 
CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2.  

TITANIUM ALLOY – NONE OR OPTIONAL ALUMINUM PIGMENTED COATING PER NAS4006 WITH 
CETYL ALCOHOL LUBRICANT PER MIL-L-87132 AS87132, TYPE III, GRADE B. 

 
 

CODE: 
 

BASIC PART NUMBER = SCREW, 100 DEG FLUSH HEAD, FULL THREAD, NAS1800 SIX LOBE RECESS. 
MATERIAL CODE AFTER BASIC PART NUMBER: 
 ADD “E” FOR CRES 
 ADD “V” FOR TITANIUM 
DIAMETER DASH NUMBER DESIGNATES DIAMETER AND THREAD. 
FINISH CODE AFTER DIAMETER DASH NUMBER: 
 ADD “–” FOR PASSIVATION (CRES ONLY) 
 ADD “–” FOR BARE TITANIUM 
 ADD “A” FOR ALUMINUM PIGMENTED COATING (TITANIUM ONLY) 
 ADD “P” FOR CADMIUM PLATE (CRES ONLY) 
LENGTH DASH NUMBER DESIGNATES LENGTH IN .0625 INCREMENTS AS TABULATED. INTERMEDIATE OR 

LONGER LENGTHS MAY BE SPECIFIED BY USE OF WHOLE DASH NUMBERS ONLY. USE OF .25 
INCH INCREMENTS IS RECOMMENDED FOR SCREWS OVER 3 INCHES LONG. 

TYPE CODE AFTER LENGTH DASH NUMBER: 
 NO CODE = NONLOCKING THREAD 

ADD “J” FOR POLYETHYLENE TEREPHTHALATE (POLYESTER) OR POLYAMIDE-IMIDE LOCKING   
ELEMENT. AVAILABLE IN PATCH FORM ONLY. 

 
 
EXAMPLES OF PART NUMBER: 
 

NAS5312E3-10 = SCREW, .1900-32 THREAD, PASSIVATED CRES, .625 LENGTH, NON-LOCKING.   
NAS5312V5A14 = SCREW, .3125-24 THREAD, ALUMINUM PIGMENTED COATED TITANIUM, .875 LENGTH, 

NON-LOCKING. 
NAS5312V5-14 = SCREW, .3125-24 THREAD, TITANIUM ALLOY, .875 LENGTH, NON-LOCKING. 
NAS5312E08P10 = SCREW, .1640-32 THREAD, CADMIUM PLATED CRES, .625 LENGTH, NON-LOCKING. 
NAS5312E3P10J = SCREW, .1900-32 THREAD, CADMIUM PLATED CRES, .625 LENGTH, SELF-LOCKING. 
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