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FIGURE 1 — BOLT CONFIGURATION
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FIGURE 2 — RECESS CONFIGURATION

TABLE IT — RECESS DIMENSIONS
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REVISION DATE.

FORM 12-02

MATERIAL CODE AFTER BASIC NUMBER:

ADD “E” FOR CRES.
DIAMETER DASH NUMBER DESIGNATES DIAMETER AND THREAD PER TABLE I.
FINISH CODE AFTER DIAMETER DASH NUMBER:

ADD "-" FOR PASSIVATION.

ADD "P” FOR CADMIUM PLATING.
GRIP DASH NUMBER DESIGNATES GRIP IN .0625 INCREMENTS PER TABLE III.
TYPE CODE AFTER GRIP DASH NUMBER:

NO CODE = UNDRILLED

MIN DOUBLE 3
DIA | TOLERANCES | TENSILE SHEAR | RECESS GAGING TOS&UE F;/lAEI%EE
DASH STRENGTH, | STRENGTH | PENETRATION (@W)
LBF-IN | MAX
NO. | Y Z LBF BFMIN [ | e py
/1/ /2] /14/ /13/
3 | .005 | .0040 3,600 6,100 | .055 | .044 75 | .005 | .155
4 | .006 | .0030 6,500 10,600 | .065 | .054 175 | .005 | .221
5 | .007 | .0030 | 10,400 16,600 | .075 | .064 300 | .005 | .221
6 |.009 | .0025 | 15,800 23,900 | .080 | .069 500 | .006 | .266
8 |.010 | .0020 | 28,700 42,400 | .117 | .103 | 1500 | .008 | .446
i 10 | .010 | .0020 | 46,000 66,300 | .147 | .133 | 3000 | .010 | .529
= MATERIAL: CRES — A286 (UNS S66286) CONFORMING TO THE CHEMISTRY OF AMS5731, AMS5732,
x & AMS5737 OR AMS5853.
Ly
=5 HEAT TREATMENT:  DEVELOP BASIC MATERIAL PROPERTIES AS FOLLOWS, WITH CONTROLS PER AMS-H-6875-OR
+ AMS2759.
[l
22 CRES — 180 - 210 KSI Ftu, 108 KSI Fsu AT ROOM TEMPERATURE. PRECIPITATION
i HARDENING PER AMS5853 OR AMS2759.
5
z2 FINISH: CRES — PASSIVATE IN ACCORDANCE WITH AMS2700, METHOD 1, CLASS 4 OR CADMIUM
gE PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2.
=
24 CODE: BASIC PART NUMBER = BOLT, 100 DEGREE FLUSH HEAD, SIX LOBE RECESS.
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ADD “D"” FOR DRILLED THREAD. REVISION
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