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CONNECTOR ASSEMBLY (REF) INACTIVE
FOR NEW DESIGN
TABLE I — DIMENSIONS @
DASH | TUBE oA ?B C D WEIGHT
NO. 0.D. +.010 WIDTH | +.010 LBS
+.010 | -.000 MAX
4E .2500 .198 .384 .337 .115 .005
5E 3125 .258 444 | +.000 347 .125 .006
6E .3750 .305 .505 | -.002 .275 .058 .007
8E .5000 430 .684 .275 .048 .013
10E .6250 .547 .793 .502 .184 .025
12E .7500 722 .968 .522 .204 .035
16E 1.0000 930 | 1.195 .484 .130 .043
20E 1.2500 | 1.203 | 1.469 .484 .130 .050
24E 1.5000 | 1.460 | 1.738 | +.000 .484 .130 .065
28E 1.7500 | 1.717 | 2.028 | -.005 .603 .249 .115 o
32E 2.0000 | 1.967 | 2.278 .603 .249 .135 S
40E 2.5000 | 2.459 | 2.778 .603 .249 .164 3
48E 3.0000 | 2.952 | 3.278 .603 .249 213 =
64E 4.0000 | 3.937 | 4.278 .603 .249 .300 =
i
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CRES, SEE PROCUREMENT SPECIFICATION NAS597. 2
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FINISH:
SEE PROCUREMENT SPECIFICATION NAS597.
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USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS. AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS.

Full document details: AIA NAS595 2019
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AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD.
ARLINGTON, VA 22209

®)
9

(10)

(11)

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 19-01

REMOVE ALL BURRS AND SHARP EDGES.
DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED.
TOLERANCES UNLESS OTHERWISE SPECIFIED: ANGLES + 0°30'.

SURFACE MAKING CONTACT WITH TUBING FLARE SHALL BE FREE FROM BURRS, LONGITUDINAL FLATS,
LONGITUDINAL AND SPIRAL TOOL MARKS;EXCEPTTHAT-ANNUEARTOOL-MARKS-WILEBE-ALLOWED-IF
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SURFACE ROUGHNESS: MACHINED SURFACE EXCEPT FLARE CONTACT AREA OF RING, 125 MICROINCHES
Ra PER ASME B46.1. SURFACE ROUGHNESS SYMBOLS SHALL BE IN ACCORDANCE WITH ASME Y14.36M.

NAS595-( ) INACTIVE FOR NEW DESIGN. FOR DESCRIPTION OF STATUS NOTES, SEE NAS380.

ENGINEERING INFORMATION:

(A) TO BE USED WITH TUBING FLARE THICKNESSES OF .010 TO .065 INCHES EXCEPT “-64" WHICH
IS .010 TO .080 INCHES.

(B) DO NOT USE AT TEMPERATURE IN EXCESS OF 700 °F.

THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF
THE APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS
DEPLETED.

UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT
ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
DEPLETION.

DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982,

TABLE IT — DIMENSIONS INACTIVE FOR NEW DESIGN

ASH TUBE apP @s T WT,
0.D. +.005 +.010 | WIDTH S

/6/ -.000 +.010 MAX
4 1/4 .384 .180 275 |  .006

5 5146 444 242 775 .007

6 3/8 .503 .305 .275 .008

8 1/2 | \684 4307 | 275 .010

10 5/8 TR | 546 .484 .029
12 3/4 940 X  .656 .484 .038
16 1 1.190 | 7N\930 484 .060
20 11/4 | 1469 1.20 | .484 .061
24 11/2 1.733 1.460 484 .063
28 134 2.025 1.717 603 .110
32 7 2.273 1.967 603N  .130
40 21/2 2.773 2.459 .603 .160
48~ 3 3.273 2.952 .603 0
64 4 4.273 3.937 .603 .300
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