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ØA ØD
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TABLE I - DIMENSIONS 
THREAD 

SIZE 
(REF) 

SIZE 
CODE 

/a/ 

T 
THICKNESS 

ØA 
+.010 
–.000 

ØD 
+.015 
–.005 

NO.0 (.0600) 0 .016 .063 .099 

NO.2 (.0860) 2 .016 .089 .149 

NO.3 (.0990) 3L .016 .102 .180 

NO.3 (.0990) 3 .032 .102 .180 

NO.4 (.1120) 4L .016 .115 .209 

NO.4 (.1120) 4 .032 .115 .209 

NO.5 (.1250) 5L .016 .128 .238 

NO.5 (.1250) 5 .032 .128 .238 

NO.6 (.1380) 6L .016 .143 .267 

NO.6 (.1380) 6 .032 .143 .267 

NO.8 (.1640) 8L .016 .169 .304 

NO.8 (.1640) 8 .032 .169 .304 

NO.10 (.1900) 10L .032 .195 .354 

NO.10 (.1900) 10 .063 .195 .354 

1/4 (.2500) 416L .032 .255 .468 

1/4 (.2500) 416 .063 .255 .468 
/a/ “L” CODING IN TABLE IDENTIFIES THE LIGHT SERIES 

OF WASHERS.
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MATERIAL: 
 

LOW CARBON STEEL SHEET OR STRIP IN ACCORDANCE WITH QQ-S-698, COLD ROLLED COMMERCIAL 
QUALITY, NO. 1 FULL HARD TEMPER OR NO. 2 HALF-HARD TEMPER, NO. 3 FINISH. 
 
5052 ALUMINUM ALLOY SHEET IN ACCORDANCE WITH AMS-QQ-A-250/8 (UNS A95052), TEMPER H32 OR 
TEMPER H34. 
 
COMMERCIAL BRASS SHEET OR STRIP IN ACCORDANCE WITH ASTM B36/B36M OR ASTM B121/B121M,  
HALF-HARD TEMPER. 
 
CORROSION-RESISTANT STEEL SHEET OR STRIP IN ACCORDANCE WITH ASTM A240/A240M, ANY OF  
THE 300 SERIES, CONDITION A, FINISH 2D OR 2B (FOR SHEET), FINISH 2 (FOR STRIP). 
 
WEAR/GALLING RESISTANT CRES BAR PER AMS5848 OR ASTM A276 (UNS S21800) OR WEAR/GALLING 
RESISTANT CRES SHEET PER ASTM A240/A240M (UNS S21800). 
 

FINISH: 
 

LOW CARBON STEEL – CADMINUM PLATE IN ACCORDANCE WITH AMS-QQ-P-416, TYPE II, CLASS 2. 
 
ALUMINUM ALLOY – NONE. 
 
BRASS – CADMIUM PLATE IN ACCORDANCE WITH AMS-QQ-P-416, TYPE II, CLASS 2. CADMIUM PLATED BRASS 

WASHERS ARE TO BE DYED A LIGHT BLUE COLOR WHICH WILL NOT RUB OFF OR BE SMEARED BY 
CONTACT INCIDENTAL TO HANDLING AND SERVICE, AND SHALL NOT BE INJURIOUS TO THE 
MATERIAL. 

 
CRESS – PASSIVATE IN ACCORDANCE WITH AMS2700, METHOD 1, TYPE 6 OR TYPE 7, CLASS 1.  

– BLACK OXIDE COAT PER MIL-DTL-13924. 
 
WEAR/GALLING RESISTANT CRES – PASSIVATE IN ACCORDANCE WITH AMS2700, METHOD 1, TYPE 6 OR  

TYPE 7, CLASS 1. 
 
CODE: 
 

MATERIAL 
 

“-” INDICATES LOW CARBON STEEL. 
“A” INDICATES ALUMINUM ALLOY. 
“B” INDICATES BRASS. 
“C” INDICATES CORROSION RESISTANT STEEL. 
“N” INDICATES WEAR/GALLING RESISTANT CRES. 

 
FINISH 
 

“P” INDICATES BLACK OXIDE COATED FOR CORROSION RESISTANT STEEL ONLY. 
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