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SPECIFIED BY PART NUMBER. OPTIONAL HEAD DESIGN
HOLES MUST BE FREE FROM
BURRS AND SHARP EDGES.
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CODE:
DASH NUMBER DESIGNATES GRIP AND LENGTH. SEE TABLE II.
NO-LEFFER BEFORE-DASH-NUMBERINDICATES4AL-4MN-MATERTAL: /8/
o ADD "V" BEFORE DASH NUMBER TO INDICATE 6AL-4V MATERIAL.
=] ADD "D" AFTER DASH NUMBER TO INDICATE DRILLED SHANK. /12/
g ADD "H" AFTER DASH NUMBER TO INDICATE DRILLED HEAD.
2
% EXAMPLE OF PART NUMBER:
8 NASM———Z%%—DIA—BQ_ O |=|, 625 GIHI/ “I: II“ ”IEI:I”I:
g NAS654V10 = .2500 DIA BOLT, .625 GRIP, 6AL-4V MATERIAL
% o NAS654V10D = .2500 DIA BOLT, .625 GRIP, DRILLED SHANK, 6AL-4V MATERIAL
23<|  NOTES:
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g% 'g /1] CONCENTRICITY: “@C” AND “@D"” WITHIN “X" VALUES FIM
E S ;E( “@D” AND THREAD PITCH DIAMETER WITHIN “Y” VALUES FIM.
/2] SHANK STRAIGHTNESS: WITHIN "Z" VALUES INCH/INCH FIM.
3 REMOVE ALL BURRS AND SHARP EDGES.
14/ WASHER FACE DIAMETER: NOT TO EXCEED ACTUAL WIDTH ACROSS FLATS.
(5 ANGLE: UNDER SIDE OF HEAD TO SHANK: 90° tgg.
(6) SURFACE ROUGHNESS: HEAD TO SHANK FILLET, THREAD ROOT, THREAD SIDES, THREAD RUN-OUT: 16
MICROINCHES Ra; SHANK AND BEARING SURFACE OF HEAD: 63 MICROINCHES Ra; ALL OTHER SURFACES:
125 MICHROINCHES Ra PER ASME B46.1.
o (7) GRIP LENGTH: FROM UNDER SIDE OF HEAD TO END OF FULL CYLINDRICAL PORTION OF SHANK.
o5
=
oE /8
52
2a
B E 19/
s8
2 x
on
2z
3F
< g (10)  DIMENSIONS IN INCHES.
ol
8 % /11/ DASH NUMBER INDICATES GRIP LENGTH IN .062 INCREMENTS. INTERMEDIATE OR LONGER LENGTH MAY
EE BE SPECIFIED BY USE OF WHOLE DASH NUMBER ONLY.
=
U%; /12/ IF REQUIRED, TENSILE TESTING OF BOLTS REQUIRING CROSS-DRILLED THREADS SHALL BE PERFORMED
58 PRIOR TO DRILLING. WHEN BOLTS HAVE BEEN DRILLED, STRENGTH MAY BE VERIFIED BY SHEAR TESTING,
2 % IN LIEU OF TENSILE TESTING, IN ACCORDANCE WITH NASM1312. USERS SHOULD BE AWARE THAT
%% FASTENERS WITH CROSS-DRILLED THREADS MAY EXHIBIT A REDUCTION IN TENSILE STRENGTH.
oot
% [_)‘ é (13) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.
xC8
'u?_:) é é /14/ THREADS IN ACCORDANCE WITH AS8879 AND PROCUREMENT SPECIFICATION; MAX MAJOR DIA SHALL BE
.001 BELOW MIN SHANK DIA.
1969
(15) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. REVIS(‘)ION
3 1
S COMPLETELY REVISED
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