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PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 12-01

LUBRICATION:

EXAMPLES OF PART NUMBERS:

PASSIVATE PER AMS2700, METHOD 1, CLASS 4.
CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2.
NICKEL-CADMIUM PLATING PER AMS2416.

CETYL ALCOHOL PER PROCUREMENT SPECIFICATION.

DASH NUMBER DESIGNATES NOMINAL GRIP IN .0625 INCREMENTS.

ADD “C" AFTER BASIC NUMBER FOR TYPE II CADMIUM PLATING.

ADD “N" AFTER BASIC NUMBER FOR NICKEL-CADMIUM PLATING.

ADD “H"” AFTER BASIC NUMBER WHEN SEALANT ESCAPE GROOVE IS REQUIRED.

NAS7016-08
NAS7016C08

.1900, A286 CRES PIN, PROTRUDING HEAD, PULL TYPE, .500 GRIP.

@.1900, A286 CRES PIN, PROTRUDING HEAD, PULL TYPE, .500 GRIP, TYPE II
CADMIUM PLATE.

@.1900, A286 CRES PIN, PROTRUDING HEAD, PULL TYPE, .500 GRIP, NICKEL-
CADMIUM PLATE.

NAS7016H08 = .1900, A286 CRES PIN, PROTRUDING HEAD, SEALANT ESCAPE GROOVE, PULL TYPE,
.500 GRIP.

@.1900, A286 CRES PIN, PROTRUDING HEAD, SEALANT ESCAPE GROOVE, PULL TYPE,
.500 GRIP, TYPE II CADMIUM PLATE.

@.1900, A286 CRES PIN, PROTRUDING HEAD, SEALANT ESCAPE GROOVE, PULL TYPE,
.500 GRIP, NICKEL-CADMIUM PLATE.

NAS7016N08

NAS7016HCO8

NAS7016HNO8

DIMENSIONS IN INCHES AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF LUBRICATION
UNLESS OTHERWISE SPECIFIED. PARTS WITH NICKEL-CADMIUM MAY HAVE DIMENSIONS INCREASED BY
.0005.

FOR RECOMMENDED HOLE SIZES, SEE NAS618.

FOR COLLAR SELECTION, MINIMUM TENSILE STRENGTH, AND INSPECTION GAGE, SEE NAS1080.

SLIGHT HOOK PERMITTED WHERE TAPER OF LOCKING GROOVES MEETS TAPER OF ORIGINAL BLANK.
AT THE INTERSECTION OF THE HEAD TO SHANK, THE SHANK DIA MAY BE .002 LARGER THAN MAX “@D”
FOR DISTANCE "S"” AS MEASURED FROM THE TANGENCY OF THE “R” RADIUS. THE SHANK DIA
IMMEDIATELY BEFORE THE END OF GRIP “G” MAY BE .001 SMALLER THAN MIN “@D"” FOR DISTANCE “S”.
TWO LOCKING GROOVES PERMITTED FOR .1250, .1560 AND .1900 SIZES (MANUFACTURER'S OPTION).

THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

REVISION

“OocHN et

__l_

Provided by IHS under license w

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY =

Copyright Aerospace Industries REEEFIFEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS AIA ng&% éiP" 55 NTA:%%?%%&IM RESPECTING (1) THE SUITABILITY OF

No reproduction of networking p AN, RARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICAETI T,

RS RIGH

Full document detalls AIA NAS7014-7022 2016

"2}

] Hub


http://www.avadocuments.com/doc/aia-nas7014-7022-2016
http://www.avadocuments.com/doc/aia-nas7014-7022-2016

