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MATERIAL:

TITANIUM ALLOY - 6AL-4V (UNS R56400) PER AMS4928 OR AMS4967.
LOCKING ELEMENT - PLASTIC PER MIL-DTL-18240 AND QPL-18240.

HEAT TREATMENT:
@ 160 KSI Ftu MIN PER AMS-H-81200 OR AMS2801.
FINISH:

UNCOATED BOLTS - NONE.
COATED BOLTS - ALUMINUM COATING PER NAS4006.

CODE:

DASH NUMBER INDICATES GRIP IN .0625 INCREMENTS. SEE TABLE Il FOR TABULATION OF GRIP AND
LENGTH DIMENSIONS.

ADD “A” AFTER BASIC NUMBER FOR ALUMINUM COATED BOLTS. MAY BE USED WITH “D”, “L”

OR “P” CODES.

ADD “D” AFTER BASIC NUMBER FOR BOLTS WITH DRILLED SHANK. DO NOT USE WITH “L”

OR “P” CODE. /12/

ADD “L” AFTER BASIC NUMBER FOR SELF-LOCKING BOLTS, ANY APPROVED OPTIONAL CONFIGURATION
(INCLUDING PATCH TYPE — NO METAL REMOVED).

ADD “P” AFTER BASIC NUMBER FOR SELF-LOCKING BOLTS, PATCH TYPE (NO METAL REMOVED).

ADD “U” AFTER BASIC NUMBER FOR UNCOATED BOLTS.

WHEN MULTIPLE LETTER CODES ARE USED, SEQUENCE MUST BE IN ALPHABETICAL ORDER.

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.
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