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 3 

 
 
 
 

~

ØA
/1/

/7/

(S)
RAD

P RAD

/3/

/8/ LOCKING ELEMENT
WHEN SPECIFIED BY
PART NUMBER

R.005 MIN

R RAD

RIBBED CRUCIFORM
RECESS PER NAS7100

H LENGTH

/2/
U

/5/ J
F /4/

ØD

POINT SHALL BE FLAT AND CHAMFERED.
SEE PROCUREMENT SPECIFICATION FOR DETAILS.  

 
 
 
 
 

TABLE I – DIMENSIONS 
BASIC 

NUMBER 
/12/ 

NOM 
THREAD 

/8/ 

ØA 
/1/ 

ØD 
MAX 

F 
/4/ 

H J 
/5/ 

R 
RAD 

P 
RAD 
MIN 

(S) 
RAD 

RECESS 
PERFORMANCE

MIN /13/ 

U 
 

MAX 

RECESS
SIZE 

MAX MIN MAX MIN MAX MIN 
NAS8200 
NAS8201 
NAS8202 
NAS8203 
NAS8204 
NAS8205 
NAS8206 

.1120-40 

.1380-32 

.1640-32 

.1900-32 

.2500-28 

.3125-24 

.3750-24 

.219 

.270 

.322 

.373 

.492 

.615 

.740 

.205 

.256 

.306 

.357 

.473 

.594 

.716 

.112 

.138 

.164 

.190 

.250 

.312 

.375 

.125 

.156 

.156 

.156 

.178 

.208 

.208 

.080 

.097 

.115 

.133 

.175 

.218 

.261 

.070 

.087 

.105 

.122 

.162 

.203 

.244 

.075 

.094 

.094 

.094 

.107 

.125 

.125 

.010 

.010 

.020 

.020 

.020 

.020 

.025 

.005 

.005 

.010 

.010 

.010 

.010 

.015 

.010 

.015 

.015 

.020 

.035 

.040 

.040 

.173 

.207 

.244 

.284 

.373 

.527 

.652 

– 
– 
35 
50 
125 
– 
– 

.031 

.039 

.039 

.039 

.045 

.052 

.052 

1 
2 
2 
2 
3 
4 
4 

 
 
MATERIAL: 
 

TITANIUM ALLOY - 6AL-4V (UNS R56400) PER AMS4928 OR AMS4967. 
LOCKING ELEMENT - PLASTIC PER MIL-DTL-18240 AND QPL-18240  

(OR SOURCES APPROVED FOR LISTING ON QPL-18240). 
 

HEAT TREATMENT: 
 

160 KSI Ftu MIN PER AMS-H-81200 OR AMS2801. 
 
FINISH: 
 

UNCOATED SCREWS - NONE. 
COATED SCREWS - ALUMINUM COATING PER NAS4006. 
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 3   COMPLETELY REVISED 

 
CODE: 
 

ADD “A” AFTER BASIC NUMBER FOR ALUMINUM COATED SCREWS. MAY BE USED WITH “L” OR “P” CODES. 
ADD “L” AFTER BASIC NUMBER FOR SELF-LOCKING SCREWS, ANY APPROVED OPTIONAL CONFIGURATION 
(INCLUDING PATCH TYPE – NO METAL REMOVED). 
ADD “P” AFTER BASIC NUMBER FOR SELF-LOCKING SCREWS, PATCH TYPE (NO METAL REMOVED). 
ADD “U” AFTER BASIC NUMBER FOR UNCOATED SCREW. 
WHEN MULTIPLE LETTER CODES ARE USED, SEQUENCE SHALL BE IN ALPHABETICAL ORDER. 

 
EXAMPLE OF PART NUMBER: 
 

NAS8203A10 = SCREWS, .1900-32 THREAD, .62 LONG, NONLOCKING, ALUMINUM COATED. 
NAS8203LU10 = SCREWS, .1900-32 THREAD, .62 LONG, SELF-LOCKING (OPTIONAL TYPE), UNCOATED. 
 

NOTES: 
 

/1/ CONCENTRICITY: “ØA” TO THREAD PITCH DIAMETER WITHIN .008 FIM. 
 
/2/ BEARING SURFACE SQUARENESS: WITHIN .003 FIM OF ØD. 
 
/3/ SELF-LOCKING SCREWS SHALL BE USED IN ACCORDANCE WITH NASM15981. PROTRUSION OF LOCKING 

ELEMENT SHALL BE CONTROLLED SO THAT IT WILL PASS FREELY, OR WITH FINGER PRESSURE, THROUGH A 
RING GAGE WITH A DIAMETER OF .010 (+.001, –.000) GREATER THAN MAXIMUM MAJOR DIAMETER OF 
SCREW THREAD. 

 
/4/ “F” MINIMUM (5 THREAD PITCHES) = REGION OF MINIMUM ENGAGEMENT WITH FEMALE THREAD REQUIRED 

TO MEET MIL-DTL-18240 REQUIREMENTS. LOCKING ELEMENT WITHIN “F” REGION MUST DEVELOP 
REQUIRED TORQUE WHEN TESTED PER MIL-DTL-18240. 

 
/5/ FOR EASE OF STARTING, LOCKING ELEMENT SHALL NOT BE EFFECTIVE IN “J” AREA (3 THREAD PITCHES). 
 
/6/ “A”, ALUMINUM COATED AND “U”, UNCOATED CODES NEED NOT APPEAR ON THE HEAD OF THE SCREW. 
 
/7/ HEAD MARKING SHALL BE RAISED OR DEPRESSED (.010 MAX) AND ARRANGED AS FOLLOWS: 

MARK WITH BASIC NUMBER (“NAS” OPTIONAL) EXCEPT MARK .1120-40 SIZE WITH “4”, .1380-32 SIZE WITH 
“6”, .1640-32 SIZE WITH “8”. THESE SIZES ALSO TO BE MARKED WITH “V” FOR TITANIUM. 
MARK WITH MANUFACTURER’S SYMBOL, /6/, LENGTH DASH NUMBER, “L” OR “P” WHEN APPLICABLE AND 
RECESS NUMBER ENCIRCLED. RECESS NUMBER TO BE APPROXIMATELY 25% LARGER THAN OTHER 
NUMBERS. 
“L” IDENTIFIES SCREW WITH OPTIONAL LOCKING ELEMENT. 
“P” IDENTIFIES SCREW WITH PATCH TYPE LOCKING ELEMENT ONLY. 

 
/8/ THREADS IN ACCORDANCE WITH AS8879. UNJC-3A FOR .1640-32 AND SMALLER, AND UNJF-3A FOR .1900-32 

AND LARGER. 
 
(9) DIAMETER OF UNTHREADED PORTION OF SHANK SHALL NOT BE LESS THAN MIN PITCH DIAMETER NOR 

MORE THAN MAX MAJOR DIAMETER OF THREAD. 
 
(10) THREAD LENGTH:  

SCREWS LESS THAN 2 x “ØD” IN LENGTH – COMPLETE THREADS SHALL EXTEND TO WITHIN 2 PITCHES OF 
BEARING SURFACE OF HEAD, AND INCOMPLETE THREADS MAY EXTEND UP TO BEARING SURFACE. 
SCREWS 2 x “ØD” THROUGH 2” IN LENGTH – COMPLETE THREADS SHALL EXTEND TO WITHIN 2 PITCHES OF 
TANGENCY OF “R”, AND INCOMPLETE THREADS MAY EXTEND UP TO “R” FILLET AREA. 
SCREWS LONGER THAN 2” – COMPLETE THREADS SHALL EXTEND 1.75 MIN FROM END OF SCREW, AND 
INCOMPLETE THREADS MAY EXTEND UP TO “R” FILLET AREA. 

 
(11) INCOMPLETE THREADS: SEE PROCUREMENT SPECIFICATION. 
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