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A

SECTION A-A

B

2 FULL THREADS
MINIMUM

.012 ±.002
SEAL

KNURL

 
 
 
 
 

TABLE I – DASH NO & DIMENSIONS 
DASH  
NO 

(THREAD) ØA 
±.030 

B 
±.050 

4 .4375-24 .438 .240 
6 .5625-20 .562 .260 
8 .7188-20 .719 .280 

 
 
 

MATERIAL: ALUMINUM ALLOY 3003-O (UNS A93003) PER AMS-QQ-A-250/2 OR ASTM B209  
  OR 6061 (UNS A96061) PER AMS-QQ-A-200/8.  /8/ 
 
 SEALS: CHLOROPRENE 
 
FINISH: ALUMINUM ALLOY: CHEMICAL FILM PER MIL-DTL-5541, CLASS 1A 

 
 
 
 1   COMPLETELY REVISED 

Copyright Aerospace Industries Association of America Inc. 
Provided by IHS under license with AIA/NAS Licensee= www.sepana.ir/5991803002, User=sam, albert

Not for Resale, 01/04/2016 08:20:24 MSTNo reproduction or networking permitted without license from IHS

-
-
`
,
,
,
,
,
`
`
,
`
,
`
`
,
,
`
`
,
,
,
`
,
`
`
,
`
`
,
`
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: AIA NAS841 2012

http://www.avadocuments.com/doc/aia-nas841-2012
http://www.avadocuments.com/doc/aia-nas841-2012


 

 

NATIONAL AEROSPACE STANDARD 
© COPYRIGHT 2012 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED 

FO
RM

 0
9-

01
 

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY.  AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY 
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS.  AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF 
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS. 

TH
IS

 D
RA

W
IN

G
 S

U
PE

RS
ED

ES
 A

LL
 A

N
TE

CE
D

EN
T 

ST
AN

D
AR

D
 D

RA
W

IN
G

S 
FO

R 
TH

E 
SA

M
E 

PR
O

D
U

CT
 A

N
D

 S
H

AL
L 

BE
CO

M
E 

EF
FE

CT
IV

E 
N

O
 L

AT
ER

 T
H

AN
 S

IX
 M

O
N

TH
S 

FR
O

M
 T

H
E 

LA
ST

 
RE

VI
SI

O
N

 D
AT

E.
 

NAS841 
SHEET 2 

REVISION

1

AE
RO

SP
AC

E 
IN

D
U

ST
RI

ES
 A

SS
O

CI
AT

IO
N

 O
F 

AM
ER

IC
A,

 I
N

C 
10

00
  W

IL
SO

N
 B

LV
D

. 
AR

LI
N

G
TO

N
, V

A 
 2

22
09

 

 
 

 
EXAMPLE OF PART NUMBER: 
   
  NAS841 – 4  
      
     DASH NUMBER FROM TABLE I 
 
     BASIC NUMBER 
 
 
 NAS841-4 = AL ALLOY CAP TO BE USED FOR BEAM SEAL FITTING WITH .4375-24 THREAD SIZE 
 

NAS841-8 = ALLOY CAP TO BE USED FOR BEAM SEAL FITTING WITH .7188-20 THREAD SIZE 
 
  
 
NOTES: 
 

(1) DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED. 
 

(2) THREADS SHALL BE SPECIAL RADIUS THREAD FORM TO MATE WITH BEAM SEAL FITTINGS. 
 

(3) PLUGS SHALL BE FREE FROM WARPAGE, CRACKS, AND BURRS. 
 

(4) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(5) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
 

(6) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON 
DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL 
DEPLETION. 
 

(7) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
 

/8/ PARTS MAY ALSO BE MACHINED FROM 6061 BAR STOCK; WALL THICKNESS .010 MINIMUM. 
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