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D

D
SECTION D-D

B

MINIMUM ONE
FULL THREAD

.020 MIN

SEAL

Ø.845

B
A

A
SECTION A-A

.030
MIN

FIGURE 2 – PLASTICFIGURE 1 – AL ALLOY  
 
 
 

TABLE I – DASH NO AND DIMENSIONS 
DASH 
NO 

(THREAD) FIGURE 1 FIGURE 2 
B 

MAX 
B 

MAX 
2 .1250-27 .38 – 
4 .2500-18 .38 – 
8 .5000-14 – .98 

 
 
 

MATERIAL: ALUMINUM ALLOY – 3003-O (UNS A93003), AMS-QQ-A-250/2 OR ASTM B209. 
 SEAL – CHLOROPRENE 
 

PLASTIC – POLYETHYLENE PER L-P-390 TYPE I, CLASS L, GRADE 1; OR PER ASTM D4976, GROUP 1, 
CLASS 1; OR PER ASTM D1248, TYPE I. 

 
FINISH: NONE 
 

ANODIZE PER MIL-A-8625, TYPE II 
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CODE:  MATERIAL CODE:  SUFFIX TO BASIC PART NUMBER 
“-”   – AL ALLOY (FOR -2 AND -4 ONLY) 
“P”   – PLASTIC (FOR -8 ONLY) 

 
FINISH CODE: NO CODE – NONE 

“A” – ANODIZE 
 
 
EXAMPLE OF PART NUMBER: 
 

NAS846 P 2 A 
 

FINISH CODE (IF APPLICABLE) 
 
DASH NUMBER FROM TABLE I 
 
MATERIAL CODE 
 
BASIC PART NUMBER 

 
NAS846-2 =  AL ALLOY CAP FOR PIPE WITH .1250-27 PIPE THREAD. 
 
NAS846-2A = ANODIZED AL ALLOY CAP FOR PIPE WITH .1250-27 PIPE THREAD. 
 
NAS846P8 = PLASTIC CAP FOR PIPE WITH .5000-14 PIPE THREAD. 

 
 

NOTES: 
 

(1) DIMENSIONS IN INCHES. 
 
(2) CAPS SHALL BE SUITABLE FOR USE WITH EXTERNAL TAPER PIPE THREAD. 
 
(3) PLUGS SHALL BE FREE FROM WARPAGE, CRACKS, CHIPPED EDGES, BLISTERS, AND BURRS. 
 
(4) TOLERANCES UNLESS OTHERWISE SPECIFIED: DECIMALS .XXX ±.010. 
 
(5) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(6) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF 

THE APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS 
DEPLETED. 

 
(7) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT 

ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL 
DEPLETION. 

 
(8) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
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