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ØC

HEAD MARKINGS

TWO DOTS FOR
NICKEL-COPPER/CRES
MATERIAL

LOCKING ELEMENT IN THIS AREA
AFTER INSTALLATION

/11/ SPINDLE
100° ± 1° 30'

(H) E

/10/ DRIVING ANVIL

(ØJ)
/12/

ØB

R.01 MAX

ØA

/6/

K

SHEAR RING OR
GRIP ADJUSTER /9/

(D)

GRIP

L

M

 
 
 
 
 
 
 
 

TABLE I – DIMENSIONS 
DIAMETER 

DASH 
NUMBER 

RIVET 
NOMINAL 
DIAMETER 

ØA 
+.003 
−.001 

ØB 
±.005 

ØC
±.010 

(D) E
+.010 
−.000 

(H) (ØJ) K 
MIN 

HOLE LIMITS
 

MAX MIN
4 .125 .140 .165 .220 .011 .022 .87 .115 .010 .146 .143
5 .156 .173 .208 .286 .015 .030 .94 .140 .015 .180 .176
6 .190 .201 .255 .353 .023 .040 .94 .160 .015 .209 .205
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TABLE II – MATERIAL AND FINISH 

CODE M ML
ALUMINUM IVD COATED 

MN
ALUMINUM EPOXY 

SPRAY COATED 

MP
ALUMINUM EPOXY 
SPRAY COATED OR 

IVD COATED 

M
AT

ER
IA

L 
/9

/ 

SLEEVE NI-CU ALLOY (UNS N04400) PER 
QQ-N-281. 

NI-CU ALLOY (UNS N04400) PER 
QQ-N-281. 

NI-CU ALLOY (UNS N04400) PER 
QQ-N-281. 

MONEL- (UNS N04400) PER QQ-
N-281 

SPINDLE CRES - PH15-7 (UNS S15700) 
PER AMS5657, OR A286 (UNS 
S66286) PER AMS5737. 

CRES - PH15-7 (UNS S15700)
PER AMS5657, OR A286 (UNS 
S66286) PER AMS5737. 

CRES - PH15-7 (UNS S15700) 
PER AMS5657, OR A286 (UNS 
S66286) PER AMS5737. 

PH15-7 CRES (UNS S18700) PER
AMS 5657 OR A286 CRES (UNS 
S66286) PER AMS5737 

LOCK RING CRES - A286 (UNS S66286) PER 
AMS5731 OR AMS5737, OR 304 
(UNS S30400) PER AMS5639. 

CRES - A286 (UNS S66286) PER
AMS5731 OR AMS5737, OR 304 
(UNS S30400) PER AMS5639. 

CRES - A286 (UNS S66286) PER 
AMS5731 OR AMS5737, OR 304 
(UNS S30400) PER AMS5639. 

A286 CRES (UNS S66286) PER
AMS 5731 OR AMS 5737 OR 304 
CRES (UNS S30400) PER 
AMS5639 

GRIP 
ADJUSTER  
/9/ 

CRES A286 (UNS S66286) PER 
AMS5737, OR NI-CU ALLOY (UNS 
N04400) PER QQ-N-281. 

CRES A286 (UNS S66286) PER
AMS5737, OR NI-CU ALLOY (UNS 
N04400) PER QQ-N-281. 

CRES A286 (UNS S66286) PER 
AMS5737, OR NI-CU ALLOY (UNS 
N04400) PER QQ-N-281. 

A286 CRES (UNS S66286) PER
AMS 5737 OR MONEL (UNS 
N04400) PER QQ-N-281 

FI
N

IS
H

 /
10

/ 

SLEEVE NONE. ALUMINUM COAT PER
MIL-DTL-83488. 

ALUMINUM COAT PER NAS4006. ALUMINUM COAT PER NAS4006 
OR MIL-C-83488 

SPINDLE NONE. NONE. NONE. NONE 
LOCK RING PASSIVATE PER AMS2700, 

METHOD 1, CLASS 4. 
PASSIVATE PER AMS2700, 
METHOD 1, CLASS 4. 

PASSIVATE PER AMS2700, 
METHOD 1, CLASS 4. 

PASSIVATE PER QQ-P-35

GRIP 
ADJUSTER  
/9/ 

CRES A286 - PASSIVATE PER 
AMS2700, METHOD 1, CLASS 4. 
 
NI-CU ALLOY – NONE. 

CRES A286 - PASSIVATE PER
AMS2700, METHOD 1, CLASS 4  
 
NI-CU ALLOY – NONE. 

CRES A286 - PASSIVATE PER 
AMS2700, METHOD 1, CLASS 4.  
 
NI-CU ALLOY – NONE. 

A286 CRES PASSIVATE PER QQ-
P-35 
 
MONEL NONE 

 
CODE:  
 
 RIVET MATERIAL AND FINISH CODES: 
 

ADD LETTER “M” AFTER BASIC PART NUMBER TO INDICATE NICKEL-COPPER ALLOY SLEEVE AND CRES SPINDLE. 
 
ADD LETTER “L” AFTER RIVET CODE LETTER “M” TO INDICATE IVD ALUMINUM COATING PER  MIL-DTL-83488 
ON THE SLEEVE. 
 
ADD LETTER “N” AFTER RIVET CODE LETTER “M” TO INDICATE EPOXY SPRAY ALUMINUM COATING PER         
NAS4006 ON THE SLEEVE. 
 
ADD LETTER “P “ AFTER MATERIAL CODE LETTER “M” TO INDICATE EPOXY SPRAY ALUMINUM COATING PER 
NAS4006 OR IVD ALUMINUM COATING PER MIL-DTL-83488 ON THE SLEEVE. /13/ 

 
NAS9312 M L−4−03  

 
GRIP LENGTH DASH NUMBER FROM TABLE III 
 
DIAMETER DASH NUMBER FROM TABLE I 
 
MATERIAL AND FINISH CODE FROM CODES SECTION AND TABLE II 
 
BASIC NUMBER 

 
EXAMPLE OF PART NUMBER: 

 
NAS9312M-4-03 = BLIND RIVET, OVERSIZE SHANK DIAMETER, UNISINK HEAD, NICKEL-COPPER ALLOY SLEEVE, 

CRES SPINDLE, .125 NOM RIVET DIAMETER, .126 TO .187 GRIP RANGE. 
 
NAS9312ML-5-05 = BLIND RIVET, OVERSIZE SHANK DIAMETER, UNISINK HEAD, NICKEL-COPPER ALLOY SLEEVE, 

CRES SPINDLE, .156 NOM RIVET DIAMETER, .251 TO .312 GRIP RANGE, SLEEVE IVD 
ALUMINUM COATED PER MIL-DTL-83488. 

 

5 

Copyright Aerospace Industries Association of America Inc. 
Provided by IHS under license with AIA/NAS Licensee= www.sepana.ir/5991803002, User=sam, albert

Not for Resale, 01/04/2016 02:53:11 MSTNo reproduction or networking permitted without license from IHS

-
-
`
,
,
,
`
`
`
`
,
,
,
,
,
`
`
`
,
,
`
,
,
,
,
`
`
,
`
,
,
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: AIA NAS9312 2014

http://www.avadocuments.com/doc/aia-nas9312-2014
http://www.avadocuments.com/doc/aia-nas9312-2014

