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CUT WIRE END
SHALL NOT PROTRUDE
PAST SLEEVE END

MS51844 SWAGING

SLEEVE (2 PL)

+—— CABLE LENGTH

REMOVE ATTACHING RING FROM PIN AND LOOP
CABLE THROUGH HOLE IN PIN

NYLON COATING TO BE REMOVED
FROM CABLE IN THIS AREA
PRIOR TO SWAGING SLEEVE

X

WARNING STREAMER PER NAS1756

FED. SUPPLY CLASS
5315

REMOVE

LIGHT

IDENTIFICATION TAG

(SEE SHEET 2)

STREAMER LENGTH

FIGURE 1 - PIN, QUICK RELEASE WITH WARNING STREAMER ASSEMBLY

TABLE I — CODE @

QUICK RELEASE PIN CABLE STREAMER IDENTIFICATION
PIN TYPE MATERIAL | SHANKDIA|  GRIP LENGTH LENGTH TAG
/6/ LENGTH +.25 19/
/7] /8/
CODE| PIN |CODE| MATERIAL |CODE| DIA | CODE | GRIP |CODE| CABLE |CODE| STREAMER |CODE| _ TAG
ALLOY NAS1756-
1 |Msi7984| s [AOY 3 |188 | 03 | 3 | 1 300 | 1 [} 1 |WITH TAG
A |4 NAS1756- WITHOUT
2 |Ms17985| C |cRES 4 |.250 2 | e00 | 2 | 2 [
3 |Ms17986 5 |.313 3 9.00 | 3 2251756'
4 |MS17987 6 |375 4 | 1200 | 4 %51756'
5 |Ms17988 7 |.438 5 | 1800 | 5 23\51756'
6 |MS17989 8 |500| ¢ |v | 6 | 24.00
7 |Ms17990 9 |.563 7 | 30.00
NO
10 |.625 8 |onni
12 |.750
14 |.875
16 [1.000] 99 |9.9
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USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS. AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS.
Full document details: AIA NASM14531 2019
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STREAMER:

CABLE:

AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD.
ARLINGTON, VA 22209

NOTES:
(1)
2
13/

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

)

FORM 18-01

STREAMER PER MS51766 NAS1756.

@ LEGEND: “"REMOVE PIN BEFORE FLIGHT".

IDENTIFICATION TAG:

MATERIAL & FINISH: CLOTH, NYLON, COATED PER MIL-PRF-20696, TYPE I, CLASS 3.
COLOR: CLOTH RED, COLOR NO. 11136 OF AMS-STD-595.

LETTERS WHITE, COLOR NO. 37875 OF AMS-STD-595.
MARKING: IDENTIFICATION MARKING PER MIL-STD-130.

MATERIAL & FINISH: ROPE, WIRE, @.0625 INCH, 7 X 7 CONSTRUCTION, NYLON COATED PER
MIL-DTL-83420, TYPE II. USE COMPOSITION A WITH ALLOY STEEL PINS; USE
COMPOSITION B WITH CRES PINS.

RECOMMENDED LOOP DIMENSIONS FOR @.0625 (21/16 INCH) CABLE ARE 2.25 X 1.12. SEE FIGURE 3.

EXAMPLE OF PART NUMBER:

S14531-2

(
-»
(en]

6411 = MS17985 CRES PIN, @.250, .6 GRIP WITH 12.00 CABLE AND 12.00
STREAMER, WITH TAG

{ “1” INDICATES WITH IDENTIFICATION TAG
“2" INDICATES WITHOUT IDENTIFICATION TAG

STREAMER LENGTH

CABLE LENGTH

GRIP LENGTH OF PIN IN TENTHS OF AN INCH
DIA OF PIN IN SIXTEENTHS OF AN INCH

{ “S"” INDICATES ALLOY STEEL PIN
“C” INDICATES CRES PIN

TYPE OF QUICK RELEASE PIN
BASIC PART NUMBER

DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED.
STENCILLED LETTERS SHALL NOT CHIP OR FLAKE UNDER NORMAL USAGE.

SPACE FOR USING ACTIVITY TO ANNOTATE AIRCRAFT AND SYSTEM, E.G. “F-18 CANOPY” OR “F-16
EJECTION SEAT”.

SWAGING SLEEVES IN ACCORDANCE WITH MS51844. USE MS51844-22 WITH COMPOSITION A WIRE
ROPE AND MS51844-62 WITH COMPOSITION B WIRE ROPE.
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