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1

 
 

MS PART NO. & MFG
NAME OR TRADEMARK

STAMPED HERE
(LOCATION OPTIONAL)

RECESS MS9006
NOMINAL SIZE 10
DEPTH .123 MIN
/7/

.190 MIN
1.135
MAX

.625
MAX

.875
± .002

(2 HOLES)

.075

.031

.625
MAX

MS PART NO. & MFG
NAME OR TRADEMARK
STAMPED HERE
(LOCATION OPTIONAL)

"-21" RECEPTACLE /6/

100°
±1°

.0313

.0263 Ø.4475
Ø.4473

.012 MAX

(.060)

Ø.375 +.000
–.002

.072 MIN
OUTER SHEET

T2

RETAINER RING
SLOT (OPTIONAL)

T1

(INNER SHEET)

COUNTERBORE OPTIONAL
Ø.540 MAX
.030 MAX DEPTH

STUD
FASTENER ASSEMBLY
TYPICAL INSTALLATION

Ø.525 MAX
SHARP

Ø.098 +.005
–.000

MAX LENGTH
(.500 + MAX GRIP)

 
 
 
 
 

TABLE I – DIMENSIONS 
MS PART NO. GRIP 

RANGE 
T1+T2 

WEIGHT – LB MAXIMUM 
FASTENER 

ASSEMBLY /8/ 
STUD 
/9/ 

RECEPTACLE 
/9/ 

FASTENER 
ASSEMBLY 

STUD RECEPTACLE 

MS17731-1 MS17731-1A MS17731-21 .150–.220 .040 .015 .025 
MS17731-2 MS17731-2A MS17731-21 .221–.290 .041 .016 .025 
MS17731-3 MS17731-3A MS17731-21 .291–.360 .043 .018 .025 
MS17731-4 MS17731-4A MS17731-21 .361–.430 .045 .020 .025 
MS17731-5 MS17731-5A MS17731-21 .431–.500 .046 .021 .025 
MS17731-6 MS17731-6A MS17731-21 .501–.570 .047 .022 .025 
MS17731-7 MS17731-7A MS17731-21 .571–.640 .049 .024 .025 
MS17731-8 MS17731-8A MS17731-21 .641–.710 .051 .026 .025 
MS17731-9 MS17731-9A MS17731-21 .711–.780 .053 .028 .025 
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MATERIAL: 
 

STEEL, CARBON & ALLOY – AIR4127, TABLE 3, TABLE 8, TABLE 18. 
 
 
FINISH: 
 

CADMIUM PLATE – AMS-QQ-P-416, TYPE II, CLASS 3. 
 
 
NOTES: 
 

(1) DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED. 
 
(2) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
 
(3) TEMPERATURE: 500 °F MAXIMUM. 
 
(4) TOLERANCES UNLESS OTHERWISE SPECIFIED: DECIMALS ± .010. 
 
(5) REMOVE ALL BURRS AND SHARP EDGES. 
 
/6/ FLOAT OF RECEPTACLE SHALL NOT BE LESS THAN .020 IN ANY DIRECTION FROM THE CENTER 

POSITION. 
 
/7/ DIMENSIONING AND GAGING OF THE ABOVE RECESS SHALL BE IN ACCORDANCE WITH NASM9006, 

CROSS RECESS AND GAGE DIMENSIONS. 
 
/8/ THE GOVERNMENT SERVICES SHALL PROCURE AND STOCK ONLY COMPLETE ASSEMBLIES, PART 

NUMBERS MS17731-1 THRU MS17731-9. 
 
/9/ PART NUMBERS MS17731-1A THRU MS17731-9A AND MS17731-21 ASSIGNED FOR IDENTIFICATION 

PURPOSES ONLY AND SHALL NOT BE PROCURED OR STOCKED BY THE GOVERNMENT SERVICES. 
 
(10) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(11) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
 
(12) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON 

DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL 
DEPLETION. 
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