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TABLE I – LIMITS FOR DIMENSIONS C AND D 
NOMINAL SIZE 

 1/16 x 1/16 3/32 x 3/32 1/8 x 1/8 3/16 x 3/16 1/4 x 1/4 5/16 x 5/16 3/8 x 3/8 
MAXIMUM 
MINIMUM 

.0635 

.0625 
.0948 
.0937 

.126 

.125 
.1885 
.1875 

.251 

.250 
.3135 
.3125 

.376 

.375 
 

NOMINAL SIZE 
 7/16 x 7/16 1/2 x 1/2 9/16 x 9/16 5/8 x 5/8 3/4 x 3/4 7/8 x 7/8 1 x 1 
MAXIMUM 
MINIMUM 

.4385 

.4375 
.501 
.500 

.5635 

.5625 
.626 
.625 

.751 

.750 
.876 
.875 

1.001 
1.000 

 
 
MATERIAL: 

                      GRADE A, CORROSION-RESISTANT STEEL, IN ACCORDANCE WITH PROCUREMENT SPECIFICATION.   
 
GRADE B, ALLOY STEEL, IN ACCORDANCE WITH PROCUREMENT SPECIFICATION. 
 

GRADE C, CARBON STEEL, IN ACCORDANCE WITH PROCUREMENT SPECIFICATION.                             
     

 
SHEAR STRENGTH: 
 

MINIMUM SHEAR STRENGTH FOR GRADES A, B AND C MATERIAL SHALL CONFORM TO THE 

PROCUREMENT SPECIFICATION.  
 

 
HARDNESS: 
 

GRADE B KEYS SHALL BE HARDENED IN ACCORDANCE WITH PROCUREMENT SPECIFICATION. 
 

FINISH: 
 
                      GRADE A KEYS SHALL BE PASSIVATED IN ACCORDANCE WITH AMS2700, METHOD 1, TYPE 2,  

CLASS 4.  

GRADE B AND C KEYS SHALL BE UNCOATED.  
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EXAMPLE OF PART NUMBER: 
 

THE PART NUMBER SHALL CONSIST OF THE BASIC MS NUMBER FOLLOWED BY A DASH NUMBER FROM 
TABLE II. 
 
EXAMPLE: MS20067-1 = KEY, ALLOY STEEL GRADE B, 1/16 x 1/16 x .2500 LONG. 
 

 
NOTES: 
 

(1) EDGES AND CORNERS SHALL BE ROUNDED .015 ±.005 RADIUS. 
 

(2) THE KEYS COVERED IN THIS STANDARD CORRESPOND TO TYPE II, STYLE 3 OF THE PROCUREMENT 
SPECIFICATION. 

 
(3) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 

 
(4) REFERENCED DOCUMENTS SHALL BE OF THE ISSUE IN EFFECT ON DATE OF INVITATIONS FOR BID. 

 
(5) DIMENSIONS IN INCHES. 

 
(6) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF 

THE APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS 
DEPLETED. 

 
(7) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT 

ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A 
PREVIOUS REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE 

UNTIL DEPLETION.    
 

(8) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
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