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NOTES:

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 12-01

EXAMPLE OF PART NUMBER:

MS20604 S4W2 =  CARBON STEEL (C1008, C1012, C1018), .125 DIA WITH .063 TO .125 GRIP RANGE,
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SERRATED STEM.

INDICATES GRIP RANGE .062 INCH INCREMENTS

“W” INDICATES SERRATED STEM RIVET

“C” INDICATES MANDREL LOADED RIVET /12/

“T” INDICATES PLAIN STEM RIVET /10/
“EINBHCATES-CHEMICALL Y- EXPANDED-RIVET-/6/
“HNBICATES DRIVERIN-RIVETF-/8/
“KANBHCATES KNOB-STEMRIVET-/7/

INDICATES RIVET SLEEVE DIA. IN .0312 INCH INCREMENTS

( “B” INDICATES 5056 ALUMINUM ALLOY /12/

“AD” INDICATES 2117 ALUMINUM ALLOY

“S” INDICATES CARBON STEEL (C1008, C1012, C1018)

“R” INDICATES CRES RIVET WITH PASSIVATED STEM AND PASSIVATED SLEEVE
WITH DRY FILM LUBE

“H” INDICATES CRES RIVET WITH PASSIVATED STEM AND PLATED SLEEVE

“FL” INDICATES NICKEL-COPPER RIVET WITH DRY FILM LUBE

“CA” INDICATES NICKEL-COPPER RIVET WITH WWM CARBO WAX

“ML” INDICATES NICKEL-COPPER RIVET WITH SILVER PLATE

“MP” INDICATES NICKEL-COPPER RIVET WITH CADMIUM PLATE /13/

\“M” INDICATES NICKEL-COPPER RIVET WITH NO FINISH /11/

BASIC MS NUMBER

DIMENSIONS IN INCHES AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF LUBRICATION
UNLESS OTHERWISE SPECIFIED.

FOR LIMITATIONS FOR DESIGN USAGE, USE STANDARD NASM33557.
FOR STRUCTURAL BLIND RIVETS, USE STANDARDS NASM20600, NASM20601.

COLOR: 5056 ALUMINUM ALLOY RIVETS SHALL BE SUITABLY IDENTIFIED BY AN ORANGE COLOR
SIMILAR TO FED-STD-595, COLOR NO. 32246.

.001 SHANK DIAMETER INCREASE PERMISSIBLE WITHIN .100 INCH OF BASE OF HEAD.

CHEMICALLY EXPANDED RIVETS (TYPE “E”) CANCELLED AFTER 1 MARCH 1983. NO SUPERSEDING
DOCUMENT.

KNOB STEM RIVETS (TYPE “K”) CANCELLED AFTER MARCH 3, 1969. USE SERRATED STEM (TYPE “W”).
DRIVE PIN RIVETS (TYPE “H”) CANCELLED AFTER MARCH 3, 1969. USE NASM24662.
BRAZIER HEAD CANCELLED AFTER MARCH 3, 1969. USE UNIVERSAL HEAD.

PLAIN STEM RIVETS (TYPE “T”) ARE INACTIVE FOR NEW DESIGN AFTER NOVEMBER 1, 1986. USE
SERRATED STEM (TYPE “W”).
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PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 12-01

NICKEL-COPPER RIVETS WITH NO FINISH ARE INACTIVE FOR NEW DESIGN AFTER MARCH 3, 1969.
MANDREL LOADED ALUMINUM ALLOY 5056 RIVETS INACTIVE FOR NEW DESIGN AFTER MARCH 3, 1969.
CADMIUM PLATED NICKEL-COPPER RIVETS ARE INACTIVE FOR DESIGN AFTER JULY 24, 1969.
INTERCHANGEABILITY RELATIONSHIP. MS20604 RIVETS CAN REPLACE THE CANCELLED MS20606
RIVETS IDENTIFIED BY THE SAME DASH NUMBERS. THE CANCELLED MS20606 PARTS CANNOT REPLACE
THE MS20604 RIVETS AND SHOULD BE USED UNTIL EXISTING STOCK IS DEPLETED. USE ONLY THE
SUPERSEDING MS PARTS OF THE SAME DASH NUMBERS FOR DESIGN AND REPLACEMENT.

THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON
DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
DEPLETION.

DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.

UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE
APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.
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