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TABLE I – DIMENSIONS AND STRENGTH VALUES 
DASH NUMBERS THREAD 

AS8879 
A B 

/9/ 
C ØD F BEARING 

SURFACE 
SQUARE- 

NESS 
/8/ 

NON-METALLIC INSERT 
AL 

ALLOY 
STEEL BRASS CRES 

MAX MIN MAX MIN MIN ±.020 MIN 
D02 N02 B02 C02 .0860-56 UNJC-3B .153 .133 .251 .243 .268 .106 .044 .004 
D04 N04 B04 C04 .1120-40 UNJC-3B .157 .133 .251 .243 .268 .136 .044 .004 
D06 N06 B06 C06 .1380-32 UNJC-3B .188 .160 .313 .305 .339 .161 .072 .004 
D08 N08 B08 C08 .1640-32 UNJC-3B .281 .219 .345 .336 .374 .188 .091 .004 
D3 N3 B3 C3 .1900-32 UNJF-3B .281 .208 .376 .367 .410 .210 .085 .004 
D4 N4 B4 C4 .2500-28 UNJF-3B .360 .240 .439 .430 .482 .273 .116 .005 
D5 N5 B5 C5 .3125-24 UNJF-3B .360 .271 .502 .492 .552 .336 .123 .006 
D6 N6 B6 C6 .3750-24 UNJF-3B .469 .318 .564 .553 .622 .398 .153 .006 
D7 N7 B7 C7 .4375-20 UNJF-3B .469 .435 .690 .679 .766 .467 .178 .007 
D8 N8 B8 C8 .5000-20 UNJF-3B .610 .575 .752 .741 .837 .531 .221 .007 
D9 N9 B9 C9 .5625-18 UNJF-3B .704 .623 .877 .865 .978 .594 .243 .008 
D10 N10 B10 C10 .6250-18 UNJF-3B .766 .732 .940 .928 1.051 .656 .274 .008 
D12 N12 B12 C12 .7500-16 UNJF-3B .891 .855 1.064 1.052 1.191 .787 .316 .009 
D14 N14 B14 C14 .8750-14 UNJF-3B 1.016 .965 1.252 1.239 1.403 .918 .570 .010 
D16 N16 B16 C16 1.0000-12 UNJF-

3B 
1.141 1.010 1.440 1.427 1.615 1.044 .635 .011 

D18 N18 B18 C18 1.1250-12 UNJF-
3B 

1.266 1.130 1.627 1.614 1.826 1.171 .710 .012 

D20 N20 B20 C20 1.2500-12 UNJF-
3B 

1.454 1.300 1.815 1.801 2.038 1.295 .795 .013 

 

B

C

SHAPE OF TOP
OPTIONAL

A

F

CONFIGURATION OF NUT
OPTIONAL, LIMITATIONS
IMPOSED ONLY ON DIMENSIONS
AND REQUIREMENTS SPECIFIED
HEREIN.

ØD 88° MIN

30° ±5°

COUNTERSINK, COUNTERBORE,
OR RADIUS RELIEF TO THREAD
WITHIN THE LIMITS OF
DIMENSIONS "ØD" AND 88° MIN
ANGLE.

WASHER FACE, CHAMFER OR RADIUS
RELIEF TO HEX FLATS OPTIONAL WHEN
WITHIN THE 30°±5° ANGLE AND
"B" LIMITATIONS

FED. SUPPLY CLASS 
 

5310 

2 COMPLETELY REVISED 
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TABLE I – DIMENSIONS AND STRENGTH VALUE (CONTINUED) 

THREAD 
AS8879 

AXIAL STRENGTH 
 LBF MIN 

WEIGHT  
LB/100 REF 

STEEL AL 
ALLOY 

CRES AL ALLOY STEEL BRASS 

.0860-56 UNJC-3B 440 220 440 .06 .15 .16 

.1120-40 UNJC-3B 750 750 750 .06 .15 .16 

.1380-32 UNJC-3B 1,130 1,130 1,130 .11 .30 .32 

.1640-32 UNJC-3B 1,720 1,720 1,720 .18 .50 .54 

.1900-32 UNJF-3B 2,460 2,460 2,460 .21 .58 .63 

.2500-28 UNJF-3B 4,580 4,580 4,580 .36 .99 1.10 

.3125-24 UNJF-3B 7,390 3,670 7,390 .50 1.40 1.50 

.3750-24 UNJF-3B 11,450 5,680 11,450 .78 2.15 2.30 

.4375-20 UNJF-3B 15,450 7,660 15,450 1.20 3.40 3.70 

.5000-20 UNJF-3B 21,110 10,470 21,110 1.70 4.70 5.10 

.5625-18 UNJF-3B 26,810 13,330 26,810 2.80 7.80 8.50 

.6250-18 UNJF-3B 34,130 16,930 34,130 3.40 9.50 10.30 

.7500-16 UNJF-3B 50,020 24,810 50,020 5.00 13.60 15.00 

.8750-14 UNJF-3B 68,440 33,950 68,440 7.60 21.00 23.00 
1.0000-12 UNJF-3B 92,180 45,720 92,180 11.00 31.00 33.00 
1.1250-12 UNJF-3B 116,700 57,880 116,700 17.00 46.00 50.00 
1.2500-12 UNJF-3B 147,940 73,380 147,940 24.00 65.00 70.00 

 
MATERIAL:  
 

STEEL GRADES 1006 (UNS G10060) PER ASTM A29/A29M, ASTM A510/A510M OR ASTM A853. 
1008 (UNS G10080) PER ASTM A29/A29M, ASTM A510/A510M OR ASTM A853. 
1009 (UNS G10090) PER SAE J1249 J118. 
1010 (UNS G10100) PER AMS5040, ASTM A29/A29M, ASTM A510/A510M OR ASTM A853. 
1015 (UNS G10150) PER AMS5060, ASTM A29/A29M, ASTM A510/A510M OR ASTM A853. 
1018 (UNS G10180) PER AMS5069, ASTM A29/A29M, ASTM A510/A510M OR ASTM A853. 
1035 (UNS G10350) PER AMS5080, ASTM A29/A29M, ASTM A510/A510M OR ASTM A853. 
1137 (UNS G11370) PER AMS5024 OR ASTM A29/A29M. 
11L37 (UNS G11374) PER AMS5020. 
1213 (UNS G12130) PER SAE J403 OR ASTM A29/A29M. 
12L14 (UNS G12144) PER SAE J403. 
15B21H (UNS H15211) PER AISI 15B21H OR SAE J1268. 

 
 CRES  302 (UNS S30200) PER AMS5688;  

303 (UNS S30300) PER AMS5640, ASTM A581/A581M, OR ASTM A582/A582M; 
304 (UNS S30400) PER AMS5647; (UNS S30430) PER ASTM A493; XM-21 (UNS S30452) 
PER ASTM A276/A276M. 

 
ALUMINUM ALLOY 2014-T6 (UNS A92014) PER AMS-QQ-A-200/2. 

2017-T4 (UNS A92017) PER AMS-QQ-A-225/5. 
2024-T6 (UNS A92024) PER AMS-QQ-A-225/6. 
7075-T6 (UNS A97075) PER AMS-QQ-A-200/11. 

 
 BRASS  CA 360 (UNS C36000), 1/2 HARD OR CA 260 (UNS C26000) PER ASTM B36/B36M,  

ASTM B121/B121M, ASTM A829/A829M, OR AMS4610. 
 

NON-METALLIC INSERT – NYLON PER ASTM D4066, GROUP 1, CLASS 1 OR 2. 
  

Copyright Aerospace Industries Association of America Inc. 
Provided by IHS under license with AIA/NAS Licensee=BAE Washington, Glascoed/5932949024, User=sam, albett

Not for Resale, 04/09/2016 01:40:37 MDTNo reproduction or networking permitted without license from IHS

--`,``,,`,``,`,`,`,````,,,`,,`-`-`,,`,,`,`,,`---

Full document details: AIA NASM21044 2016

http://www.avadocuments.com/doc/aia-nasm21044-2016
http://www.avadocuments.com/doc/aia-nasm21044-2016

