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CONFIGURATION OF NUT OPTIONAL WITHIN
THE LIMITATIONS IMPOSED BY DIMENSIONS
AND REQUIREMENTS AS SPECIFIED HEREIN.
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MATERIAL:
NUT:

CARBON STEEL, COMPOSITIONS 1035 (UNS G10350), 1040 (UNS G10400), AND 1050 (UNS G10500) PER
ASTM A827/A827M OR ©Q-S-766 AMS-QQ-S-700; 1042 (UNS G10420) PER ASTM A29/A29M.
ALLOY STEEL, GRADES 4130 (UNS G41300), 4340 (UNS G43400) AND 8740 (UNS G87400) PER
ASTM A29/A29M.
FE-PL43S CONFORMING TO CHEMISTRY OF EN2543.

RETAINER (IF APPLICABLE):
CARBON STEEL, COMPOSITION 1035 (UNS G10350) AND 1050 (UNS G10500) PER ASTM A827/A827M OR
Q0-5-760 AMS-QQ-5-700; 1042 (UNS G10420) PER ASTM A29/A29M.
ALLOY STEEL, GRADE 4130 (UNS G41300) PER ASTM A29/A29M.
FE-PL43S CONFORMING TO CHEMISTRY OF EN2543.

HEAT TREATMENT:

49 HRC MAX.

FINISH:

CADMIUM PLATE IN ACCORDANCE WITH AMS-QQ-P-416, TYPE II, CLASS 2.
FOR DRY FILM LUBRICATED NUTS, THE TYPE AND CLASS ARE OPTIONAL IF THE NUTS MEET THE SALT
SPRAY REQUIREMENT OF AMS-QQ-P-416, TYPE II.

LUBRICATION:
DRY FILM LUBRICANT APPROVED IN ACCORDANCE WITH NASM25027.
NON-DRY FILM LUBRICANTS SHALL BE SOLUBLE IN THE CLEANER SPECIFIED IN MH-S-8862
AMS-S-8802.
CODE:

THE PART NUMBER SHALL CONSIST OF THE BASIC PART NUMBER FOLLOWED BY A DASH NUMBER FROM
TABLE I.
EXAMPLE OF PART NUMBER:
MS21059 L4K = NUT, SELF-LOCKING, PLATE, TWO LUG, FLOATING, LOW HEIGHT, STEEL, 125 KSI
Ftu, 450 °F; .2500-28 UNJF-3B; DRY FILM LUBRICANT, COUNTERSUNK OR DIMPLED
HOLES.
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