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MARK MS21133 AND
MFG IDENTIFICATION.
POSITION OPTIONAL.

SHAPE OF LOCKING
PORTION OPTIONAL

RADIUS,

CHAMFER

OR SQUARE

T THREAD \.

TOOL MARKS AND

DISTORTION PERMISSIBLE

IN LOCKING AREA

WRENCHING ELEMENT

OPTIONAL
PROFILE

FED. SUPPLY CLASS
5310

COUNTERSINK, COUNTERBORE
OR RADIUS, RELIEF TO
THREAD WITHIN THE 85° MIN
ANGLE AND ID LIMITATION

/1/ @B

/1/ 85° MIN

REVISION DATE: MAY 31, 2013

ISSUE DATE: NOVEMBER 1999

SEE TABULATION RADIUS OR
CHAMFER
TABLE | — DIMENSIONS
- NOMINAL |  DASH T mMs33787 | @A | @B ID H v J X | ULTIMATE | APPROX

w2 SIZE NUMBER THREAD ELEMENT | MAX | MIN 1/ MAX | MIN | MIN AXIAL | WEIGHT
S NON- | DRY NUMBER 1/ STRENGTH | LB/100
s DRY | LUBT LBF MIN
x g LUBT MAX | MIN 12/
- é’ NO. 10 03 L03 .1900-32 UNJF-3B 8 .346| .306| .220| .190| .190| .021 | .084 | .003 3,910 .21
2z 1/4 04 | L04 | .2500-28 UNJF-3B| 10 439| .399| .280| .250| .250] .028 | .110 | .003 6,980 42
g 2 5/16 | 05 | L05 | .3125-24 UNJF-3B| 12 534| .494| .342| 312 .312] .034 | .138 | .004 11,100 72
S92 3/8 06 | LO6 | .3750-24 UNJF-3B| 14 .634| .594| .405| .375| .375] .041 | .165 | .004 17,100 1.10
E: 7/16 | 07 | L07 | .4375-20 UNJF-3B| 18 .733| .693| .473| .438| .438]| .048 | .193 | .005 23,200 1.90
Zx 1/2 08 L08 .5000-20 UNJF-3B 20 .833| .793| .535| .500| .500| .055 | .220 | .005 30,900 2.80
& 5 9/16 09 L09 .5625-18 UNJF-3B 22 .929| .889| .597| .562| .562| .062 | .248 | .005 39,200 3.80
% 2 5/8 10 L10 .6250-18 UNJF-3B 24 1.030| .990| .660| .625| .625| .069 | .275 | .006 49,000 5.10
guw 3/4 12 | L12 | .7500-16 UNJF-3B| 30 1.224| 1.184| .785| .750| .750] .083 | .330 | .007 71,100 9.20
= 7/8 14 | L14 | .8750-14 UNJF-3B| 34 1.419] 1.379| .910| .875| .875| .096 | .385 | .008 97,100 | 14.00
; E 1 16 L16 [1.0000-12 UNJF-3B 38 1.620| 1.570| 1.035| 1.000| 1.000| .110 | .440 | .009 126,000 20.00
Ty 1-1/16 | 18 | L18 |1.1250-12 UNJF-3B| 44 1.822| 1.772[1.160] 1.125[ 1.125| .124 | 495 | .010 | 162,000 | 29.00
é § ?1-1/4 20 L20 [1.2500-12 UNJF-3B 48 2.022| 1.972] 1.285| 1.250| 1.250| .138 | .550 | .011 202,000 40.00
go 1-3/8 22 | 122 [1.3750-12 UNJF-3B| 52 2.221|2.171[1.410| 1.375[ 1.375| .151 | .605 | .012 | 247,000 | 52.00
52 1-1/2 24 | 124 [1.5000-12 UNJF-3B| 56 2.423| 2.373] 1.535] 1.500] 1.500| .165 | .660 | .013 | 296,000 | 67.00
£b3
222 ™
z g E THE INITIAL RELEASE OF THIS DOCUMENT SUPERSEDES MS21133, REVISION A, AMENDMENT 1. PART NUMBERS REMAIN MS21133.
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EXAMPLES OF PART NUMBER:

NOTES:
%
w <<
Z i AV} MINIMUM BEARING AREA BASED ON A BEARING STRESS OF 115 KSI.
w
I =
x & 12/ AXIAL STRENGTH DETERMINED FROM FORMULA W, = Ftu A, WHERE A IS THE CROSS SECTIONAL AREA,
Lo IN SQUARE INCHES, BASED ON THE MAXIMUM PITCH DIAMETER OF BOLT THREAD, Ftu IS 180 KSI AND
é z W, IS THE AXIAL STRENGTH IN POUNDS FORCE.
=
< <
c2 3) DIMENSIONS IN INCHES AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF LUBRICATION
£3 UNLESS OTHERWISE SPECIFIED.
=3
°s e DESIGN AND USAGE INFORMATION: THESE NUTS ARE DESIGNED TO BE USED WITH MS21134 BOLTS
22 AND MS21206 WASHERS.
oy
e
28 (5) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.
=
23 (6) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON
B8 DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
£ 3 REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
T DEPLETION.
Zz g
=<
& g 5 ©) HARDNESS: 48 HRC MAX.
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MATERIAL:
ALLOY STEEL, 17-22A (UNS K14675) PER AMS6304 AND H-11 (UNS T20811) PER AMS6487 AMS6485.
()
z FINISH:
g
g CADMIUM PLATE IN ACCORDANCE WITH AMS-QQ-P-416, TYPE I1, CLASS 2.
h THE PLATING TYPE AND CLASS OF DRY FILM LUBRICATED NUTS ARE OPTIONAL IF THE NUTS MEET THE
2 SALT SPRAY REQUIREMENTS OF AMS-QQ-P-416, TYPE II.
z
=
§ LUBRICATION:
2
g 2 LUBRICANT APPROVED IN ACCORDANCE WITH PROCUREMENT SPECIFICATION.
§§§ LUBRICANTS, EXCEPT DRY FILM LUBRICANTS, SHALL BE SOLUBLE IN THE CLEANER SPECIFIED IN THE
87¢ PROCUREMENT SPECIFICATION.
o) % Z FOR USAF APPLICATIONS, NUTS TREATED WITH DRY FILM LUBRICANTS SHALL NOT BE UTILIZED IN
% E g INTEGRAL FUEL TANKS.
58z
CODE:

THE PART NUMBER SHALL CONSIST OF THE BASIC MS NUMBER FOLLOWED BY A DASH NUMBER FROM
TABLE I.

MS21133-04
MS21133-L04

.2500-28 NUT, CADMIUM PLATED, SOLUBLE LUBRICANT.
.2500-28 NUT, CADMIUM PLATED, DRY FILM LUBRICATED.
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