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THIRD CUSTODIAN REVISION
PROJECTION NATIONAL AEROSPACE STANDARDS COMMITTEE 2
PROCUREMENT TITLE CLASSIFICATION
3 SPECIFICATION NUT, SELF-LOCKING, CASTELLATED, HEXAGON, PART STANDARD
a COUNTERBORED, ASSEMBLED WASHER Nmméﬂti"
’ : 5
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TABLE | — DIMENSIONS AND STRENGTH VALUES (CONTINUED) @
SIZE J K L R X Y Z ULTIMATE | WEIGHT
DASH WRENCHING INSTL. LOCKING TENSILE
NO. & VIBRATION | ASSEMBLY TORQUE STRENGTH
2 TORQUE 112/
f:; MAX | MIN [ MAX | MIN | MIN | MAX MIN IN-LBF IN-LBF MAX IN-LBF LBF MIN LBS/100
E APPROX
=
X 3 279 | .259 .070 | .110 30 20 9 1000 91
o
6 4 316 | .296 | .108 .035 65 45 15 1800 1.20
2 .078 | .125
3 5 .347 | .327 115 90 25 2900 1.50
%)
<
2 o 6 .378 | .358 .140 200 125 40 4100 1.90
o o
Foy
§ g : 7 409 | .389 | .155 | .125 | .130 | .053 300 225 50 5000 2.17
Zz>
§ % g 8 472 | .452 .150 375 300 75 5600 3.60
2k
% E 9 | 550 | .530 165 500 400 100 7800 6.20
<< \9! <<
10 .633 | .613 170 750 600 150 10000 10.20
12 .765 | .745 | .187 | .157 | .220 | .062 1400 1100 200 15500 11.20
14 .871 | .851 .288 2400 1900 300 22800 17.70
16 .984 | .964 .333 3800 3000 400 35500 27.50
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FINISH:

CODE:

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 12-01

@ BODY: STEEL -AISI 1137 (UNS G11370) PER AMS5024.
—(UNS-G1E374)PER-AMS5020

-AISI 8740 (UNS G87400) PER AMS6322, AMS6323, AMS6325, AMS6327 OR AMS6358.

NO CODE IS ALLOY STEEL.

NON-METALLIC INSERT: NYLON OR EQUIVALENT.

ADD “C” AFTER DASH NUMBER FOR CRES MATERIAL.

CRES NUT - PASSIVATE PER AMS 2700, METHOD 1, CLASS 4

WASHER - CHEMICAL CONVERSION COATING PER MIL-DTL-5541

CRES: A286 (UNS S66286) PER AMS5525, AMS5532, AMS5732, OR AMS5737.

WASHER: ALUMINUM ALLOY 2024-T4 (UNS A92024) PER AMS-QQ-A-250/4, ASTM B211 OR
7075-T6 (UNS A97075) PER AMS-QQ-A-250/12.

ALLOY STEEL NUT - CADMIUM PLATING IN ACCORDANCE WITH AMS-QQ-P-416 TYPE Il, CLASS 2
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