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FIGURE 1 — GROMMET AND CASTLE
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-1R-25 .025 25 FT.
LB -1R-100 .036 100 FT.
- -2R-25 .036 25 FT.
= .14 Q
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MATERIAL:
SUBSTRATE:
“1” THRU “7”, 1/4 HARD 300 SERIES STAINLESS STEEL PER AMS5517, AMS5903, AMS5907 ©R
AMSE310;

“8”, 1/2 HARD 300 SERIES STAINLESS STEEL PER AMS5518, AMS5904 OR AMS5911.

COATING:
THERMOSETTING EPOXY, COLOR: LIME GREEN PER FED-STD-595, COLOR NUMBER 14533. /6/
EXAMPLES OF PART NUMBER: @
REELS

(@) wmazs

AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD
ARLINGTON, VA 22209

REEL
SHEET THICKNESS .070"-.093”
BASIC PART NUMBER

29/1-4 R-25
w( —lr— LENGTH IN FEET

CUT LENGTHS: CUT LENGTHS ARE AVAILABLE IN INCREMENTS OF .15. EXAMPLE: CALCULATED LENGTH:
@4.10 HOLE x = 12.88/.15 = 85.87 CASTLES, CUT SHORTER TO THE NEAREST WHOLE
CASTLE.

M22529/1-2 C-85

—lr— NUMBER OF WHOLE CASTLES 85 X .15 = 12.75”

FACTORY PRE-CUT LENGTH
SHEET THICKNESS .036"-.063"
BASIC PART NUMBER

NOTES:
(€8] TOLERANCES UNLESS OTHERWISE SPECIFIED: .XX = #.02; .XXX = +.010.

2) THE GOVERNMENT SHALL PROCURE STOCK GROMMET EDGING ON 25" AND 100" REELS OR IN FACTORY
PRE-CUT LENGTHS PER CUT LENGTH PART NUMBER EXAMPLE, CUT LENGTH 12.75".

@ 3) WITHIN A GIVEN SHEET THICKNESS RANGE AND SPRING CHARACTERISTIC OF THE GROMMET, END
USER SHOULD DETERMINE THE GROMMET SIZE BY TRIAL.

@ 4) COMPOSITE GROMMET EDGINGS ARE TO BE USED FOR EDGE DRESSING, ODD-SHAPED HOLES, AND
CIRCULAR HOLES TO PROVIDE CHAFING PROTECTION.

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.
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