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FIGURE 1 – CUSHIONED GROMMET AND CASTLE 
 
 
 

TABLE I – DIMENSIONS 
MS A 

SHEET 
THICKNESS 

L 
UNIT 

LENGTH 

B 

PART 
NUMBER 

DASH 
VARIATION 

M22529/2 

-1R-25 .025 
.036 

25 FT. 

.20 

-1R-100 100 FT. 
-2R-25 .036 

.063 
25 FT. 

-2R-100 100 FT. 
-3R-25 .059 

.074 
25 FT. 

-3R-100 100 FT. 
-4R-25 .070 

.093 
25 FT. 

.24 

-4R-100 100 FT. 
-5R-25 .090 

.111 
25 FT. 

-5R-100 100 FT. 
-6R-25 .105 

.134 
25 FT. 

-6R-100 100 FT. 
-7R-25 .178 

.198 
25 FT. 

.32 
-7R-100 100 FT. 
-8R-25 .240 

.260 
25 FT. 

.38 
-8R-100 100 FT. 
-nC – 12.75 IN. – 
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MATERIAL: 
 

SUBSTRATE:   
“1” THRU “7”, 1/4 HARD 300 SERIES STAINLESS STEEL PER AMS5517, AMS5903, AMS5907 OR 

AMS5310;  
“8”, 1/2 HARD 300 SERIES STAINLESS STEEL PER AMS5518, AMS5904 OR AMS5911. 

 
COATING:  

THERMOSETTING EPOXY, COLOR: LIME GREEN PER FED-STD-595, COLOR NUMBER 14533. /7/ 
 
EXAMPLES OF PART NUMBER: 
 

REELS: 
 

M22529/2-4 R-25  M22529/2-6 R-100 
 
 LENGTH IN FEET LENGTH IN FEET 

 REEL REEL 

 SHEET THICKNESS SHEET THICKNESS 
 .070”–.093” .105”–.134” 

 BASIC PART NUMBER BASIC PART NUMBER 
 
 
CUT LENGTHS: CUT LENGTHS ARE AVAILABLE IN INCREMENTS OF .15. EXAMPLE: CALCULATED LENGTH: 

Ø4.10 HOLE x π = 12.88/.15 = 85.87 CASTLES, CUT SHORTER TO THE NEAREST WHOLE 
CASTLE. 

 
M22529/2-1 C-85 

 
 NUMBER OF CASTLES 

 FACTORY PRE-CUT LENGTH 

 SHEET THICKNESS .025 –.036 

 BASIC PART NUMBER 
 

NOTES: 
 

(1) TOLERANCES UNLESS OTHERWISE SPECIFIED: .XX = ±.02; .XXX = ±.010. 
  
(2) WITHIN A GIVEN SHEET THICKNESS RANGE AND SPRING CHARACTERISTIC OF THE GROMMET, END 

USER SHOULD DETERMINE THE GROMMET SIZE BY TRIAL. 
 
(3) IN APPLICATIONS WHERE A SACRIFICIAL SURFACE IS DESIRABLE THE CUSHION GROMMET MAY BE 

USED FOR EDGE DRESSING, ODD-SHAPED HOLES, AND CIRCULAR HOLES TO PROVIDE CHAFING 
PROTECTION. 

 
/4/ THE MS PART NUMBER, SINGLE-DIGIT DASH VARIATION, AND MANUFACTURER'S IDENTIFICATION TO 

BE PRINTED AND REPEATED ON THE SURFACE OF THE GROMMET AT LEAST EVERY 10.6 IN. PER 
FIGURE 1. 

 
(5) DIMENSIONS IN INCHES. 
 
(6) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
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