
 

 

AE
RO

SP
AC

E 
IN

DU
ST

RI
ES

 A
SS

OC
IA

TI
ON

 O
F 

AM
ER

IC
A,

 IN
C 

10
00

  W
IL

SO
N 

BL
VD

. 
AR

LI
NG

TO
N,

 V
A 

 2
22

09
 

IS
SU

E 
DA

TE
:  

AP
RI

L 
19

98
 

 
RE

VI
SI

ON
 D

AT
E:

  J
UL

Y 
31

, 2
01

8 

FED. SUPPLY CLASS 
 

5340 

TH
IS

 D
RA

W
IN

G 
SU

PE
RS

ED
ES

 A
LL

 A
NT

EC
ED

EN
T 

ST
AN

DA
RD

 D
RA

W
IN

GS
 F

OR
 T

HE
 S

AM
E 

PR
OD

UC
T 

AN
D 

SH
AL

L 
BE

CO
M

E 
EF

FE
CT

IV
E 

NO
 L

AT
ER

 T
HA

N 
SI

X 
M

ON
TH

S 
FR

OM
 T

HE
 L

AS
T 

RE
VI

SI
ON

 D
AT

E.
 

 
© COPYRIGHT 2018 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED 

NATIONAL AEROSPACE STANDARD 

THIRD 
ANGLE 
PROJECTION  

 CUSTODIAN 

NATIONAL AEROSPACE STANDARDS COMMITTEE 
TITLE 

 
CASTERS, RIGID AND SWIVEL,  
PRECISION, PNEUMATIC TIRED NASM24373 

SHEET 1 OF 3 

CLASSIFICATION 
PART STANDARD 

REVISION 

2 
PROCUREMENT 
SPECIFICATION 

 
NASM4751 FO

RM
 1

2-
01

 

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY.  AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY 
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS.  AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF 
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS. 

THE INITIAL RELEASE OF THIS DOCUMENT SUPERSEDES MS24373, REVISION A.  PART NUMBERS REMAIN MS24373. 

 
 
 

 
 
 

TABLE I – DIMENSIONS 
DASH 
NO. 

A 
±.125 

HEIGHT 
AXLE ℄ TO 

TOP OF PLATE 

B 
RAD 

SWIVEL 
CLEARANCE 

/1/ 

ØC 
±.004 

OF BOLT 
HOLES 

 

D 
±.010 
BOLT 
HOLE 

SPACING 

E 
±.010 
BOLT 
HOLE 

SPACING 

F 
TOP 

PLATE 
WIDTH 

MAX 

G 
TOP 

PLATE 
LENGTH 

MAX 

H 
TOP PLATE 
THICKNESS 

AT BOLT 
HOLES MAX 

MAX MIN 
6 11.000 12 9 .656 4.875 6.750 7.000 8.500 .750 
8 12.500 15 12 .656 7.000 9.750 9.000 11.000 .750 
9 15.125 21 18 .656 7.000 9.750 9.000 11.000 .750 
10 17.250 23 20 .656 7.000 9.750 9.000 11.000 .750 

H

SWIVEL CASTER, OFFSET

G
2

4X ØC

E
E
2

G

G
2

4X ØC

F D

F
2 D

2

F D

F
2 D

2

HA

E
E
2

G

RIGID & SWIVEL CASTER, NON-OFFSET

A

B RAD

2
    

2
    

2
    

2
    

Copyright Aerospace Industries Association of America Inc. 
Provided by IHS Markit under license with AIA/NAS Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: AIA NASM24373 2018

http://www.avadocuments.com/doc/aia-nasm24373-2018
http://www.avadocuments.com/doc/aia-nasm24373-2018


 

 

NATIONAL AEROSPACE STANDARD 
© COPYRIGHT 2018 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED 

FO
RM

 1
2-

01
 

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY.  AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY 
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS.  AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF 
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS. 

TH
IS

 D
RA

W
IN

G 
SU

PE
RS

ED
ES

 A
LL

 A
NT

EC
ED

EN
T 

ST
AN

DA
RD

 D
RA

W
IN

GS
 F

OR
 T

HE
 S

AM
E 

PR
OD

UC
T 

AN
D 

SH
AL

L 
BE

CO
M

E 
EF

FE
CT

IV
E 

NO
 L

AT
ER

 T
HA

N 
SI

X 
M

ON
TH

S 
FR

OM
 T

HE
 L

AS
T 

RE
VI

SI
ON

 D
AT

E.
 

 

NASM24373 
SHEET 2 

REVISION 

2 

AE
RO

SP
AC

E 
IN

DU
ST

RI
ES

 A
SS

OC
IA

TI
ON

 O
F 

AM
ER

IC
A,

 IN
C 

10
00

  W
IL

SO
N 

BL
VD

. 
AR

LI
NG

TO
N,

 V
A 

 2
22

09
 

 
CODE: 

 

 
 
 
EXAMPLE OF PART NUMBER: 

 
MS24373-6WSFP = CASTER, TIRE SIZE 3.50 X 6, OFFSET SWIVEL, SINGLE WHEEL, FORK MOUNTED, 

STEERING PROVISIONS 
 
MS24373-9RDC   = CASTER, TIRE SIZE 6.00 X 9, RIGID, DUAL WHEEL, CANTILEVER MOUNTED 

 
 
NOTES: 
 

/1/ APPLIES ONLY TO OFFSET SWIVEL CASTERS.  
 
(2) DIMENSIONS IN INCHES. 
 
(3) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(4) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF 

THE APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS 
DEPLETED. 

 
(5) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT 

ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL 
DEPLETION. 

 
(6) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.  

 

MS24373 6 
BASIC NUMBER 

CASTER STYLES: 

W 

MOUNTING TYPES: 
“C” = CANTILEVER MOUNTED (SINGLE & DUAL WHEELS) 
“F” = FORK MOUNTED (SINGLE WHEELS ONLY) 

S 

“R” = RIGID 
“N” = NON-OFFSET SWIVEL 
“W” = OFFSET SWIVEL 

DASH NUMBER: 
(TABLE I) 

P - F 
ADDITIONAL FEATURES: 

NO CODE = NONE 
“P” = STEERING PROVISIONS 
“B” = BRAKES INSTALLED 

WHEEL TYPES: 
“S” = SINGLE 
“D” = DUAL 

2
    

2
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