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FIGURE 1 — DIAL, CONTROL, MULTITURN COUNTERS, VERNIER, 1.16 DIAMETER
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MATERIAL:

AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD
ARLINGTON, VA 22209

FINISH (SEE TABLE 1):

PART NUMBER EXAMPLE:

ALL COMPONENTS SHALL BE OF SUITABLE MATERIALS TO MEET REQUIREMENTS. WINDOW LENS - CLEAR
PLASTIC.

COLOR IN ACCORDANCE WITH THE FOLLOWING:

CHROME SATIN, NATURAL IN ACCORDANCE WITH AMS2460 @Q-6-326, CLASS 1, TYPE II.
BLACK LUSTERLESS PAINT, COLOR NUMBER 37078 IN ACCORDANCE WITH FED-STD-595.
GRAY LUSTERLESS PAINT, COLOR NUMBER 36231 IN ACCORDANCE WITH FED-STD-595.
WHITE LUSTERLESS PAINT, COLOR NUMBER 37875 IN ACCORDANCE WITH FED-STD-595.

THE PART NUMBER CONSISTS OF THE LETTER "M", THE BASIC NUMBER OF THIS SPECIFICATION SHEET
AND A DASH NUMBER TAKEN FROM TABLE 1.

M28728/4-003 = DIAL, TEN TURN COUNTER, VERNIER 1.16 DIAMETER, BLACK BRAKE RING,
SATIN CHROME KNOB AND GRAY DIALS, WITH .250 DIAMETER SHAFT HOLE.
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NOTES:
(1) ALL DIMENSIONS ARE IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED.
12/ B = BLACK; C = SATIN CHROME; G = GRAY; W = WHITE.
(3) UNLESS OTHERWISE SPECIFIED, TOLERANCES ARE +.010 FOR THREE PLACE DECIMALS, +.02 FOR TWO
_ PLACE DECIMALS AND #5° -0' ON ANGLES.
ws
3 g 14/ NUMERALS: 0.08 HIGH AND GRADUATIONS ARE INDENTED AND COLOR FILLED. WHITE ON BLACK DIAL
£z AND BLACK ON GRAY DIAL.
x @
[e) w
@2 /5/ INDICIA:
£3 I. VERNIER SCALE - GRADUATIONS EVERY 18° WITH SUBDIVISIONS EVERY 3.6°. NUMERALS FROM
g x 0 TO 90 IN TENS, MARKED EVERY OTHER GRADUATION. TURNS SCALE - NUMERALS WITH
oz OPTIONAL GRADUATIONS TO INDICATE NUMBER OF TURNS. TWO NUMERALS MUST BE VISIBLE
5E IN THE WINDOW AT ALL TIMES.
<
; >
& 3 /6/ GEAR RATIO: THE FIRST TWO DIGITS OF THE GEAR RATIO CODE INDICATE WHOLE NUMBER OF TURNS
8% OF THE KNOB NEEDED TO ROTATE THE SHAFT ONE FULL TURN (SEE TABLE I).
EE
g @) TOLERANCES AND DIMENSIONING PER ANSI Y14.5M-1982.
2
E § (8) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON
2o DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
5% REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL DEPLETION.
2ot
£< 5 9) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE
539 APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.
293
" (10)  THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.
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