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ALTERNATE BRAKE POSITION AT 120°
OR 240° FROM POSTION SHOWN

2.062 ± .010 DIA

1.650 ±.010

.29

.031 ±.010

.50

SHAFT EXT .69 MIN
.75 MAX

24°

27°

SHAFT SET SCREW
.47 ± .03

.281 +.001
-.000  DIA

.408 ±.001 DIA

.495 DIA.

1.125
MAX.
RAD

POSITIVE
DIRECTION
OF ROTATION

CTR COUNTER

RH
COUNTER

/4/ /5/ /6/

ON
OFF

BRAKE

LH COUNTER

BUSHING
OR MTG
NUT DIA.

IN CONTROL KNOB

MOUNTING SURFACE Y

BUSHING OR MTG
NUT DEPTH

1 1 6 5
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NOTES: 
 

(1) ALL DIMENSIONS ARE IN INCHES. 
 

(2) METRIC EQUIVALENTS (TO NEAREST .01 MM) ARE GIVEN FOR INFORMATION ONLY AND ARE BASED UPON 1 
INCH = 25,4MM. 

 
 

 
(3) UNLESS OTHERWISE SPECIFIED, TOLERANCE IS ±.02 (0,51 MM) FOR TWO PLACE DECIMALS AND ±5° FOR 

ANGLES. 
 

/4/ APPLICATION DATA: FOR USE WITH TUNING OR SELECTING MECHANISM HAVING 3/8 - 32NEF - 2A BUSHING. 
 

/5/ NUMERALS AND GRADUATION ARE INDENTED AND BLACK FILLED. 
 

/6/ SCALE DETAILS SHALL BE AS SHOWN. 
 

(7) THE COMPLETE REQUIREMENTS FOR PROCURING THE DIAL DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF SPECIFICATION NASM28728. 

 
(8) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(9) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
 
(10)  UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON DATE 

OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS REVISION OF THE 
APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL DEPLETION. 

 
(11) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
 
REQUIREMENTS: 
 

FORM AND DIMENSION: SEE FIGURE. 
 

NUMERICAL SIZE:    .188 INCH HIGH. 
 

ROTATION:  CONTINUOUS CLOCKWISE OR COUNTERCLOCKWISE, CLOCKWISE FOR INCREASE IN COUNT. 
 

NUMBER OF TURNS:  100 
 

MATERIAL: 
 

HOUSING:   ZINC DIE CAST 
HOUSING FINISH:  CHROMATE SEALED AND PAINTED 
WINDOW (LENS):  CLEAR CELLULOSE PROPIONATE 
CONTROL KNOB:   KNURLED ANODIZED ALUMINUM 
MOUNTING PLATE:  ZINC DIE CAST 

 

INCHES MM INCHES MM 
.001 0,03 .495 12,57 
.010 0,25 .50 12,70 
.03 0,76 .69 17,53 
.031 0,79 .75 19,05 
.251 6,38 1.125 28,58 
.29 7,37 1.650 41,91 
.408 10,36 2.062 52,37 
.47 11,94   
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