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TABLE I - DIMENSIONS 
 AN  

PART NO. 
T  

THREAD 
ULTIMATE TENSILE STRENGTH  

LBF MIN 
A, ØA /6/ (B) H 

STEEL AL ALLOY 
 AN315-640 .1380-40UNF-3B − − .313 +.002  

−.010 .359 .109 

 AN315-3 .1900-32UNF-3B 2,210 1,100 .375 +.002  
−.010 .438 .141 

 AN315-4 .2500-28UNF-3B 4,080 2,030 .438 +.002  
−.010 .500 .188 

 AN315-5 .3125-24UNF-3B 6,500 3,220 .500 +.002  
−.010 .578 .234 

 AN315-6 .3750-24UNF-3B 10,100 5,020 .563 +.002  
−.010 .656 .281 

 AN315-7 .4375-20UNF-3B 13,600 6,750 .625 +.002  
−.011 .719 .328 

 AN315-8 .5000-20UNF-3B 18,500 9,180 .750 +.002  
−.012 .875 .375 

 AN315-9 .5625-18UNF-3B 23,600 11,700 .875 +.002  
−.012 1.016 .422 

 AN315-10 .6250-18UNF-3B 30,100 14,900 1.000 +.002  
−.014 1.156 .469 

 AN315-12 .7500-16UNF-3B 44,000 21,800 1.125 +.002  
−.016 1.297 .625 

 AN315-14 .8750-14UNF-3B 60,000 29,800 1.313 +.002  
−.017 1.516 .656 

 AN315-15 1.0000-12UNF-3B 80,700 40,000 1.500 +.002  
−.019 1.734 .750 

/7/ AN315-16 1.0000-14UNF-3 80,700 40,000 1.500 +.002  
−.019 1.734 .750 

 AN315-18 1.1250-12UNF-3B 101,800 50,500 1.688 +.002  
−.021 1.953 .813 

 AN315-20 1.2500-12UNF-3B 130,200 64,400 1.875 +.002  
−.023 2.172 .875 
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 MATERIAL: STEEL, ALUMINUM ALLOY, AND CRES. SEE PROCUREMENT SPECIFICATION. 
 
 

 FINISH:  STEEL − CADMIUM PLATE IN ACCORDANCE WITH AMS-QQ-P-416, TYPE II, CLASS 2. PARTS WITH 
   CLASS 3 PLATING MAY BE FURNISHED FROM SUPPLIER'S STOCK UNTIL 1 JANUARY 1975. 
  ALUMINUM ALLOY − ANODIZE IN ACCORDANCE WITH MIL-A-8625, TYPE II. 
  CRES − PASSIVATE IN ACCORDANCE WITH AMS2700, METHOD 1, CLASS 4. 
 
 
CODE:   DASH AFTER BASIC NUMBER AND BEFORE DASH NUMBER SIGNIFIES STEEL NUTS. 

ADD “C” IN LIEU OF DASH FOR CRES NUTS. 
 ADD “D” IN LIEU OF DASH FOR ALUMINUM ALLOY NUTS. 
 ADD “R” AFTER DASH NUMBER FOR RIGHT-HAND THREAD. 

  ADD “L” AFTER DASH NUMBER FOR LEFT-HAND THREAD. 
 
 

 EXAMPLE OF PART NUMBER: 
 

AN315-7L = STEEL NUT, .4375-20UNF-3B, LEFT HAND THREAD. 
AN315D7R = ALUMINUM ALLOY NUT, .4375-20UNF-3B, RIGHT HAND THREAD. 
AN315C7R = CRES NUT, .4375-20UNF-3B, RIGHT HAND THREAD. 

  
 
 NOTES: 
 
   (1) DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED.  

 
   (2) REMOVE ALL BURRS AND SHARP EDGES. 
 
   (3) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 

(4) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE 
ISSUE IN EFFECT ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL 
INVENTORY CERTIFIED TO A PREVIOUS REVISION OF THE APPLICABLE MATERIAL 
SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL DEPLETION. 

 
   (5) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS  
    REVISIONS OF THE APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND  
    USED UNTIL STOCK IS DEPLETED. 
 

  /6/ FOR ALUMINUM ALLOY NUTS LARGER THAN -5 SIZE, TOLERANCES ON DIMENSION "A"  
  MAY CONFORM TO APPLICABLE MATERIAL SPECIFICATIONS FOR BAR AND ROD. 

 
  /7/ 1.0000-14NF THREAD SIZE INACTIVE FOR DESIGN AFTER 27 MARCH 1967. 

 
(8) TOLERANCES UNLESS OTHERWISE SPECIFIED: DECIMALS ± .010, ANGLES ± 1°. 
 
(9) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
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