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TABLE I – DASH NUMBERS AND DESIGN CONFIGURATIONS 

DASH NUMBER THREAD 
SIZE 

F 
WIDTH ACROSS 

FLATS 

G 
WIDTH 
ACROSS 

CORNERS 

H 
THICKNESS CARBON 

STEEL 
CRES BRASS 

CAD PHOS MAX MIN MAX MIN MAX MIN 
312 13 314 315 .0600-80 UNF-2B .158 .150 .180 .171 .050 .043 
322 23 324 325 .0860-64 UNF-2B .189 .180 .217 .205 .066 .057 
342 43 344 345 .1120-48 UNF-2B .251 .241 .289 .275 .098 .087 
362 63 364 365 .1380-40 UNF-2B .315 .302 .361 .344 .114 .102 
382 83 384 386 .1640-36 UNF-2B .346 .332 .397 .378 .130 .117 
302 103 304 305 .1900-32 UNF-2B .377 .362 .433 .413 .130 .117 

3252 – 3254 3255 .2500-28 UNF-2B .440 .423 .505 .482 .193 .178 
3312 – 3314 3315 .3125-24 UNF-2B .564 .545 .650 .621 .225 .208 
3382 – 3384 3385 .3750-24 UNF-2B .627 .607 .722 .692 .257 .239 
3392 – 3394 3395 .5000-20 UNF-2B .814 .788 .940 .898 .442 .402 
3402 – 3404 3405 .6250-18 UNF-2B 1.002 .969 1.155 1.104 .553 .509 

 
 

MATERIAL: 
 

STEEL, CARBON, IN ACCORDANCE WITH PROCUREMENT SPECIFICATION. 
CRES, SERIES 302 THRU 305 (UNS S30200 THRU 30500), 316 (UNS S31600), 317 (UNS S31700) AND 347 

(UNS S34700), IN ACCORDANCE WITH PROCUREMENT SPECIFICATION. 
BRASS, ALLOY 462 (UNS C46200) OR 464 (UNS C46400) IN ACCORDANCE WITH QQ-B-637 

ASTM B124/B124M, ASTM B21/B21M, OR ASTM B283; OR ALLOY 360 (UNS C36000), IN 
ACCORDANCE WITH QQ-B-626 ASTM B124/B124M, ASTM B121/B121M, ASTM B16/B16M, OR 
ASTM B36/B36M. 

 
 

1   COMPLETELY REVISED 

Copyright Aerospace Industries Association of America Inc. 
Provided by IHS under license with AIA/NAS Licensee= www.sepana.ir/5991803002, User=sam, albert

Not for Resale, 01/04/2016 11:55:55 MSTNo reproduction or networking permitted without license from IHS

-
-
`
`
`
,
,
,
`
`
`
`
`
,
,
,
,
`
,
,
`
,
,
,
,
`
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: AIA NASM35650 2012

http://www.avadocuments.com/doc/aia-nasm35650-2012
http://www.avadocuments.com/doc/aia-nasm35650-2012


 

 

NATIONAL AEROSPACE STANDARD 
© COPYRIGHT 2012 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED 

FO
RM

 0
9-

01
 

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY.  AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY 
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS.  AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF 
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS. 

TH
IS

 D
RA

W
IN

G
 S

U
PE

RS
ED

ES
 A

LL
 A

N
TE

CE
D

EN
T 

ST
AN

D
AR

D
 D

RA
W

IN
G

S 
FO

R 
TH

E 
SA

M
E 

PR
O

D
U

CT
 A

N
D

 S
H

AL
L 

BE
CO

M
E 

EF
FE

CT
IV

E 
N

O
 L

AT
ER

 T
H

AN
 S

IX
 M

O
N

TH
S 

FR
O

M
 T

H
E 

LA
ST

 
RE

VI
SI

O
N

 D
AT

E.
 

NASM35650 
SHEET 2 

REVISION

1

AE
RO

SP
AC

E 
IN

D
U

ST
RI

ES
 A

SS
O

CI
AT

IO
N

 O
F 

AM
ER

IC
A,

 I
N

C 
10

00
  W

IL
SO

N
 B

LV
D

. 
AR

LI
N

G
TO

N
, V

A 
 2

22
09

 

1   COMPLETELY REVISED 

 
FINISH: 

 
STEEL, CARBON – CADMIUM PLATED OR PHOSPHATE COATED IN ACCORDANCE WITH PROCUREMENT 

SPECIFICATION. 
CRES – CLEANED, DESCALED AND PASSIVATED IN ACCORDANCE WITH ASTM A380. 

BLACK OXIDE COATING IN ACCORDANCE WITH MIL-DTL-13924, CLASS 4. 
BRASS – BLACK OXIDE COATED IN ACCORDANCE WITH PROCUREMENT SPECIFICATION. 

TIN PLATED IN ACCORDANCE WITH ASTM B545, .0001 THICK. 
SILVER PLATED IN ACCORDANCE WITH ASTM B700, .0001 THICK 
NICKEL PLATED IN ACCORDANCE WITH PROCUREMENT SPECIFICATION. 

 
 

CODE: 
 

THE PART NUMBER SHALL CONSIST OF THE BASIC PART NUMBER FOLLOWED BY A DASH NUMBER 
TAKEN FROM TABLE I, FOLLOWED BY THE FINISH CODE LETTERS: 

“B” FOR BLACK OXIDE /10/ (CRES OR BRASS ONLY) 
“N” FOR NICKEL PLATED (BRASS ONLY) 
“S” FOR SILVER PLATED (BRASS ONLY) 
“T” FOR TIN PLATED (BRASS ONLY) 
NO CODE FOR CADMIUM PLATE OR PHOSPHATE COATING (CARBON STEEL, SEE TABLE I) OR 

PASSIVATED (CRES ONLY). 
 
 

EXAMPLE OF PART NUMBER: 
 

MS35650-325 B = NUT, PLAIN, HEXAGON, MACHINE SCREW, THREAD SIZE .0860-64 UNF-2B, 
BRASS, BLACK OXIDE COATED. 

 
FINISH CODE 

 
DASH NUMBER 

 
BASIC PART NUMBER 

 
 
NOTES: 

 
(1) DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED. 
 
(2) REMOVE ALL BURRS AND SHARP EDGES. 
 
(3) NUTS SPECIFIED HEREIN ARE TYPE II, STYLE 13 IN ACCORDANCE WITH PROCUREMENT 

SPECIFICATION. 
 
(4) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(6) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT 

ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL 
DEPLETION. 

 
(7) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
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