
 

 

AE
RO

SP
AC

E 
IN

D
U

ST
RI

ES
 A

SS
O

CI
AT

IO
N

 O
F 

AM
ER

IC
A,

 I
N

C 
10

00
  W

IL
SO

N
 B

LV
D

. 
AR

LI
N

G
TO

N
, V

A 
 2

22
09

 

IS
SU

E 
D

AT
E:

  
AP

RI
L 

19
99

 
RE

VI
SI

O
N

 D
AT

E:
  S

EP
TE

M
BE

R 
28

, 2
01

2 

FED. SUPPLY CLASS
 

5340

TH
IS

 D
RA

W
IN

G
 S

U
PE

RS
ED

ES
 A

LL
 A

N
TE

CE
D

EN
T 

ST
AN

D
AR

D
 D

RA
W

IN
G

S 
FO

R 
TH

E 
SA

M
E 

PR
O

D
U

CT
 A

N
D

 S
H

AL
L 

BE
CO

M
E 

EF
FE

CT
IV

E 
N

O
 L

AT
ER

 T
H

AN
 S

IX
 M

O
N

TH
S 

FR
O

M
 T

H
E 

LA
ST

 
RE

VI
SI

O
N

 D
AT

E.
 

© COPYRIGHT 2012 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED 

NATIONAL AEROSPACE STANDARD

THIRD 
ANGLE 
PROJECTION 

 CUSTODIAN 

NATIONAL AEROSPACE STANDARDS COMMITTEE 
TITLE

 

SNAP HOOK, CAST BODY, 
ROUND EYE SWIVEL NASM43770/8

SHEET 1 OF 2 

CLASSIFICATION
PART STANDARD 

REVISION

1 
PROCUREMENT 
SPECIFICATION 

 
NASM43770 

FO
RM

 0
9-

01
 

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY.  AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY 
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS.  AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF 
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS. 
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TABLE I – DIMENSIONS AND DASH NUMBER 

DASH 
NUMBER 

SUPERSEDED 
SPEC TYPE 

A 
OPENING 

B 
LENGTH 

C 
OPENING 

MIZ1 MIL-S-43403 
TYPE II 13/16 3 5/8 7/16 

 
MATERIAL: 
 

BODY AND SWIVEL EYE – MALLEABLE IRON CASTING. 
TONGUE – CARBON STEEL STRIP. 
RIVET – STEEL. 
SPRING – COPPER ALLOY WIRE. 

 
FINISH: 
 

ZINC COATING OR CADMIUM PLATING. 
 
CODE: 
 

THE PART NUMBER CONSISTS OF THE LETTER M, THE BASIC PART NUMBER, AND A DASH NUMBER 
FROM TABLE I.  

 
 

EXAMPLE OF PART NUMBER: 
 

M43770/8-MIZ1 = INDICATES MALLEABLE IRON BODY “MI”, ZINC OR CADMIUM PLATED “Z”. 
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NOTES: 
 

(1) STRENGTH: TENSION LOAD OF 400 POUNDS-FORCE MIN. 
 
(2) DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED. 
 
(3) TOLERANCES UNLESS OTHERWISE SPECIFIED: FRACTIONS + 1/16, –0. 
 
(4) TEST METHOD: STRENGTH REQUIREMENT SHALL BE DETERMINED BY APPLYING A LONGITUDINAL 

FORCE OF 400 POUNDS TO THE HOOK AND WITH THE OTHER END HELD BY WEBBING OR ROPE 
CAPABLE OF WITHSTANDING THE LOAD. ANY EVIDENCE OF DEFORMATION, CRACKS OR BREAKS SHALL 
BE CLASSIFIED AS A DEFECT. 

 
(5) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(6) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF 

THE APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS 
DEPLETED. 

 
(7) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT 

ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL 
DEPLETION. 

 
(8) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
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