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TABLE I – DASH NUMBERS AND DIMENSIONS 
DASH 

NUMBER 
ØA 
ID 

+.010 
–.000 

ØB 
OD 

+.015 
–.005 

ØC 
SHOULDER OD 

+.000 
–.010 

D 
±.008 

E 
±.005 

01 .090 .235 .120 .055 .047 
02 .090 .235 .120 .090 .047 
03 .090 .235 .120 .160 .047 
04 .115 .235 .147 .087 .040 
05 .115 .235 .147 .073 .047 
06 .115 .235 .147 .090 .047 
07 .115 .235 .147 .125 .047 
08 .115 .235 .147 .156 .047 
09 .115 .235 .147 .165 .047 
10 .115 .235 .147 .187 .047 
11 .115 .235 .147 .250 .047 
12 .115 .235 .147 .375 .047 
13 .140 .290 .170 .125 .047 
14 .140 .290 .170 .090 .047 
15 .140 .290 .170 .250 .047 

 

ØA

ØC ØB

D

E
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TABLE I – DASH NUMBERS AND DIMENSIONS (CONTINUED) 

DASH 
NUMBER 

ØA 
ID 

+.010 
–.000 

ØB 
OD 

+.015 
–.005 

ØC 
SHOULDER OD 

+.000 
–.010 

D 
±.008 

E 
±.005 

16 .140 .312 .175 .250 .047 
17 .173 .344 .205 .250 .063 
18 .173 .344 .205 .375 .063 
19 .173 .344 .205 .500 .063 
20 .200 .400 .260 .093 .030 
21 .200 .400 .260 .375 .063 
22 .318 .680 .475 .125 .047 

 
 
MATERIAL:     NYLON, PA070G40A64170 IN ACCORDANCE WITH ASTM D4066. 
 
 
CODE:            
 

M45595/9-01  
 

DASH NUMBER (TABLE I) 
 

BASIC NUMBER 
 
 
EXAMPLE OF PART NUMBER: 
 

M45595/9-01 = WASHER, SHOULDERED, GLASS FILLED NYLON; INSIDE DIAMETER .090; OUTSIDE 
DIAMETER .235 

 
 
NOTES: 
 

(1) DIMENSIONS IN INCHES. 
 
(2) DIMENSIONING AND TOLERANCING PER ASME Y14.5M-1994. 
 
(3) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON 

DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS REVISION 
OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL DEPLETION. 

 
(4) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 

 
(5) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.  
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