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L2% FIGURE 1 — NUT, PLAIN, CLINCH AND NUT, SELF-LOCKING, CLINCH (FLOATING, 400 °F)
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CODE:
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ARLINGTON, VA 22209

NOTES:

(1)

(2)
3)

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

(4)

FORM 12-02

SEE TABLE II

THE PART NUMBER CONSISTS OF THE LETTER “M”, THE BASIC NUMBER OF THIS PART STANDARD, AND
A DASH NUMBER TAKEN FROM TABLE I.

LOW AND MEDIUM CARBON STEEL CLINCH NUTS REQUIRING A ZINC FINISH, ADD THE LETTER “Z” TO
THE END OF THE PART NUMBER.

EXAMPLE OF PART NUMBER:

M45938/11-1CL

DASH NUMBER

BASIC PART NUMBER

M45938/11-1CL = SELF-LOCKING, FLOATING, CLINCH NUT, CRES 303 STEEL, .112-40 UNC-3B, SOLID
FILM LUBRICANT.

M45938/11-17
—I— DASH NUMBER

BASIC PART NUMBER

M45938/11-1Z = NON-LOCKING, FLOATING CLINCH NUT, CARBON STEEL, .112-40 UNC-3B; ZINC FINISH
M45938/11-1

DASH NUMBER

BASIC PART NUMBER

M45938/11-1 = NON-LOCKING, FLOATING, CLINCH NUT, CARBON STEEL, .112-40 UNC-3B; CADMIUM
FINISH

DIMENSIONS IN INCHES AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF
LUBRICATION UNLESS OTHERWISE SPECIFIED.

THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

PLAIN THREADS SHALL BE CLASS 2B IN ACCORDANCE WITH MIL-S-7742. SELF-LOCKING THREADS
SHALL BE CLASS 3B IN ACCORDANCE WITH MIL-S-7742. THE UPPER PORTION OF THE NUT SHALL BE
DEFORMED TO PROVIDE SELF-LOCKING FEATURE, WITH PERFORMANCE AS SPECIFIED IN
NASM25027.

FLOAT OF THE NUT PORTION OF THE ASSEMBLY SHALL NOT BE LESS THAN .015 RADIALLY FROM A
CENTERED POSITION.
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