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FIGURE 1 — DIMENSIONS AND CONFIGURATION
i TABLE | — DASH NUMBERS, PART DIMENSIONS AND INSTALLATION HOLE DIMENSIONS
DASH NUMBERS THREAD DA @B acC D E SHEET HOLE SIZE
ALLOY CRES AS8879 +.015 +.001 +.005 MAX +.010 THICKNESS IN SHEET
STEEL A286 CLASS-3B —.005 MIN +.004 ﬁ
(450 °F) | (600 °F) —.001 g
5 2 2C .1120-40 UNJC g
% ; 3 3C 1380-32 UNJC .320 .248 172 224 .077 .040 .250 E
wh 4 4C .1640-32 UNJC .265 z
=
% % 5 5C 1900-32 UNJF 410 .310 .220 585 .097 .040 312 @
o2 6 6C .2500-20 UNJC [
¢ % 7 7c 5500-28 UNJF .500 373 .281 .360 .145 .074 .375 g
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z SE) Q THE INITIAL RELEASE OF THIS DOCUMENT SUPERSEDES MIL-N-45938/13, AMENDMENT 2. PART NUMBERS REMAIN M45938/13. £
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PROJECTION NATIONAL AEROSPACE STANDARDS COMMITTEE 1
o PROCUREMENT TITLE CLASSIFICATION
g SPECIFICATION NUT, PLAIN, CLINCH AND NUT, SELF-LOCKING, CLINCH PART STANDARD
= - -l
: NASMAS038 (SELF-CLINCHING, KNURLED COLLAR, MINIATURE, (7| NADMAIASEIRS
FLOATING. 450 °F AND 600 °F) m 1 - d Hub
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MATERIAL:
ALLOY STEEL FOR USE IN MATERIALS WITH A HARDNESS OF 28 HRC MAX.
CRES FOR USE IN MATERIALS WITH A HARDNESS OF 90 HRB MAX.
o CRES, TYPE A286 (UNS S66286) PER AMS5731, AMS5732, AMS5734 OR AMS5737.
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g FINISH:
% ALLOY STEEL NUT AND RETAINER SHALL BE CADMIUM PLATED PER PROCUREMENT SPECIFICATION.
g SELF-LOCKING CRES ELEMENT SHALL BE SILVER PLATED PER PROCUREMENT SPECIFICATION.
o
2
£ o LUBRICATION:
Sy
ég < ALLOY STEEL NUT AND RETAINER: SOLID FILM LUBRICANT (SOLID FILM LUBRICANT ON RETAINER IS
w % Z MANUFACTURER'S OPTION).
%gg SELF-LOCKING CRES ELEMENT: SOLID FILM LUBRICANT.
CODE:

EXAMPLE OF PART NUMBER:

CONSISTS OF THE LETTER “M”, THE BASIC NUMBER OF THE SPECIFICATION SHEET, A DASH NUMBER
TAKEN FROM TABLE I, AND THE LETTER “L” FOR SELF-LOCKING NUT OR LEAVE BLANK IF NON-
LOCKING FEATURE.

M45938/13-2C L = NUT, MINIATURE, FLOATING, SELF-CLINCHING, STEEL, CRES, A286,
.1120-40 UNJC INTERNAL THREAD SIZE, AND WITH SELF-LOCKING
FEATURE.

SELF-LOCKING

DASH NUMBER

BASIC PART NUMBER

USF OF OR RELIANCE.UPON THIS. DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY =
Copyright Aerospace Industries Association of America Inc. \ys PRODUCED UNDER NATIONAL AEROSPACE STANDARD‘ AIA MAKER NN DEDDEQENITATINN AD A1 AIM DEQDEATING 71\ THE SUITABILITY OF

Provided by IHS under license with AIA/NAS |

No reproduction or networking permitted without ficense from IH

Licensee= www.sepana.ir/5991803002, User=sam, albert
{5AR APPLICATION OR (2) THE EXISTENCE OF OR APPLIC o tor Resale, 01/04/2016 05:48:42 MST ! FADEVMARRS [1LM 1.

Full document details: AIA NASM45938-13 2013

F
w<
2 -
&
w
£z
% &
g E

=z
=9
< x
53 )
% § NOTES:
E E 1) DIMENSIONS IN INCHES AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF LUBRICATION
55 UNLESS OTHERWISE SPECIFIED.
85
EE (2) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.
< i
f} ; 3) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE
ﬁ § APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.
§§ . 4 REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON DATE OF INVITATIONS FOR BID.
CokE
<§( ,‘Z_‘ é (5) THREADS SHALL BE IN ACCORDANCE WITH AS8879 AND SHALL APPLY BEFORE APPLICATION OF SOLID
éé% FILM LUBRICANT. THE UPPER PORTION OF THE NUT ELEMENT SHALL BE DEFORMED TO PROVIDE SELF-
TEE LOCKING FEATURE.
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