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FED. SUPPLY CLASS

ALLOY STEEL NUT AND RETAINER SHALL BE CADMIUM PLATED.
CRES NUT AND RETAINER SHALL BE CLEANED AND DESCALED.
SELF-LOCKING CRES NUT ELEMENTS SHALL BE SILVER PLATED.
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FIGURE 1 — DIMENSIONS AND CONFIGURATION
TABLE | — DASH NUMBER, PART DIMENSIONS AND INSTALLATION HOLE DIMENSIONS
DASH NUMBERS THREAD DA 7B ac D E SHEET HOLE SIZE
ALLOY CRES AS8879 +.015 | +.001 | *.005 MAX +.010 |THICKNESS | IN SHEET
STEEL A286 —.005 MIN +.004
(450 °F) | (600 °F) —.001
2 2C .1120-40 UNJC-3B
3 3C 1380-32 UNJC-3B .350 .279 .169 .225 .088 .045 .281
4 4C .1640-32 UNJC-3B .275
5 5C 1900-32 UNJF-3B .450 373 .218 205 115 .060 375
6 6C .2500-20 UNJC-3B
7 7C 5500-28 UNJF-3B .560 498 .281 .365 141 .090 .500
MATERIAL:
ALLOY STEEL FOR USE IN MATERIALS WITH A HARDNESS OF 28 HRC MAX.
CRES FOR USE IN MATERIALS WITH A HARDNESS OF 90 HRB MAX.
CRES, TYPE A286 (UNS S66286) PER AMS5731, AMS5732, AMS5734 OR AMS5737.
FINISH:

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST
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é THE INITIAL RELEASE OF THIS DOCUMENT SUPERSEDES MIL-N-45938/14, AMENDMENT 1. PART NUMBERS REMAIN M45938/14.
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LUBRICATION:
ALLOY STEEL NUT AND RETAINER: SOLID FILM LUBRICANT.
SELF-LOCKING CRES NUT ELEMENTS: SOLID FILM LUBRICANT.
CODE:
THE PART NUMBER CONSISTS OF THE LETTER “M”, PLUS THE BASIC NUMBER OF THE SPECIFICATION
SHEET PLUS A DASH NUMBER TAKEN FROM TABLE | PLUS THE LETTER “L” FOR SELF-LOCKING
NUT OR LEAVE BLANK IF NON-LOCKING FEATURE.

EXAMPLE OF PART NUMBER:

M45938/14-2CL = NUT, FLOATING, SELF-LOCKING, A286 CRES, .1120-40 UNJC-3B INTERNAL THREAD
SIZE, AND WITH SELF-LOCKING FEATURE.

AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD
ARLINGTON, VA 22209

SELF-LOCKING
DASH NUMBER
BASIC PART NUMBER

NOTES:
1) DIMENSIONS IN INCHES AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF LUBRICATION
UNLESS OTHERWISE SPECIFIED.
@ 2) THREADS SHALL BE IN ACCORDANCE WITH AS8879 AND DIMENSIONS SHALL APPLY BEFORE
APPLICATION OF SOLID FILM LUBRICANT. THE UPPER PORTION OF THE NUT ELEMENT SHALL BE
DEFORMED TO PROVIDE SELF-LOCKING FEATURE.
3) PUSH-OUT AND TORQUE-OUT VALUES OF ALLOY STEEL NUTS SHALL BE AS SPECIFIED IN TABLE Il OR

TABLE 11l WHEN PROPERLY INSTALLED IN COLD ROLLED STEEL OR IN 5052-0 ALUMINUM ALLOY.
4) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

(5) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE
APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.

(6) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON
DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
DEPLETION.

©)] DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.
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