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TABLE | — DIMENSIONS
NOMINAL SIZE 250 3125 375 500 625 750 1.000 | 1.250
THREADS (UNC-3A) .1900-24 | .2500-20 | .3125-18 | .3750-16 | .5000-13 | .6250-11 | .7500-10 | .8750-9
ZA HEAD MAX| .375 438 562 750 875 | 1.000 | 1.312 | 1.750
MIN| .357 419 543 729 .853 977 | 1267 | 1.723
B THREAD NECK WIDTH MAX| .083 100 111 125 1154 182 200 222
C  HEAD SIDE HEIGHT MIN| .157 183 209 262 315 421 527 633
MAX| 2480 | 3105 | 3730 | .4980 | .6230 | .7480 | .9980 | 1.2480
@D SHOULDER MIN| 2460 | 3085 | .3710 | .4960 | .6210 | 7460 | .9960 | 1.2460
MAX| .375 438 500 625 750 875 | 1.000 | 1.125
E THREAD LENGTH MIN| 355 418 480 595 720 845 970 | 1.095
F  SHOULDER NECK WIDTH MAX| .093 .093 .093 .093 .093 .093 125 125
MAX| .142 193 249 304 414 521 638 750
@G THREAD NECK MIN| .133 182 237 291 .397 502 616 726
E MAX| .188 219 250 312 375 500 625 750
23 H  HEAD HEIGHT MIN| .177 209 240 .302 .365 490 610 735
s J SOCKET WIDTH ACROSS FLATS NOM| .125 156 188 250 312 375 500 625 -
£3 @K SHOULDER NECK MIN| 227 289 352 477 602 727 977 | 1.227 g
& MAX| .014 017 020 026 032 .039 .050 .060 o
% é HEAD FILLET MIN| .009 012 015 .020 .024 .030 .040 .050 o
€5 MAX| .023 028 031 035 042 051 055 062 8
= . . . . . . } .
g x N THREAD NECK FILLET RADIUS MIN| .017 022 .025 .029 .036 .045 .049 .056 §
oz /10/ STEEL DOUBLE SHEAR STRENGTH LBF MIN| 7,980 | 12,550 | 18,150 | 32,450 | 50,000 | 73,400 | 130,900 | 204,850 y
<z /10/ NI-CU DBL SHEAR STRENGTH LBFMIN| 4,750 | 7,470 | 10,800 | 19,300 | 30,300 | 43,700 | 77,900 | 121,900 =
I /10/ NI-CU-AL DBL SHEAR STRENGTH LBFMIN| 6,790 | 10,690 | 15,455 | 27,630 | 43,320 | 62,500 | 111,400 | 174,400 =
oS @ /10/ AL BRZ DBL SHEAR STRENGTH LBF MIN| 4,700 | 7,405 | 10,700 | 19,120 | 30,000 | 43,270 | 77,130 | 120,700 o
g2 /10, NAVAL BRS DBL SHEAR LBF MIN| 3,135 | 4,935 | 7,130 | 12,750 | 19,990 | 28,850 | 51,420 | 77,800 =
e STRENGTH 2
=9 /11/ STEEL TENSILE STRENGTH LBF MIN| 1,950 | 3,640 | 6,170 | 9,310 | 17,300 | 27,700 | 41,700 | 58,000
5 /11/ NI-CU TENSILE STRENGTH LBF MIN| 1,110 | 2,080 | 3,530 | 5,320 | 9,900 | 15,830 | 23,840 | 33,120 ©
2 = /11/ NI-CU-AL TENSILE STRENGTH LBFMIN| 1,805 | 3,380 | 5,730 | 8,650 | 16,100 | 25,720 | 38,740 | 53,820 3
29 @ /11/ AL BRZ TENSILE STRENGTH LBF MIN| 1,250 | 2,340 | 3,970 | 5,985 | 11,140 | 17,810 | 26,820 | 37,260 =
&3 /11/ NAVAL BRS TENSILE STRENGTH _ LBF MIN 835 | 1,560 | 2,645 | 3,990 | 7,430 | 11,870 | 17,880 | 24,000 2
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83 THE INITIAL RELEASE OF THIS DOCUMENT SUPERSEDES MS51975, REVISION E. PART NUMBERS REMAIN MS51975. 2
THIRD CUSTODIAN REVISION
PROJECTION NATIONAL AEROSPACE STANDARDS COMMITTEE 5
- PROCUREMENT TITLE CLASSIFICATION
o
g SPECIFICATION SCREW, SHOULDER, SOCKET HEAD, HEXAGON PART STANDARD
= - )
§ NASM21472 ALLOY STEEL OR NONFERROUS ALLOYS, UNC-3A NMﬁlﬁéﬁt‘:
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PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 12-01

MATERIAL:

ALLOY STEEL IN ACCORDANCE WITH NASM21472.
NICKEL-COPPER ALLOY (UNS N04400) PER QQ-N-281, CLASS A.

NICKEL-COPPER-ALUMINUM ALLOY (UNS N05500) PER QQ-N-286 SOLUTION ANNEALED AND AGE
HARDENED. /13/ /14/

ALUMINUM BRONZE ALLOY (UNS C63200) PER ASTM B150/B150M TEMPER TQ50 (QUENCH HARDENED,
TEMPER ANNEALED).

NAVAL BRASS ALLOY (UNS C46400) PER ASTM B21/B21M TEMPER HO02 (TEMPER HALF HARD) IN
ACCORDANCE WITH NASM21472.

FINISH:
ALLOY STEEL:
UNCOATED OR CADMIUM PLATE (INACTIVE FOR NEW DESIGN) IN ACCORDANCE WITH AMS-
QQ-P-416. TYPE II, CLASS 2.
ZINC PLATE PER ASTM B633, TYPE Il, CLASS FE/ZN 5.
NICKEL-COPPER ALLOY, NICKEL-COPPER-ALUMINUM ALLOY, ALUMINUM BRONZE ALLOY OR NAVAL BRASS
ALLOY:
NO FINISH
CODE:
M551975-1

P

T—FINISH: MO SUFFIX FOR CADMIUM PLATE (ALLOY STEEL ONLY),
"P" SUFFIX FOR ZINC PLATE (ALLOY STEEL ONLY),
"X" SUFFIX FOR MO COATING (ALLOY STEEL OMLY).
(MO SUFFIX FOR NOM-FERROUS ALLOYS (MICKEL-COPPER,
MICKEL-COPPER-ALUMINUM, ALUMINUM BRONZE OR NAVAL
BRASS))

——DASH NUMBER FROM TABLE 2.

L MATERIAL: "-" FOR ALLOY STEEL,

"M" FOR MICKEL-COPPER ALLOY,

"K" FOR MICKEL-COPPER-ALUMINUM ALLOY,
"A" FOR ALUMINUM BROMNZE ALLOY, OR

"MN" FOR NAVAL BRASS ALLOY.

BASIC M5 NUMBER.

EXAMPLE OF PART NUMBER:

MS51975-1 = SCREW, SHOULDER, SOCKET HEAD, HEXAGON, ALLOY STEEL, .250 NOMINAL SHOULDER
SIZE, .375 SHOULDER LENGTH, .1900-24 UNC-3A THREAD SIZE, CADMIUM PLATED.

MS51975-1P = SCREW, SHOULDER, SOCKET HEAD, HEXAGON, ALLOY STEEL, .250 NOMINAL SHOULDER
SIZE, .375 SHOULDER LENGTH, .1900-24 UNC-3A THREAD SIZE, ZINC PLATED.

MS51975M1 = SCREW, SHOULDER, SOCKET HEAD, HEXAGON, NICKEL-COPPER ALLQOY, .250 NOMINAL

SHOULDER SIZE, .375 SHOULDER LENGTH, .1900-24 UNC-3A THREAD SIZE, NO FINISH.
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