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1   COMPLETELY REVISED 

THE INITIAL RELEASE OF THIS DOCUMENT SUPERSEDES MIL-S-63540/6. PART NUMBERS REMAIN M63540/6.

 
 
 
 
 

 
 
 

FIGURE 1 – STUD, SELF-LOCKING, NON-FLUSH, RIBBED CLINCH TYPE 
 
 
 
 
 
 

TABLE I – PART DIMENSIONS 
T 

THREAD 
CLASS 2A 

ØB 
STUD 

ØD 
±.015 

H 
 

MAX 
.0860-56 UNC 

(2-56) .086 .141 .070 

.1120-40 UNC 
(4-40) .112 .176 .070 

.1380-32 UNC 
(6-32) .138 .203 .070 

.1640-32 UNC 
(8-32) .164 .234 .070 

.1900-24 UNC 
(10-24) .190 .250 .090 

.1900-32 UNF 
(10-32) .190 .250 .090 

 
 

 

ØDØB

L.025
.018

H
T

/2/
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1   COMPLETELY REVISED 

 
MATERIAL: 
 

CARBON STEEL: 1005 (UNS G10050) THRU 1018 (UNS G10180) IN ACCORDANCE WITH ASTM A29/A29M 
OR ASTM A510. 

 
CRES: XM-7 18-9LW (UNS S30430) AND 302 (UNS S30200) IN ACCORDANCE WITH ASTM A 493, 

OR 303 (UNS S30300) AND 303Se (UNS S30323) IN ACCORDANCE WITH ASTM 
A582/A582M. 

 
FINISH: 
 

CARBON STEEL STUDS SHALL BE PLATED WITH ELECTRODEPOSITED CADMIUM IN ACCORDANCE WITH 
AMS-QQ-P-416, TYPE II, CLASS 3. 
 
CRES STUDS SHALL BE CLEANED AND DESCALED IN ACCORDANCE WITH ASTM A380, AND PASSIVATED IN 
ACCORDANCE WITH AMS2700, METHOD 1, CLASS 4. 

 
HARDNESS: 
 

CARBON STEEL STUDS, AFTER CARBURIZING AND TEMPERING OR CARBONITRIDING, SHALL HAVE A 
HARDNESS OF 75 - 87 HR15N. THE MINIMUM EFFECTIVE DEPTH OF CASE SHALL BE .010. 
 
CRES STUDS SHALL HAVE A HARDNESS OF 171 HB MINIMUM. 

 
CODE: 
 

THE PART NUMBER CONSISTS OF THE LETTER “M”, THE BASIC NUMBER OF THIS PART STANDARD AND A 
DASH NUMBER TAKEN FROM TABLE II. 
 

 
 
EXAMPLE OF PART NUMBER: 

 
M63540/6-7C = STUD, SELF-LOCKING, NON-FLUSH, RIBBED CLINCH TYPE, CRES, 

.1120-40 UNC-2A THREAD, .313 LENGTH, .176 HEAD DIAMETER, .070 HEAD HEIGHT.  
 
NOTES: 
 

(1) DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED. 
 
/2/ CLINCHING PROFILE MAY VARY. 
 
(3) WHEN THE STUD IS PROPERLY INSTALLED, (SEE INSTALLATION PROCEDURES), PUSH-OUT AND 

TORQUE-OUT VALUES SHALL BE AS SPECIFIED IN TABLE III. 
 
(4) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(5) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
 
(6) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON 

DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL DEPLETION. 

 
(7) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 

M63540/6 - 7C

DASH NUMBER

BASIC PART NUMBER
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