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MATERIALS:
STRAP AND SADDLE - 321 CRES SHEET (UNS S32100) PER AMS5510, EXCEPT THAT A TENSILE STRENGTH
OF 100-120 KSI SHALL BE REQUIRED.
CUSHION — EPR RUBBER, 65-75 DUROMETER, COLOR-PURPLE, PER THE GENERAL SPECIFICATION PLUS
THE REQUIREMENTS LISTED BELOW:
1. PHYSICAL PROPERTIES - AS SPECIFIED IN TABLE II BELOW. UNLESS OTHERWISE SPECIFIED, RESULTS
ARE AN AVERAGE OF 5 SPECIMENS AND TOLERANCE OF TEMPERATURE IS + 5°F.
TABLE II — CUSHION MATERIAL PHYSICAL PROPERTIES
TEST TEST REQUIRED ALLOWABLE CHANGE FROM ACTUAL ORIGINAL PROPERTIES AFTER:
METHOD ORIGINAL *HYDRAULIC FLUID IMMERSION HEATING AGING
PROPERTIES SKYDROL 500B 70 HRS AT
22 HOURS AT +275 °F
+275 °F
HARDNESS, DUROMETER "A" | ASTM D2240 65 —-75 -20 MAX +10% MAX
TENSILE STRENGTH - PSI ASTM D412 2000 MIN -50% MAX -20% MAX
ELONGATION - % ASTM D412 500 MIN -25% MAX -30% MAX
ASTM D624
TEAR STRENGTH - PPI DIE "B" 200 MIN -40% MAX -20% MAX
SPECIFIC GRAVITY ASTM D297 REPORT | e £2%
VOLUME CHANGE - % D — +30% MAX -10% MAX

*PROPERTY MEASUREMENTS SHALL BE PERFORMED IMMEDIATELY AFTER REMOVAL FROM THE IMMERSION BATH.

2. COMPRESSION SET: SEE NASM85449
AIR AGE AT 212 OF, NOT TO EXCEED 30%. AVERAGE OF 3 SPECIMENS

3. FLAMMABILITY: SEE NASM85449
SPECIMENS: STANDARD ASTM TEST SLABS
HORIZONTAL BURN TEST

FINISH:

STRAP AND SADDLE - BALL BURNISH TO ROUND EDGES TO A .010 RADIUS, AND PASSIVATED PER
AMS2700, METHOD 1, CLASS 4.
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