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ALTERNATE CONFIGUREATION
FOR .312 HEX SIZE

DETAIL B — NOTCH (6 PL)

FIGURE 1 - BIT

TABLE I — SIZES AND DIMENSIONS

DRIVER | RECESS | SCREW DIA A N | MINULT | FATIGUE
SIZE SIZE | SIZERANGE | +.000 | +.12 | TORQUE | TORQUE
NUMBER FOR RECESS | —.004 (LBF-IN) | (LBF-IN)
SIZE (REF)
02 250 | 1.00
o 2 #6, #8, #10 | 220 | 190 90 45
03 250 | 1.00
03A 3 1/4 312 | 125 325 160

.02

REVISION DATE: SEPTEMBER 28, 2012

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
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MATERIAL:
TOOL STEEL, AISI S-1 (UNS T41901) OR AISI S-2 (UNS T41902) PER @Q-F578 ASTM A681, TYPE S1 OR
S2.
HEAT TREATMENT:
58 TO 62 HRC.

EXAMPLE OF PART NUMBER:
M85643/1-2-A

INDICATES LARGER “A” DIMENSION (SEE TABLE I)
DRIVER SIZE NUMBER (SEE TABLE I)
BASIC PART NUMBER

AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD.
ARLINGTON, VA 22209

NOTES:
(1) DIMENSIONS AND CONFIGURATION:
BIT AND RETAINING GROOVE: IN ACCORDANCE WITH FIGURE 1 AND TABLE I.
DRIVER POINT: IN ACCORDANCE WITH FIGURE 1, DETAIL A, AND FIGURE 2, TABLE II.
CRUCIFORM DRIVER BIT GAGE: IN ACCORDANCE WITH FIGURE 3 AND TABLE III.

/2/ IDENTIFICATION: STAMP MILITARY PART NUMBER (SEE EXAMPLE OF PART NUMBER) AND
MANUFACTURER'S NAME, TRADEMARK OR SYMBOLS.

3) TEST RECESS: THE TEST RECESS CONFIGURATION AND DIMENSIONS SHALL CONFORM TO FIGURE 4
AND TABLE 1V.

4) MINIMUM ULTIMATE TORQUE LOADS: IN ACCORDANCE WITH TABLE I AND NASM85643.

(5) TORQUE FATIGUE LOADS: IN ACCORDANCE WITH TABLE I AND NASM85643.

(6)

) DIMENSIONS IN INCHES.
(8) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

9) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF
THE APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS
DEPLETED.

(10) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT
ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A
PREVIOUS REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE
UNTIL DEPLETION.

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

(11) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.

REVISION

USE OF OR RELTANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY
Copyright Aerospace Industries Association of America IN¢. Mg pPRODUCED UNDER NATIONAL AEROSPACE STANDARD! - ATA MAKES NN DEDDECENTATINN ND £ ATM DEGDECTINI /1) THE SUITABILITY OF
Provided by IHS under license with AIAINAS |, 510, A a et 11 CATION OR (2 S CE OF O ('Llcensee: www.sepana.ir/5991803002, User=sam, albert

No reproduction or networking permitted without license from jHs R APPLICATION OR (2) THE EXISTENCE OF OR APPLIC it Resale, 01/04/2016 09:47:11 MST ' MAVEIMARRS R1QM 1S,

Full document details: AIA NASM85643-12012

3 1
& | (L) COMPLETELY REVISED NADg8bpriants
| SHEET 2
— ) Hub


http://www.avadocuments.com/doc/aia-nasm85643-1-2012
http://www.avadocuments.com/doc/aia-nasm85643-1-2012

