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USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY.  AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY 
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS.  AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF 
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS. 

THE INITIAL RELEASE OF THIS DOCUMENT SUPERSEDES MIL-B-8906, REVISION C, AMENDMENT 2. 

 
 
 
1. SCOPE 
 
1.1 Scope. This specification covers external wrenching, tensile and shear bolts. The bolts shall be used in temperatures 

not greater than 450 °F. 
 
 
2. APPLICABLE DOCUMENTS 
 
2.1 Government documents. 
 
2.1.1 Specifications and standards. Unless otherwise specified, the following specifications and standards of the issue 

listed in that issue of the Department of Defense Index of Specifications and Standards (DODISS) specified in the 
solicitation form a part of this specification to the extent specified herein. 

 
MILITARY 

 
MIL-STD-129  Marking for Shipment and Storage 
MIL-STD-2073-1 Standard Practice For Military Packaging 

 
Copies can be obtained from the Department of Defense Single Stock Point (DODSSP). http://quicksearch.dla.mil 

 
2.2 Other publications. The following document(s) form a part of this specification to the extent specified herein. Unless 

otherwise specified, the issues of the documents which are DOD adopted shall be those listed in the issue of the 
DODISS specified in the solicitation. Unless otherwise specified, the issues of documents not listed in the DODISS 
shall be the issue of the nongovernment documents which is current on the date of the solicitation. 
 
American Society for Quality 
 
ASQ Z1.4 Sampling Procedures and Tables for Inspection by Attributes 

 
Copies can be obtained from the American Society for Quality, 600 North Plankinton Ave., Milwaukee, WI 53203. 
www.asq.org  

 
ASME 

 
ASME B46.1 Surface Texture (Surface Roughness, Waviness and Lay) 

 
Copies can be obtained from ASME, Three Park Ave., New York, NY 10016-5990. www.asme.org  
 
ASTM International 
 
ASTM E112  Standard Test Methods for Determining Average Grain Size 
ASTM E1444 Inspection, Magnetic Particle 
ASTM D3951 Standard Practice for Commercial Packaging 

 
Copies can be obtained from ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 
19428-2959. www.astm.org 
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Aerospace Industries Association 
 
NAS410   Nondestructive Testing Personnel Qualification and Certification 
NASM1312 (MIL-STD-1312)   Fastener Test Methods 
NASM1312-5 (MIL-STD-1312-5)  Fastener Test Methods, Method 5, Stress Durability 
NASM1312-6 (MIL-STD-1312-6)  Fastener Test Methods, Method 6, Hardness 
NASM1312-8 (MIL-STD-1312-8)  Fastener Test Methods, Method 8, Tensile Strength 
NASM1312-11 (MIL-STD-1312-11) Fastener Test Methods, Method 11, Tension Fatigue 
NASM1312-13 (MIL-STD-1312-13) Fastener Test Methods, Method 13, Double Shear Strength 
NAS1348    Fasteners, Recommended Tensile Stress Areas for External Threaded 
NASM8922   Nut, Self-Locking, Alloy Steel, 260 ksi Ftu, 450 °F, General Specification  

  for 
 

Copies can be obtained from the Aerospace Industries Association, 1000 Wilson Blvd., Suite 1700, Arlington, VA 
22209.  www.aia-aerospace.org 
 
SAE International 
 
AMS2759 Heat Treatment of Steel Parts General Requirements 
AMS-C-8837 Coating, Cadmium (Vacuum Deposited) 
AS8879 Screw Threads - UNJ Profile, Inch Controlled Radius Root with Increased Minor 

Diameter 
 

Copies can be obtained from SAE International, 400 Commonwealth Dr., Warrendale, PA 15096-0001. www.sae.org  
 
UNIFORM CLASSIFICATION COMMITTEE 
 
Uniform Freight Classification Rules 

 
Copies can be obtained from Uniform Classification Committee, Room 1106, 222 South Riverside Plaza, Chicago, IL 
60606. 

 
2.3 Order of precedence. In the event of a conflict between the text of this specification and the references cited herein 

(except for associated detail specifications, specification sheets or MS standards), the text of this specification shall 
take precedence. Nothing in this specification, however, shall supersede applicable laws and regulations unless a 
specific exemption has been obtained. 

 
 
3. REQUIREMENTS 
 
3.1 Specification sheets. The individual item requirements shall be as specified herein and in accordance with the 

applicable specification sheet. In the event of any conflict between the requirements of this specification and the 
specification sheet, the latter shall govern. If a specific requirement specified herein is not required for an item, it 
shall be so indicated on the specification sheet. 

 
3.2 This paragraph left intentionally blank. 
 
3.3 Material. Material shall be alloy steel in accordance with the applicable specification sheet. 
 
3.4 Design and construction. 
 
3.4.1 Dimensions. The dimensions shall be as specified in the applicable specification sheet or drawing. 
 
3.4.2 Threads. 
 
3.4.2.1 Form and dimensions. Dimensions, form and contour shall be as specified in AS8879 and shall be right handed. 
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3.4.2.2 Rolling. Threads shall be fully formed after final heat treatment by a process which incorporates a single rolling 

operation for forming the thread. 
 
3.4.2.3 Incomplete threads. The threads shall be faired onto the shank as shown on Figures 1 and 1A. The root and flanks 

of runout thread may deviate from true thread form but shall be smooth and free of tool marks. 
 
3.4.2.4 Grain flow. The grain flow in the threads shall be continuous and shall follow the thread contour with the maximum 

density at the bottom of the root radius as shown on Figure 2. 
 
3.4.3 Bolt heads. The bolt heads shall be forged. Machined or forged holes for reduction of weight are acceptable. Only 

the minimum amount of metal shall be removed from the bearing surface of the bolt head as is necessary to obtain 
the specified angularity and a clean, smooth surface. 

 
3.4.3.1 Wrenching element. A wrenching element shall be as specified in the applicable specification sheet or drawing. 
 
3.4.3.2 Bearing surface. The bearing surface of bolt heads shall be at right angles to the shank within the limits shown on 

Figure 3. The angular variation of the underside of the head shall be uniform around the shank within a tolerance of 
±10 minutes, as measured between the bearing surface of the head and the shank at a length along the shank 
from head equal to the diameter of the bolt. 

 
3.4.3.3 Head structure and grain flow. A section of the head shall show no detrimental defects, see 4.5.1.1.3. Flow lines in 

the fillet area immediately below the surface shall conform to the fillet contour as shown on Figure 4. The 
intersection of the longitudinal axis of the bolt and the approximate transverse axis of the flow lines shall be not less 
than “ØD”/7 inches from the bearing surface of the bolt where “ØD” is the nominal diameter of the bolt. The metal 
removed from the bearing surface shall be as small as practicable to obtain a clean, smooth surface. 

 
3.4.4 Fillet (head-to-shank). The head-to-shank fillet radius shall be cold worked to meet the fatigue strength 

requirements specified herein. The fillet shall be furnished to the radius specified in the applicable specification 
sheet. The fillet shall show no evidence of seams or inclusions, see 4.5.3.2. 

 
3.4.4.1 Distortion of radius. Distortion of the radius (due to cold work) shall be not greater than height “A” and depth “B” 

and the distorted area shall not extend beyond “C”, see Figure 5. 
 
3.5 Surface texture. The surface texture of the bolts after coating shall be not greater than the values specified in Table 

I or as specified in the applicable specification sheet or drawing. The surface texture shall be measured as specified 
in ASME B46.1, see 4.5.1.1.1 and 4.5.1.1.4. 

 
 

 
FIGURE 1 – INCOMPLETE THREADS AND ROOT RADIUS 

 

NATURAL FLOW OF
MATERIAL PERMITTED

2P MAX (INCOMPLETE THREADS PLUS CHAMFER)

60°
25°

ROOT RADIUS ROOT RADIUS

CHAMFER

NATURAL FLOW OF
MATERIAL PERMITTED

COMPLETE THREADS
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FIGURE 1A – DETERMINATION OF INCOMPLETE THREADS 

 
 

 
FIGURE 2 – GRAIN FLOW 

 

 
FIGURE 3 – HEAD ANGULARITY 

 

 
 HEAD – HOT OR COLD UPSET HEAD – UPSET 
 LIGHTENING HOLE-MACHINED LIGHTENING HOLE-IMPACTED 

 
FIGURE 4 – HEAD STRUCTURE AND GRAIN FLOW 

RUNOUT THREADS
MAX 2P

LEAD THREADS
MAX 2P

SHANK

5/24H OR .18042P

30°
CHAMFER

45° APPROX

30°
.5 MAJOR DIA
TOL. + H/8
(H/8 = .10825P)

SHADOW PROFILE OF THREADS

MIN THREAD
HEIGHT

PITCH DIAMETER

180° +0
–1 ØD

90° ± 30'
WITHIN ± 10' FIM

=ØD

ØD
7  (MIN)

Copyright Aerospace Industries Association of America Inc. 
Provided by IHS under license with AIA/NAS Licensee= www.sepana.ir/5991803002, User=sam, albert

Not for Resale, 01/04/2016 02:48:54 MSTNo reproduction or networking permitted without license from IHS

-
-
`
,
,
,
`
,
,
,
`
`
,
`
,
`
,
,
,
,
,
`
`
`
`
,
,
`
`
`
`
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: AIA NASM8906 2014

http://www.avadocuments.com/doc/aia-nasm8906-2014
http://www.avadocuments.com/doc/aia-nasm8906-2014

