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Abstract

SPA systems use the XML schema in conjunction with extensible transducer electronic data sheets
(XTEDS) to convey information about devices to the system. This document provides details on the use of
common electronic data sheet schema for plug-and-play systems.
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Foreword

AIAA S-133-7-2013

This standard was developed through a partnership of the Air Force Research Laboratory Space Vehicles
Directorate, the Air Force Office of Operationally Responsive Space, numerous government contractor
teams, independent contractor teams, and academic experts. The Space Plug-and-Play Architecture
(SPA) is a collection of standards developed to facilitate rapid constitution of spacecraft systems using
modular components. This document includes specifications for the use of a common XML-based
schema for conveying information about components to the system. The intent of this document is to
allow SPA designers and manufacturers to provide components and/or subsystems that successfully

interface with SPA-enabled spacecraft.

This particular volume of the SPA Ontology Standard contains information not recorded in previous
documentation. It is part of a set of 10 documents describing other components of the standard:

e SPA Guidebook

e SPA Networking Standard

e SPA Logical Interface

e SPA Physical Interface Standard

e SPA 28V Power Service Standard

e SPA System Timing Standard

e SPA Test Bypass Standard

e SPA SpaceWire Subnet Adaptation Standard

e SPA System Capability Guide

At the time of approval, the members of the AIAA SPA Committee on Standards were:

Fred Slane, Chair
Jeanette Arrigo
Scott Cannon
Ken Center

Don Fronterhouse*
Rod Green

Jane Hansen
Doug Harris

Paul Jaffe
Stanley Kennedy*
Ronald Kohl

Bill Kramer
Ramon Krosley

Denise Lanza
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Space Infrastructure Foundation
Sierra Nevada Corporation

Utah State University

PnP Innovations

PnP Innovations

Design Group

HRP Systems

Operationally Responsive Space Office
Naval Research Laboratory
Comtech Aero-Astro

R.J. Kohl & Associates
Independent

Independent

SAIC
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James Lyke
Joseph Marshall
Gerald Murphy*
Gary Rodriguez
Steven Schenk

Robert Vick*

Air Force Research Laboratory
BAE Systems

Design Group

sysRand

Comtech Aero-Astro

SAIC

The above consensus body approved this document in June 2013.

The AIAA Standards Executive Council (VP-Standards, Laura McGill, Chairperson) accepted the
document for publication in August 2013.

The AIAA Standards Procedures dictates that all approved Standards, Recommended Practices, and
guides are advisory only. Their use by anyone engaged in industry or trade is entirely voluntary. There is
no agreement to adhere to any AIAA standards publication and no commitment to conform to or be
guided by standards reports. In formulating, revising, and approving standards publications, the
committees on standards will not consider patents that may apply to the subject matter. Prospective users
of the publications are responsible for protecting themselves against liability for infringement of patents or

copyright or both.

*Alternate CoS Participant
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Introduction

The enabling mechanism for achieving plug-and-play (PnP) capability in SPA systems is the extensible
Transducer Electronic Data Sheet (XTEDS). Every hardware device or software application used within a
SPA system must have an associated self-describing electronic data sheet that fully explains the
component (device or application) to other components in the system. The XTEDS contains descriptions
of all component-specific commands accepted, variables produced, and data messages that can be
delivered by the component. It fully describes the services or data provided by the component and
represents the complete protocol for accessing these services or data.

The XTEDS uses the eXtensible Markup Language (XML) to provide a schema-controlled language for
the data sheet.

A common set of terms shared by all SPA applications allows for the creation of XTEDS that can be
understood and accessed by components throughout a SPA system. Descriptions of data products within
data messages are constructed from a SPA Common Data Dictionary (CDD) of standard terms. Terms
used in the CDD must be easily recognized by the system developers, unique for each variable type, and
nonduplicating.

The use of an XML Parser and Validator software tool validates the SPA xTEDS against the XTEDS
schema. It also tests the XTEDS against the CDD to ensure only registered terms are used.
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1 Scope

Two functions are critical in defining an ontology: Naming conventions and relationships between the
names. The naming conventions have been selected to cover the complete domain of data elements and
characteristics to be addressed by the SPA ontology. A mechanism for expressing the terms relationally,
a taxonomy, has also been defined so that the naming is unambiguous and terms cannot be mistakenly
used out of context. Specifically, the taxonomy subdivides the problem space into increasingly specialized
classes, relationally assigning logical names to precisely defined relational paths within the taxonomy.
The SPA Ontology is organized into a set of relational taxonomies to assign names to data and define
properties.

This standard establishes the electronic data sheet for SPA for application in the space environment. It
establishes the form of a common data dictionary and provides an exemplar.

This standard is applicable to spacecraft with a rapid integration requirement. Guidance on preparing a
SPA-compliant XTEDS is the subject of this standard.

2 Applicable Documents

The following documents contain provisions which, through reference in this text, constitute provisions of
this standard. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this standard are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies.

AIAA S-133-3-2013 Space Plug-and-Play Architecture Standard Logical Interface
AIAA S-133-2-2013 Space Plug-and-Play Architecture Standard Networking
AIAA G-133-1-2013 Space Plug-and-Play Architecture Guidebook

W3C XML Schema World-Wide Web Consortium-recommended XML Schema, version 1.0,
May 2001

3 Vocabulary

3.1 Acronyms and Abbreviated Terms

AIAA American Institute of Aeronautics and Astronautics
CDD Common Data Dictionary

PSVI Post Schema Validation Infoset

SPA Space Plug-and-Play Architecture

XML extensible markup language

XSD XML schema definition

XTEDS extensible transducer electronic data sheet
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4 XTEDS and the XML Schema Language

The eXtensible Markup Language (XML) standard sets rules to which an XML document must conform in
order to be considered valid. This set of rules is called a “schema language.” XML schema languages
express shared vocabularies and provide a means for defining the structure, content, and semantics of
XML documents. Of the multiple widely available XML languages (i.e., Document Type Definition,
RELAX NG, and W3C XML Schema), SPA has chosen to use the World-Wide Web Consortium-
recommended XML Schema, abbreviated as W3C XML Schema, version 1.0, published in May 2001.

4.1 SPA XTEDS Schema

4.1.1 SPA shall use an XML schema definition (XSD) to fully describe an XTEDS. An XSD defines a
type of XML document in terms of what elements and attributes may appear, their relationship to each
other, what types of data may be in them, and other qualifying and constraining information.

4.1.2 All XTEDS prepared for SPA implementations shall conform to the SPA xTEDS schema and the
XML schema.

4.1.3 Conformance with the SPA XTEDS schema and the XML schema shall be validated using an
XML parser and validator tool.

4.1.4 SPA uses a specific version number convention:

Advances in minor versions shall be a compatible superset of earlier minor versions of the same major
version. (Backward compatibility is guaranteed.) Advances in major version are not required to be
supersets of earlier versions and are not guaranteed to be backward compatible.

The XTEDS schema filename includes the major version number and is referenced in the XTEDS
element’s xsi:schemalocation attribute. The version of the SPA XxXTEDS schema standardized in this
document is version 2.5.

4.2 XTEDS Format

The xTEDS defines communication interfaces between a software application or a hardware device and
the rest of the satellite network.

4.2.1 All xTEDS shall have three basic parts:

a) The header, that names the xXTEDS and the schema with which it conforms,

b) The component declaration, that provides information on the supported application or device, and
c) All the communication interfaces that the device or application supports.

4.2.2 XTEDS information shall be presented in the XML format. Every piece of information in this format
is either an element or an attribute. An attribute is a single piece of data while an element has one or
more attributes or elements under it. Elements can be nested under elements. Using the XML syntax,
the code looks like:

-<Elementl attribute11="data11” attribute12="data12”>
<Element2 attribute21="data21” attribute22="data22” attribute23="data23” />
<Element3 attribute31="data31” attribute32="data32” />

</Elementl1>
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