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Abstract

This document describes the function and application of the test bypass mechanism for systems based
on the Space Plug-and-Play Architecture (SPA). The test bypass function supports hardware-in-the-loop
testing with simulated component data. Incorporating test bypass into SPA components allows for rapid
component assembly, integration, test, and system verification.
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Foreword

This standard was developed through a partnership of the Air Force Research Laboratory Space Vehicles
Directorate, the Air Force’s Office of Operationally Responsive Space, numerous government contractor
teams, independent contractor teams, and academic experts. The Test Bypass standard is one piece of
the Space Plug-and-Play Architecture (SPA), which is a system that aims to reduce the cost and timeline
of getting spacecraft into operational use. SPA incorporates the use of design tools, standard interfaces
for hardware and software, and standard, modular structures and wiring. Test Bypass functionality allows
for rapid testing and verification of components and systems. SPA components may or may not support
a bypass function. This standard provides instruction on implementing Test Bypass for those components
that do support it.

This particular volume of the SPA Physical Interface Standard contains information not recorded in
previous documentation. It is part of a set of 10 documents describing other components of the standard:

e SPA Guidebook

e SPA Networking Standard

e SPA Logical Interface Standard

e SPA Physical Interface Standard

e SPA 28V Power Service Standard

e SPA System Timing Standard

e SPA Ontology Standard

e SPA SpaceWire Subnet Adaptation Standard

e SPA System Capability Guide

At the time of approval, the members of the AIAA SPA Committee on Standards were:

Fred Slane, Chair Space Infrastructure Foundation
Jeanette Arrigo Sierra Nevada Corporation

Scott Cannon Utah State University

Ken Center PnP Innovations

Don Fronterhouse* PnP Innovations

Rod Green Design Net Engineering Group
Jane Hansen HRP Systems

Doug Harris The Aerospace Corporation, ORS Office
Paul Jaffe U.S. Naval Research Laboratory
Stanley Kennedy* Comtech Aero-Astro

Ronald Kohl R.J. Kohl & Associates

Bill Kramer Independent Consultant

Ramon Krosley Independent Consultant
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Denise Lanza SAIC

James Lyke Air Force Research Laboratory
Joseph Marshall BAE Systems

Gerald Murphy* Design Net Engineering Group
Gary Rodriguez SysRand Corporation

Steven Schenk Comtech Aero-Astro

Robert Vick* SAIC

The above consensus body approved this document in June 2013.

The AIAA Standards Executive Council (VP-Standards, Laura McGill, Chairperson) accepted the
document for publication in August 2013.

The AIAA Standards Procedures dictates that all approved Standards, Recommended Practices, and
Guides are advisory only. Their use by anyone engaged in industry or trade is entirely voluntary. There is
no agreement to adhere to any AIAA standards publication and no commitment to conform to or be
guided by standards reports. In formulating, revising, and approving standards publications, the
committees on standards will not consider patents that may apply to the subject matter. Prospective users
of the publications are responsible for protecting themselves against liability for infringement of patents or
copyright or both.

*Alternate CoS participant.
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Introduction

Space Plug-and-Play Avionics (SPA) is a collection of standard hardware and software interfaces,
physical structures, and messaging protocols that are designed to facilitate rapid design, assembly,
integration, and testing of spacecraft systems. There are many building blocks of the plug-and-play
architecture that are necessary to meet those goals and Test Bypass (TB) is one of them. The TB
function enables rapid functional testing of a system by allowing the integrator to bypass SPA hardware
devices and to use detailed external simulations to inject simulated data into the device’s ASIM to
understand how the rest of the system responds to that input. This provides the capability to rapidly
perform functional tests on assembled systems for verification of SPA networks, computing resources,
communications links, and flight software. System on-orbit performance can also be determined based
upon the realism of the simulation used.
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1 Scope

This document provides detail for incorporation of Test Bypass (TB) functionality in SPA components and
systems, and describes the messaging protocol for TB. Test Bypass is the mechanism by which test data
may be injected into the running SPA system, or by which operational data may be extracted from various
test points within the system during integration and test. The concept of TB was developed to further
enhance the rapid assembly, integration, and test (AI&T) for SPA compliant vehicles. More general
discussion on TB functions and interfaces is available in the SPA Guidebook.

This document defines the current state of practice for TB. This standard is applicable to all SPA devices
and systems that support a bypass function for testing purposes. Further development of this method will
be updated within this standard. Other developments that address testing functions will be defined in
other documents.

2 Applicable Documents

The following documents contain provisions which, through reference in this text, constitute provisions of
this standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated
below. For undated references, the latest edition of the normative document referred to applies.

AIAA G-133-1-2013 Space Plug-and-Play Architecture Guidebook
AIAA S-133-3-2013 Space Plug-and-Play Architecture Logical Interface Standard
AIAA S-133-7-2013 Space Plug-and-Play Architecture Ontology Standard

3 Vocabulary

3.1 Acronyms and Abbreviated Terms

AIAA American Institute of Aeronautics and Astronautics
AI&T assembly, integration, and test
ASIM Appliqué Sensor Interface Module
DPM dual-ported memory

DNC does not care

DUT device under test

EP endpoint

GSE ground support equipment

SPA Space Plug-and-Play Architecture
B test bypass

TBI test bypass interface

Documents

Document Sharing Hub

Full document details: AIAA S-133-8 2013


http://www.avadocuments.com/doc/aiaa-s-133-8-2013
http://www.avadocuments.com/doc/aiaa-s-133-8-2013

Downloaded by Siavash Sohrab on April 21, 2015 | http://arc.aiaa.org | DOI: 10.2514/4.102363

AlAA S-133-8-2013

UsB universal serial bus
uuID universal unique identification
XTEDS extensible transducer electronic data sheet

3.2 Terms and Definitions
For the purposes of this document, the following terms and definitions apply.

ASIM

an Appliqué Sensor Interface Module (ASIM) is a small microcontroller circuit card that provides a logical
and physical interface from a non-SPA compliant device to the SPA network. The ASIM contains
information about the device and its functions and translates between device’s native command and data
interface to the standard interface as defined in the XTEDS.

PnPSat-1, -2

PnPSat-1 is a technology demonstration used to develop and demonstrate SPA components. It was
developed at the Air Force Research Laboratory’s Space Vehicles Directorate. PnPSat-2 is a more
robust, flight-representative system that is used to test SPA technologies for function and compatibility.

registers
set of 256 8 byte registers in Dual Ported Memory

SPA application
a SPA compliant software component

SPA compliant
a component that adheres to applicable SPA standards

SPA component
a SPA compliant hardware device or software application

SPA device
a SPA compliant hardware component

SPA network

an addressable and routable physically connected infrastructure composed of standard SPA transports
for the purpose of transporting SPA messages between SPA endpoints and SPA gateways. The SPA
network is made available as a SPA service to SPA components through a standard interface.

SPA system
an integrated collection of interoperating SPA components

test bypass host
a test computer that recognizes, configures and drives the Test Bypass routers and ASIMs while in a test
configuration.

XTEDS

an electronic data sheet used as the SPA component interface specification; see IEEE 1451 family for
examples.
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