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DISCLAIMER 

The material contained herein has been developed by researchers based on their research 
findings and is for general information only.  The information in it should not be used without 
first securing competent advice with respect to its suitability for any given application.  The 
publication of the information is not intended as a representation or warranty on the part of the 
American Iron and Steel Institute, Steel Framing Alliance, or of any other person named herein, 
that the information is suitable for any general or particular use or of freedom from 
infringement of any patent or patents.  Anyone making use of the information assumes all 
liability arising from such use. 
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ii Estimation of Sound Transmission Class and Impact Insulation Class Rating for Steel Framed Assemblies 

PREFACE 

This National Research Council Canada (NRC) report was prepared for Steel Framing 
Alliance (SFA) to enhance A Guide to Fire and Acoustic Data for Steel Floor, Wall and Roof 
Assemblies with more acoustic data. The objective of the work was to provide sound 
transmission class (STC) and impact insulation class (IIC) ratings for a number of walls and 
floors listed in the SFA guide since not all of the fire rated designs had sound ratings assigned. 
The work involved a review of published acoustical ratings, some quite old, and provision of 
estimates where no reliable test ratings were available. The body of the report describes the 
procedures used to analyze the available laboratory test data (17 pages). The remainder of the 
report (pages 18 to 48) provides the estimated or measured sound ratings (with acoustic test 
identifier, i.e., testing agency) for the fire rated assemblies that were included in the October 
2005 edition of the SFA guide.  The report’s acoustic data was subsequently incorporated into 
the September 2006 edition of the SFA guide. 
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DISCLAIMER 

THE NATIONAL RESEARCH COUNCIL, (NRC) DISCLAIMS ANY WARRANTIES, 
EXPRESSED, IMPLIED, OR STATUTORY, OF ANY KIND OR NATURE WITH RESPECT TO 
THIS MATERIAL INCLUDING, BUT NOT LIMITED TO, WARRANTIES OF PERFORMANCE, 
FREEDOM FROM ERROR OR DEFECT, PERFORMANCE OR MERCHANTABILITY OR 
FITNESS FOR A PARTICULAR PURPOSE.  IN NO EVENT SHALL NRC BE LIABLE FOR ANY 
INDIRECT OR CONSEQUENTIAL DAMAGES (INCLUDING, WITHOUT LIMITATION, 
DAMAGES FOR LOSS OF BUSINESS PROFITS, LOST SAVINGS OR OTHER INCIDENTAL 
DAMAGES) ARISING FROM THE USE OF THIS MATERIAL. 
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Estimation of sound ratings for steel framed assemblies 

Estimated and published sound ratings for walls and 
floors using steel framing. 

Background 
The objective of this work was to provide sound transmission class1,2 (STC) and impact 
insulation class3,4 (IIC) ratings for a number of walls and floors listed in the document 
“A Guide to Fire and Acoustic Data for Steel Floor and Wall Assemblies” published by 
the Steel Framing Alliance (SFA). The listed constructions all incorporated cold formed 
steel framing. Fire resistance ratings were available for many of the constructions but not 
all had sound ratings assigned. The intent of the project was to review published 
acoustical test ratings, some quite old, and to provide estimates where no reliable test 
ratings were available. 
 
After a short introduction, the report describes the procedures used to analyse the 
available laboratory test data. The estimated or measured sound ratings are given in tables 
at the end of the report. 
 
Note: This report, revised in 2008, supersedes a pervious version issued in 2005.  
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Estimation of sound ratings for steel framed assemblies 

Introduction 

Flanking sound transmission 
The acoustical ratings obtained in laboratory tests are obtained under carefully controlled 
conditions. The only significant path for sound is through the specimen being tested. This 
is invariably not the case in a building where sound can travel along many different paths 
between adjacent spaces. These paths are called flanking paths. If they are not controlled 
by careful consideration of the connections between walls and floors in a building, the 
sound attenuation attained in the building can be much less than that in the laboratory.  
 
One example of a flanking path is a continuous subfloor passing beneath a wall intended 
to be a sound barrier. Degradations of 15 dB in STC can easily occur. Continuous sheets 
of gypsum board could have similar detrimental effects. In vertically separated homes, 
sound passes down the walls as well as through the floor reducing sound isolation to 
some degree. 
 

The rule of thumb that suggests allowing a safety factor of 5 dB when 
selecting components for use in a building is not a reliable guide. It is 
safer to have professional advice and to design a complete building 
system. 

 
If the intent of a building code regulation is to ensure a minimum level of sound isolation 
between homes, then specifying STC and IIC values is inappropriate. The appropriate 
ratings are the apparent sound transmission class5 (ASTC) and the field impact insulation 
class6 (FIIC). Both of these ratings are measured in buildings and include all flanking 
transmission and construction faults if they exist. 

Factors affecting sound transmission in steel stud walls and 
steel joist floors 
The most effective approach to attaining high sound transmission in stud or joist 
construction is to use two layers of material, one on each side of the studs or joists. The 
layers should not be directly connected by rigid elements such as steel joists or studs 
formed from thick metal. There are three common methods used to satisfy this 
requirement: 

• The use of resilient metal channels to support one side of the construction—the 
ceiling in a floor or one face of a wall, 

• The use of light gauge steel studs (0.55 mm or thinner metal) in walls, and 
• The use of two independent rows of studs with little or no rigid connections 

between them. (It is possible to use the same approach in floor design but this is 
not common.) 

Once a basic frame design has been selected, the sound insulation provided by the 
assembly can be increased by 

• Increasing the masses of the layers on each side, 
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Estimation of sound ratings for steel framed assemblies 

• Increasing the depth of the cavity (deeper studs or joists or greater separation 
between rows of double studs), or 

• Adding and increasing the thickness of sound-absorbing material in the cavity of 
the assembly. 

Not following these guidelines invariably leads to lower sound insulation (STC) than 
could have been obtained. For example, 

• Heavy gauge studs with no resilient metal channels attached give low sound 
insulation. 

• Properly isolated walls or floors with no sound-absorbing material in the cavity 
usually suffer a degradation of around 8 STC points relative to the same design 
with sound-absorbing material. 

• Placing additional layers in the middle of a double stud wall forms two cavities 
with smaller depths and thus leads to lower sound insulation than could have been 
achieved with the same materials in a double layer configuration. 

• Small cavities in walls or floors usually lead to lowered sound insulation. Thus 
placing resilient metal channels between two layers of gypsum board is poor 
acoustical design. 

Impact sound transmission—effects of floor finishes 
For impact sound, the nature of the floor finish plays an extremely important role in 
determining what is transmitted through the floor. Soft or resilient surface layers on a 
floor reduce the force applied to the floor by the standard tapping machine; the reduction 
depends on the properties of the finishing surface or topping.  
 
Further, the improvement provided by a topping differs with each floor system it is 
placed on. For example, vinyl flooring placed on a wood subfloor usually does not 
increase the IIC rating. Laying the vinyl over a concrete subfloor usually provides an 
increase of around 10 IIC points, depending on the type of vinyl. Table 1 below can be 
used to estimate changes in IIC when some common toppings are applied to floors. The 
column for concrete can be used for concrete slab floors with no separate ceiling or for 
concrete on steel decks supported by joists having a ceiling attached to them. The column 
for wood subfloors applies to joist construction. These increments are very approximate 
and should only be used as a guide. Actual improvements and IIC values obtained will 
depend on the details of the construction and the topping materials. 
Table 1: Approximate improvements for toppings on joist floors and concrete slabs. 

Topping Improvement 
on concrete 

Improvement on 
wood subfloor 

Ceramic or marble tiles 0 -8 
Vinyl flooring 10 0 

Hardwood flooring 4 3 
Wood flooring on resilient layer 20 4 

Carpet and underlay 50 40 
 
This subject is covered in more detail elsewhere7. It is important to note that a high STC 
rating does not guarantee a high IIC rating and vice versa. For example, a basic joist floor 
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with a vinyl topping might have an STC of 54 and an IIC of 48. With a carpet and 
underlay replacing the vinyl, the IIC might be over 80 while the STC might change to 
only 56. Many common floor toppings have little or no effect on STC but can greatly 
change IIC. For practical cases, the two ratings are largely independent. 
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Analysis procedure 

Grouping of the data 
Inspection of fire test listings in the SFA Guide revealed a difficulty from an acoustical 
point of view. A single UL identifier (ID) could apply to several different constructions 
all having widely differing sound ratings. Conversely, a given construction has only one 
fire rating and one STC or IIC.  
 
To circumvent this, a table was created linking each fire test ID to one or several specific 
constructions assigned fire resistance ratings by the testing authority. Each construction 
was coded to simplify searching and extraction of the significant structural parameters. 
Where a test result from a laboratory was available, the test ID and the STC or IIC were 
associated with the construction code in the table.  
 
The walls were then separated into different groups: 
1. Walls with sound-absorbing material in the cavity and with the gypsum board layers 

mounted directly on light gauge steel studs — 25 gauge or thinner metal — or with at 
least one face mounted on resilient metal channels attached to load-bearing steel 
studs — 20 gauge or thicker metal. 

2. Same as group 1 but with no sound-absorbing material in the cavity. 
3. Load-bearing studs (20 gauge or thicker metal) with no resilient metal channels to 

isolate the gypsum board layers on each face. 
4. Double rows of steel studs. 
 
Floors were dealt with as a single group.  

Unusual constructions 
Some constructions were too unusual to deal with; no algorithm for prediction could be 
developed and no test data were available. An example is floor GA FC4750 which has a 
19 mm plywood subfloor, three layers of gypsum board directly attached to the steel 
joists, resilient metal channels and then a fourth layer of gypsum board. The STC for this 
floor is probably less than 50 but it is difficult to be certain because of the direct 
connection of the three layers to the joists and the small cavity formed by the resilient 
metal channels. It can be safely stated however, that this is not a good acoustical design. 
No table is given for constructions in this group. 

Regression Analysis 
There is no analytical model that is sufficiently accurate for estimating sound 
transmission through walls and floors. (The accuracy of such models is judged by how 
well the model predictions agree with measurements.) In the absence of such a model, a 
regression analysis approach is used. For a set of measurements, physical factors known 
to influence sound transmission through walls and floors — weight per unit area, cavity 
depth, thickness of sound-absorbing material etc. — are correlated with STC ratings to 
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find a regression equation that can be used to estimate STC for systems that have not 
been measured in a laboratory.  
 
Regression analysis has many inadequacies.  The form of the dependence of STC on 
system characteristics has to be guessed, found by trial and error or assumed from some 
simple theory. For example, STC is assumed to depend on the sum of logarithm of the 
masses per unit area of the surface layers and linearly on the cavity depth. Despite the 
inadequacies, predicted STC values are found to be reliable enough for practical use. 
 
Random variations in measurements and materials can be comparable in magnitude to 
effects due to changing some physical parameter, such as stud spacing, and thus mask the 
effect. Random variations are even greater when data from several different laboratories 
are combined.  Thus when it is stated later that STC did not depend on a particular 
quantity, such as the thickness of sound-absorbing material, this means that for that 
particular set of data there was no statistically significant dependence; the effect of 
changing thickness is masked by random and other variations. From other well-controlled 
experiments it is known that increasing the thickness of the sound-absorbing material in a 
cavity of a wall or floor reduces sound transmission through the assembly.  

Source Data 
Fire test identifiers were obtained from the SFA Guide dated May 2005. The fire 
resistance ratings came from tests run at NRC, Underwriter’s Laboratories (UL), 
Underwriter’s Laboratories of Canada (ULC), the Gypsum Association (GA), and 
Factory Mutual Research (FM). 
 
The data for this project included test results from the National Research Council of 
Canada (NRC), the laboratory of US Gypsum (USG), Riverbank Acoustical Laboratories 
(RAL) and a few tests from other laboratories. Apart from the NRC acoustical data, 
almost all of the test results and specimen descriptions were obtained from brochures 
published by USG although some were available from NRC data files obtained by other 
means. 
 
The acoustical data used to generate the final table came from the following sources. 
 
National Research Council of Canada 

Quirt, J.D.; Warnock, A.C.C.; Birta, J.A. Summary Report for Consortium on 
Gypsum Board Walls : Sound Transmission Results, Internal Report, Institute for 
Research in Construction, National Research Council Canada, IRC-IR-693, 1995.  
URL: http://irc.nrc-cnrc.gc.ca/fulltext/ir693/ 
 
Warnock, A.C.C.; Birta, J.A. Summary Report for Consortium on Fire Resistance 
and Sound Insulation of Floors: Sound Transmission Class and Impact Insulation 
Class Results, Internal Report, Institute for Research in Construction, National 
Research Council Canada, IRC-IR-766, 1998. 
URL: http://irc.nrc-cnrc.gc.ca/fulltext/ir766/ 
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Warnock, A.C.C. Summary Report for Consortium on Fire Resistance and Sound 
Insulation of Floors: Sound Transmission and Impact Insulation Data, Research 
Report, Institute for Research in Construction, National Research Council 
Canada, IRC-RR-169, 2005. 
URL: http://irc.nrc-cnrc.gc.ca/fulltext/rr169/ 
 
Nightingale, T.R.T.; Halliwell, R.E.; Quirt, J.D.; Birta, J.A. Sound Insulation of 
Load Bearing Shear Resistant Wood and Steel Stud Walls, Internal Report, 
Institute for Research in Construction, National Research Council Canada, IRC-
IR-832, 2002. 
URL: http://irc.nrc-cnrc.gc.ca/fulltext/ir832/ 
 
Unpublished data from tests conducted at the National Research Council of 
Canada. 
 

Publications from US Gypsum Corporation (available from www.usg.com):  
Fire Resistant Assemblies. Publication SA-100. 
Acoustical Assemblies. Publication SA-200.  
Fire Containment Systems. Publication SA-200. 
Plaster Systems. Publication SA-920. 
Area Separation Wall Systems. Publication SA-925. 
Shaft Wall Systems. Publication SA-926. 
Cement Board Systems. Publication SA-932. 
Drywall/Steel Framed systems. Publication SA-923 (available from Canadian 
Gypsum Corporation, www.cgcinc.com) 
 

Acoustical Wall Insulation—Design Guide. Owens Corning. 
 
Catalog of STC and IIC Ratings for Wall and Floor/Ceiling Assemblies, R.B. Dupree, 
Office of Noise control, California Department of Health Services, Berkeley, California 
94704. 
 
In a few cases, test results were rejected because the ratings seemed anomalous. This 
could be due simply to typographical errors, but there was no way to ascertain this. The 
original test reports were not available so a typical value of density was assumed for all 
the gypsum board in the data sets. This would lead to some uncertainty in the analysis but 
it should be small compared to other effects. 
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 Group 1 Walls: Non-load-bearing steel studs or load-bearing 
steel studs with resilient metal channels and sound-absorbing 
material in the cavity. 
 The seventy test results in this group were enough to allow regression analysis and the 
determination of prediction algorithms. Three variables were found to be statistically 
significant:  

1. The sum of the logarithms of the masses per unit area on each face, 
2. The cavity depth, and 
3. The stud separation. 

 
The regression equation is 

STC = 13.5 + 11.4*(log10 Mass1 +log10 Mass2) + 0.0826*CavityDepth + 
0.0085 * StudSpace (1) 

Residual standard error: 2.1. Adjusted R-squared: 0.81.  
where  

Mass1 and Mass2 are the masses per unit area (kg/m2) of the boards on each face 
of the wall, and 
CavityDepth and StudSpace are in mm. 

 
Histograms showing the distributions of the data values are shown in Figure 1. Plots 
showing the results of the regression analysis are shown in Figure 2. 
 
There was no statistically significant dependence on the thickness of the sound-absorbing 
material in the cavity or on the fraction of the cavity depth filled with sound-absorbing 
material. The analysis is described above is similar to that done for NRC data to generate 
algorithms for the program Socrates8. In that case the equation found for estimating STC 
for non-load-bearing steel stud walls is given in the help file as: 
 

STC = 16.6*[log Mass1 + log Mass2] + 0.168*CavityDepth - 0.06*InsDens + 
0.020459 * StudSpace + 0.029191 * InsThick -14.1 (2) 

Residual standard error: 1.6. Adjusted R-squared: 0.91  
where  

CavityDepth, StudSpace, InsThick are in mm, and  
InsDens, the density of the sound-absorbing material, is in kg/m3.  

The dependence on the thickness of sound-absorbing material in equation (2) is to be 
expected from other studies. There are two reasons for no dependence being found in 
equation (1). Random variations among laboratory tests mask effects of changing sound-
absorbing material thickness and most of the walls in the data set were filled or nearly 
filled with sound-absorbing material. Equation (1) should therefore be restricted to cases 
where the cavity of the wall is almost filled with sound-absorbing material. Note that the 
residual standard error for the Socrates data set is smaller because the data come from a 
single laboratory where a series of controlled measurements was run. 
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The Socrates regression equation was derived from data that did not cover the same range 
of parameters as this collection of tests from several laboratories. The Socrates equation 
does not predict the measured STC values well for this data set when the stud depth is 
greater than 90 mm. For stud depths of 90 mm or less, differences between the 
predictions from the two equations are negligible. Consequently, when estimates had to 
be made for this group of walls, equation (1) was used. 
 
Most of the data used to derive equation (1) came from three laboratories: NRC, RAL 
and USG. The mean residual for each laboratory was less than 0.5 dB, which suggests 
that, within the uncertainty of equation (1), test results from these laboratories are quite 
consistent – the reproducibility is quite good.  
 

 
Figure 1: Histograms showing range and distribution of input variables used in regression analysis 
for group 1 walls. “frac” is the fraction of the cavity filled with sound-absorbing material (Insulation 
Thickness / Cavity Depth). 

 
Note:  Regression equations and associated precision estimates are only valid for 
assemblies that fall within the range defined by the histograms given above. Regression 
expressions should not be applied to other assemblies.     
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Figure 2: Results of the regression analysis for walls in group 1. 
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 Group 2 Walls: Non-load-bearing steel studs or load-bearing 
steel studs with resilient metal channels and no sound-
absorbing material in the cavity 
There were nineteen test results in this category. The regression equation found was 
 

STC = -18.8 + 17.55*(log10 Mass1 +log10 Mass2) + 0.165*CavityDepth + 
0.01 * StudSpace (3) 

Residual standard error: 2.0. Adjusted R-squared: 0.8  
 
Histograms showing the distributions of the data values are shown in Figure 3. Plots 
showing the results of the regression analysis are shown in Figure 4. 
 
Note:  Regression equations and associated precision estimates are only valid for 
assemblies that fall within the range defined by the histograms given below. Regression 
expressions should not be applied to other assemblies. 
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Figure 3: Histograms showing range and distribution of input variables used in regression analysis 
for group 2 walls.  

 

 
Figure 4: Results of the regression analysis for non-load-bearing stud walls in group 2 (no sound-

absorbing material in the cavity). 
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